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Abstract 
This thesis provides a study of a single chip, multi-channel surface plasmon resonance 
(SPR) imaging system. The equipment has no moving parts and uses a single sensor 
"chip" onto which multiple channels can be incorporated. A light emitting diode is used 
as a photon source while a CCD camera forms the detector. The optical configuration 
has been designed to achieve a uniform illumination of the sample over a fixed area 
with a range of incident angles. Poly( ethylene imine), PEI, poly( ethylene-eo-maleic 
acid), PMAE, poly(styrene sulfonate), PSS, and a cationic modified polyacrylic ester, 
PMADAMBQ, are used as the molecular "bricks" in layer-by-layer (LbL) self-
assembled organic architectures. Reflectivity changes in real time are used to follow the 
adsorption steps during the deposition of the multilayer films. Sensing experiments are 
mainly focused on the frrst row transition metals such as iron (11), nickel (11), copper (11) 
and zinc (11). Sensing of anionic sodium dodecylbenzene sulphate, C12H25C6H.S03Na, 
and a reversible pH-dependent response for a PEIIPMAE/PMADAMBQ LbL film are 
also reported. Using a two bilayer structure, PEIIPMAE/PMADAMBQ/PMAE, a 
detection limit of less of one part per million for copper ions in solution is measured. 
Atomic force microscopy is used to elucidate the morphology of the organic films. In 
some cases, the visualization of isolated polymeric chains is demonstrated. It is proved 
that polyelectrolytes of different charge density form dissimilar structures. The outer 
surface of PEIIPSS bilayers appears to be more uniform than that of PEI/PMAE 
bilayers. This is believed to have an influence on the sensing performance of the LbL 
architectures. The use of the SPR sensing system for simultaneous interrogation of 
different polyelectrolyte thin films is demonstrated. Two different LbL self-assembled 
films, PEIIPSS and PEI/PMAE, are built-up on the same chip. Their response to a 
variety of metal ions is shown to be independent and reasonably reproducible. 
Moreover, consistent results are obtained when using sensing chips stored for a 
relatively long time. 
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1.1 lillll~Jrol!llundnoiiD mlllll!ll ~n~ owgmJID~mtnoiiD 
The demand for reliable systems for bio-chemical sensing is increasing. Opto-chemical 
sensors have a major role in this sector mainly because of their non-invasive methods of 
detection. It is believed that progress in this field will come from a combination of new 
sensing materials with new transduction technologies. This thesis reports work 
undertaken on developing a novel sensing system. The design of each of its components 
is presented and the investigation and the characterization of the materials used as active 
sensor are described in detail. Sensing tests have been performed on cationic and 
anionic species together with studies on the pH sensitivity. The selectivity and 
reliability of the system are also examined. 
In Chapter 2 a general introduction to sensing systems is given. It is argued that the 
properties and characteristics of a sensing device are better understood if a clear 
definition of the term "sensor" has been provided. Special attention is given to opto-
chemical sensing systems and to functional organics and polymers as the sensing 
materials. Thin film assembly methods are also introduced. In Chapter 3, the optical 
principle exploited for the sensing, surface plasmon resonance (SPR), is described. A 
theoretical discussion of plasmon waves, their generation and their characteristics 
provide a background to the practical applications and commercial products based on 
such technology. A detailed report on the class of materials used in this thesis, 
polyelectrolytes, and the assembly technique, layer-by-layer self-assembly (LbL), can 
be found in Chapter 4. 
As described in Chapter 5, before arriving at the final SPR set-up, ditJerent phases of 
design, construction and evaluation were necessary. The technical solutions to the 
various elements of the sensing system are described. To characterize the 
polyelectrolyte architectures, atomic force microscopy was used. Details of the results 
from such investigations are provided in Chapter 6. Theoretical models concerning the 
adsorption of polymer chains onto solid (soft and rigid) supports are also discussed. 
The majority of the sensing experiments were concerned with the detection of metal 
ions in solution, such as sodium, iron, nickel, copper and zinc. The impact of first-row 
transition metals on the environment and health is discussed in Chapter 7 and their 
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interactions with polyelectrolyte thin films are examined. Several polymer architectures 
(i.e. organic films composed of various combinations of poly(ethylene imine), PEI, 
poly(ethylene-co-maleic acid), PMAE, poly(styrene sulfonate), PSS, and a cation 
modified polyacryic ester, PMADAMBQ) have been used for metal ion, anion and pH 
sensing. These experiments form the basis for the next phase of the research: 
multi channel sensing. In Chapter 8, alternative designs of the sensing chip are proposed 
and discussed. Sensing experiments using such substrates involve tests with several 
metal ion species. Response characteristics for each of the channels are analyzed and the 
different mechanisms contributing to the sensing are discussed. Finally, sensing tests on 
chips kept under storage for a relatively long time are described. In Chapter 9, a 
summary of the conclusions derived from the research is outlined and some suggestions 
for further work are provided. 
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2.1 introduction 
Over the last fifty years, the development of sensing devices has grown steadily. The 
sensing sector maintains a considerable level of interest for both the academic and 
industrial worlds. Microelectronic technologies allow miniaturization of the sensing 
systems which have been expanding in the areas of medicine, biology, safety and 
environmental protection. In the future, bottom-up approaches could allow a further 
reduction in their dimensions (i.e. nanosensors). The cost of these systems is also 
important, especially for automation in industrial processes, for environmental 
monitoring over large areas or for personal devices (i.e. portable chemical and 
biological sensing systems constantly monitoring the environment). Very different 
materials, organic and inorganic, are used in sensors, depending on the phenomenon 
under investigation. Silicon, organic polymers, metals, ceramics and glasses all have 
applications in physical and bio-chemical sensing systems. 
In this introductory chapter, a brief survey of the different technologies and their 
applications will be given. The concept of a sensor will first be described. Then, some 
of the most important parameters that define a sensor will be introduced. Sensing 
systems will be classified through their application fields, the means of transduction 
exploited and on the basis of the type of measured quantity. The field of the optical-
chemical sensors will be treated in some detail. Among all the classes of materials that 
can be used as the active elements, close attention will be given to functional organics 
and polymers. A more detailed description of the principles and materials exploited for 
the research work presented in this thesis will be provided in subsequent chapters. 
2.2 Sensors: some definitions 
One of the first challenges encountered in describing a sensing system is to provide a 
satisfactory definition of sensor. In particular, it is important to distinguish between a 
measuring system, transducer and sensor, Fig. 2.1 [ 1]. One of the best definitions is that 
a sensor is an element able to convert a variation of any quantity, property or physical 
state, the input signal or measurand, into a "useful" (i.e. something we are able to read 
and interpret) output signal. A sensor, therefore, is an element sensitive to the input and 
able to communicate with a measuring or control system [2]. Natural sensors, like those 
found in living organisms, usually respond to electrochemical signals; their physical 
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nature is based on ion transport. In artificial sensors, information is usually transmitted 
through the transport of electrons or photons. Sensors which are used in artificial 
systems must communicate through the same language as the device to which they are 
interfaced. 
Sensors may be one of two types: active and passive. Active sensors directly generate a 
signal in response to an external stimulus. The input stimulus energy is converted into 
output energy without the need for an additional power source (e.g. thermocouple, 
pyroelectric detector and piezoelectric sensor). In contrast, passive sensors require an 
external energy source for their operation. The signal is then modified by the sensor to 
produce a useful output. Passive sensors are sometimes called "parametric" because 
their properties change in response to an external stimulus and these changes can 
subsequently be converted into an output signal. For example, a thermistor is a 
temperature sensitive resistor. It does not directly generate any energy signal, but by 
passing an electric current through it (excitation signal) its resistance can be measured 
by detecting variations in current and/or voltage across the thermistor. These variations 
(measured in ohms) are directly related to the temperature change [2]. 
The importance of the sensor in the measurement process increases for small input 
variations. The smaller these variations, the more important it is to use a sensor of high 
sensitivity, able to respond primarily to the parameter of interest, even in the presence of 
disturbance factors. 
The task of translating or transmitting the information from one system to another is 
given to the transducer. A single transducer can manage several sensors while 
communicating to condition and control the signals. The nature of the phenomenon 
under scrutiny defines the nature of the sensor, while a transducer is defined by the 
process or the environment in which operates. Therefore, the same sensor could be used 
by different transducers while a single transducer could use simultaneously several 
sensors (each with its own characteristics and specification). For example, a chemical 
sensor may have a part (the real sensor interfacing with the external environment under 
investigation) that converts chemical energy into thermal energy, while a thermopile 
(the transducer) converts heat into an electrical signal [2]. The combination of the two 
makes it possible to produce an electric signal in response to a chemical reaction, but it 
6 
is only the first element that is really able to detect the measurand, while the task of the 
thermopile is to translate the signal generated by the sensor into a useful output. 
However, the two terms (i.e. sensor and transducer) tend to be confused, mainly because 
of the high level of integration in modem sensing systems. More frequently, complete 
sensing "boxes" including sensor(s)/transducer, signal acquisition, conditioning, 










Figure 2.1 Schematic representations of a sensor, an integrated sensor and a smart sensor. 
As shown in Fig. 2.1, the combination of the sensing element with the conditioning 
system is called an integrated system, while the addition of signal processing and 
acquisition results in a smart sensor [3]. 
A smart sensor is an important advancement towards the simplification of the 
measurement and the optimization of the measuring system. Issues related to the 
degradation of the device, to thermal drift and to non-linearity in the response can be 
addressed by a smart sensor in an automatic manner. Moreover, self-diagnosis of the 
working state and self-calibration are very attractive features in a measuring system 
making it able to adapt to different environments. In the future, the integration between 
the sensor and the information processing will be taken even further towards the expert 
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sensor, a fully autonomous system able to detect the measurand and make decisions on 
the best way to deal with any measured changes. 
2.3 Sensor parameters 
A correct definition of the parameters of a sensing system is fundamental for a better 
understanding of the sensor behaviour and for establishing uniform standards. It is then 
possible to have a consistent comparison between the performances of different sensing 
systems. Parameters need to be attributed to the correct part of the sensing system. For 
example, some parameters only characterize the active element(s), while others define 
the performance of the entire sensing system. 
An ideal sensor should have characteristics such as a high selectivity and sensitivity, 
reversibility, long term reliability and stability, short response and recovery times, good 
signal to noise ratio, multiplexing capabilities, low cost, a minimal complexity for use 
and portability for in-situ applications [1, 2, 4]. Compatibility with integrated circuits 
and microprocessors, flexibility in the assembly of different platforms and sensors in a 
single system are also highly desirable features. 
Reliability, sensitivity and selectivity are characteristics that depend directly on the 
material used as sensor. Other features such as response time and noise are more 
complex since several components of the sensing system play a role. In particular, it is 
important to note that the main source of noise in a sensing system is, very often, the 
system itself, with all its electronic components making a contribution. Shielding of the 
multiple noise sources within the system is, therefore, essential. 
The response of a sensor is calculated from the value of the output before the 
measurement starts, Rst and the value measured in the presence of a measurand, Rmeas 
LJR (2.1) 
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The sensitivity of a sensor is defined as the derivative of the parameter Rmeas with 
respect to the measurand, m (the input). If there is a linear variation between the input 
and the sensor response (Fig. 2.2), then the sensitivity can be defmed 










Figure 2.2 Sensitivity for a linear sensor. Rmeas is the response of the sensing device, while m is the 
measurand. (Reproduced from [I]). 
When the response curve of the sensing system is not linear, then the sensitivity can be 
expressed 




Figure 2.3 Sensitivity for a non-linear sensor. Rmeas is the response for the sensing device, while m is the 
measurand. {Reproduced from [ l ]). 
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As shown in Fig. 2.3, the selectivity Smo for a practical value of the measurand mo is 
S = dRmeas I = S 
d mo m m=mo 
(2.4) 
Other fundamental parameters are the response and recovery times, Fig. 2.4. The 
response time defines the time interval for the response signal Rmeas to change from 1 0% 
to 90% of its fmal value Rr. If the system is reversible, then it is also possible to defme a 






' ' ----------,----- -------------------- ___ ...,_________ _ 
------~---~---------------------~~---~-----
response time recovery time 
Figure 2.4 Response curve for an ideal sensing system. (Reproduced from [ 1 ]). 
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Furthermore, the designation of the signal to noise ratio (SNR or SIN) in a measuring 
system is fundamental. This is defined as the ratio of the strength of the signal plus 
noise carrying information to the unwanted interference (noise). It is usually measured 
in decibel (dB) and it is equal to 20 times the base-1 0 logarithm of the amplitude ratio 
(i.e. voltage of the signal to voltage of the noise Vs ), or 10 times the logarithm of the 
vn 
power ratio. If Vs = Vn then the SIN ratio is equal to zero. In this situation the signal is 
unreadable. Similarly, for a noise level superior to that of the useful signal no 
conclusion at all can be drawn from the acquired information. Positive SIN ratios are 
therefore desirable and necessary. Thus, long efforts are spent in the attempt of its 
maximization. 
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For bio-chemical sensors, selectivity is very important. This is a measurement of the 
ability of the sensor to respond to only one input in the presence of interferences. In 
most biological systems, specificity is achieved by shape recognition, which involves a 
comparison with a reference. As shown in Fig. 2.5, according to the Emily Fisher 
description, the size, shape and position of binding sites on the receptor give an almost 
unique "lock-key" combination [5] that makes it possible for the active site to be 
selective to a restricted number of bio-chemical species. High selectivity means that the 
contribution from the primary species dominates, and that the interference from other 
species is minimal. However, an absolutely selective sensor does not really exist and 
there is always some interference present. 
Sensor resolution is the minimum change in the measurand which a sensing device can 
resolve. In other words, it is the size of the incremental steps in the response obtained 
for a linear increase of the input signal. Thus the resolution is not necessarily constant 
over the whole measuring range. The sensor resolution depends on the accuracy with 
which the monitored physical phenomenon or chemical analyte can be determined by 
the specific sensor device and, as such, is limited by sensor system noise. As explained 









Figure 2.5 The lock and key principle: receptor sites on the active material (lock) are complementary to 
the analyte (key), therefore selectivity is guaranteed. (Reproduced from [5]). 
The accuracy of the measurement is very dependent upon the experimental 
circumstances and the degree of optimization of the particular sensor. Therefore, the 
ultimate resolution may differ from that of a model system. Another important 
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parameter of a sensing system is its operative/dynamic range, i.e. the range of values of 
the measurand, which can be detected by the sensor. 
2A §ennsnllllg systtem dmssn:ficmtnonn 
Sensor classification schemes range from very simple to the complex. One approach is 
to consider all its properties, such as what it measures (stimulus), its specifications, the 
conversion mechanism, the material(s) it is fabricated from and its field of application 
[2]. Classification schemes based on the physical or chemical means of transduction 
have been used [7], but these can be difficult to follow. Therefore, sensors are often 
classified according to what they measure. It is then possible to look in detail at the 
different options possible and to consider the characteristics and features of each 
sensing system. According to this classification, there are three sensor "families" or 
groups: physical sensors; chemical sensors; and biological sensors. 
Physical sensors are selective and sensitive to physical phenomenon, such as pressure, 
force, acceleration, specific heat, current, electric charge, magnetic field, resistance and 
light. They form a major part of the sensor industry, with an increasing number of 
applications [2, 8]. 
2.5 ClliemicmD sensoJrs 
Chemical sensors are devices sensitive to stimuli produced by varwus chemical 
compounds or elements. The most important property of these sensors is selectivity. 
Changes in the chemical environment are transformed into sensor properties such as 
electrical conduction, thermal conductivity or optical effects [2, 4, 9, 10]. Chemical 
sensors can be subdivided into gas and liquid sensors. 
According to the first law of thermodynamics, changes in the internal energy of a 
system are accompanied by the absorption or release of heat. Thermal chemical sensors 
detect this heat variation and are able to monitor a specific chemical reaction. A 
temperature probe is coated with a chemically selective layer. When this is in contact 
with the analyte, heat is produced or released by the chemical reaction. The thermal 
probe detects this change and correlates it with the reaction. 
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Electrochemical sensors are probably the most versatile chemical sensors. Some of 
these measure voltage (potentiometric), others monitor electric current (amperometric) 
or conductivity/resistivity (conductometric). Electrochemical detectors are used where a 
chemical reaction takes place or when the charge transport is modulated by the 
interaction of the chemical species under observation. The main requirement is to have a 
closed circuit (i.e. at least two electrodes). This is true not only for the cases in which a 
current (a.c. or d.c.) is measured, but even for potentiomentric sensors, where the loop 
needs be closed to measure the voltage. 
In potentiometric devices, the two electrodes form a balanced configuration. One acts as 
a reference and the reaction taking place on it (i.e. half-cell chemical reaction) is known, 
reversible and non-interfering. On the other hand, the reaction of the targeted chemical 
species with the electrode coating creates an imbalance in the bridge circuit. 
Potentiometric ion sensors use ion-selective membranes with which the sensor responds 
to the presence of the ion of interest. ChemFETs are chemical potentiometric sensors 
exploiting the field effect transistor (FET) principle. They are used in biological and 
medical monitoring due to their small size and low power consumption. ChemFETs can 
be ion, gas, enzyme or immuno-selective sensors. 
Conductometric detectors measure the change in conductivity of the electrolyte in a 
electrochemical cell. Normally, a Wheatstone bridge is used with the conductometric 
sensor forming one of the resistance arms of the bridge. An example of amperometric 
sensor is a Clark oxygen sensor that uses an electrolyte solution contained within the 
electrode assembly to transport oxygen from an oxygen-permeable membrane to the 
metal cathode [2]. 
The next significant chemical sensor group is that of the concentration measunng 
systems. The concentration of a chemical species in gas, vapour of liquid form can 
modify or modulate the physical property (e.g. resistance, refractive index) of the active 
sensing material. In this family of sensing devices, the sub-groups of resistive, 
gravimetric and fluid density sensors are found. 
Examples of a resistive-chemical sensor are detectors of hydrocarbon fuel leaks and 
concentration sensors for air cleanliness. The first uses a polymeric matrix with a 
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conductive filler. The matrix swells in the presence of the hydrocarbons resulting in the 
separation of the conductive particles. Thus, the conductivity of the system falls. When 
the hydrocarbon source is removed, the polymer returns to its original volume and the 
sensor is conductive again. In air monitoring sensors, a semi-conductive material can be 
used. The sensor is heated above the ambient temperature. The resistance of the semi-
conductive material drops when exposed to gases like methyl mercaptan (CH3SH), ethyl 
alcohol (C2H50H) or smoke. 
Gravimetric devices are oscillating sensors for the measurement of mass. They operate 
at ultrasonic frequencies and register the shift in the resonant frequency of a 
piezoelectric crystal when an additional mass is deposited on its surface. This class of 
sensors is extremely sensitive; a typical sensitivity is 5 MHz cm2 kg-1• This means that a 
shift in frequency of 1 Hz corresponds to 200 ng cm-2 of added weight. The dynamic 
range is quite wide with typical maximum value of20 J..lg cm-2. To assure selectivity, a 
chemically active layer can be used to coat the resonant crystal. Another class of 
gravimetric sensors is represented by surface acoustic wave (SAW) detectors. Their 
working principle is based on the propagation of mechanical waves along a solid 
surface which is in contact with a medium oflower density (i.e. air, liquid). 
2.5.1 Optical-chemical sensors 
Optical-chemical sensors translate information from the chemical domain to the optical 
one and then finally to an electric signal. An optical probe is used to interrogate the 
chemically active layer. In the last thirty years, these have found wide applications. The 
operational principle is based on the interaction of electromagnetic waves with a 
material. The optical properties of the sensors (e.g. refractive index, absorption, 
scattering and fluorescence) are modified by the chemical reaction with the measurand. 
In general, the first requirement for this class of sensor is the generation of an optical 
excitation beam. This beam could be used either for chemically modifying the active 
sensors (e.g. photisomerization) and/or the analyte, or it could be used simply as a 
probe. For sensors exploiting phenomena such as chemi-luminescence or bio-
luminescence, optical excitation is not required because it is the chemical reaction itself 
that generates an electromagnetic signal. For other optical sensing systems, it is 
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necessary to convert the chemical reaction and the molecular selectivity to a second 
optical signal, through, for example, indicators immobilized on a support. Alternatively, 
secondary reaction products like oxygen, carbon monoxide, ammonia might be detected 
using a bioreactive layer. Finally, waveguides or optical fibres transmit and propagate 
the optical response towards light sensors that convert it to a electric signal [3]. 
The first optical sensors used the analysis of optical absorption spectra generated by the 
interaction of the sensing layer with the analytes (e.g. C02, 0 2) [11]. Several similar 
techniques are now available, such as spectroscopy through luminescence, fluorescence, 
infrared, ultraviolet or visible absorption, interferometry, ellipsometry and surface 
plasmonic resonance. The use of optical fibres should guarantee the development of 
compact, miniaturized and low cost sensors for laboratory or in-situ application. One of 
the main advantages of this category of chemical sensor is that they do not need to have 
an electric current passing through the sensing material (consequently the issue of 
power dissipation is absent) and can operate at ambient temperature. 
Every gas, liquid or solid, with a covalent bound and strong dipolar characteristic 
interacts with infrared radiation at a specific frequency. On the basis of this principle, 
infrared absorption sensors have been developed. Whenever a target molecule interacts 
with the chemically active layer of the sensor, new absorption bands are generated and 
the original spectrum is modified. Comparison of a series of spectra allows the 
identification of the analyte and the determination of its concentration [12]. 
Fluorescence based sensors are able to detect very low concentrations of chemicals with 
good selectivity. A polymeric matrix may host the receptors (or the matrix itself may be 
a receptor for the analyte ). When the sensor probe is exposed to the analyte the polarity 
of the sensing receptor changes and, with it, its emission spectrum. Using an optical 
fibre coated at one end with the sensing material, the same propagation channel (i.e. the 
fibre) is used first to interrogate the sensor (exciting signal or input) and then to collect 
the response (output). A multiwavelength spectral detector, positioned at the end of the 
fibre, then compares the two optical signals [3]. 
Optical sensors exploiting evanescent waves utilize a light beam passing through a 
waveguide that propagates as an evanescent wave in the medium surrounding the 
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waveguide. Evanescent ("vanishing") waves are formed when sinusoidal waves 
travelling in a medium of refractive index n1 are (internally) reflected from an interface 
with a second medium of refractive index n2 at an angle greater than a specific value 
(critical angle). Internal reflection means that no refracted wave is generated in the 
second medium, but the incident wave is fully reflected within the first medium. 
Although no net energy is transferred from one medium to the other, an optical 
disturbance occurs in the second medium which takes the form of an evanescent wave. 
The intensity of such radiation decays exponentially with the distance from the interface 
at which they are formed. If in the second medium (the sample) a chemical species is 
able to absorb electromagnetic radiation at the wavelength of the probe, then there will 
be a reduction in the intensity of the reflected light passing through the waveguide. Such 
a variation will be registered by a detector at the end of the optical support. Reduction in 
the intensity profile can therefore indicate the presence of the analyte and provide 
information about its concentration [13]. 
Particular types of evanescent wave sensors are surface plasmon resonance (SPR) 
sensing systems. A detailed introduction to such devices, their theoretical principles, 
application and characteristics, will be presented in the Chapter 3. In SPR sensing 
systems, a surface plasmon polariton (SPP) is exploited, i.e. electric charge oscillation 
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Figure 2.6 Surface plasmon resonance principle. Spatial frequency spectra of: (a) the incident beam; (b) 
the surface plasmon; (c) the reflected beam. k.P is the wave vector associated with the surface plasmon. 
(Reproduced from [14]). 
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This plasmon wave is generated by an excitation light beam with a p-polarization. In 
other words, the incident radiation has its electric vector in the plane of incidence, i.e. 
the plane that contains both the incident and reflected wavector and it is perpendicular 
to the incident surface. The associated magnetic field will have a single component 
tangential to the interface. At a specific angle value, part of the energy associated with 
the excitation beam can be used to generate a charge oscillation. The reflected beam 
will possess an intensity minimum due to the generation of the plasmon wave, Fig. 2.6. 
Plasmons are generated at the boundary between two media of opposite dielectric 
constants (for example a metal and a dielectric). The electric field associated with the 
evanescent wave propagates inside the two media, being much more concentrated on 
the dielectric side. Any changes in the dielectric in proximity of the interface are 
detected by the field and transduced into changes in the plasmon wave oscillation. 
Finally, this results in a shift in the profile of the reflected beam. Comparison with the 
original profile gives an indication of the changes in the dielectric. If a selective sensing 
layer is interposed between the two media, the arrangement can be used for a very 
sensitive optical sensing. 
2.5.2 Biological sensors 
Biosensors use biological or living materials to provide their sensing functions [15]. In 
many ways they can be defined as a special type of chemical sensor [2]. Evolution of 
species by means of natural selection has led to extremely sensitive organs which can 
respond to the presence of just a few molecules. Artificial sensors exploit biologically 
active materials in combination with different physical sensing elements. The bio-
recognition element works like a bio-reactor on the top of the conventional sensor. The 
response of the biosensor will be determined by the diffusion of the analyte, by the 
reaction products, by the eo-reactants or interfering species and/or by the kinetics of the 
recognition process. Organisms, tissues, cells, organelles, membranes, enzymes, 
receptor, antibodies and nucleic acid can all be detected by means of a bio-sensor. One 
of the key issues for biological sensing systems is the immobilization of the active 
element on the physical transducer. The biologically active material must be confined to 
the sensing element and kept from "leaking" while allowing contact with the analyte 
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solution. Furthermore, the reaction products must readily diffuse out of the sensing 
layer to not denature its biologically-active characteristics. Most of the materials are 
proteins or contain proteins in their chemical structure. Two of the main techniques 
employed to immobilize the proteins are binding (adsorption or covalent binding) and 
retention. Physical retention involves separating the biologically active material from 
the analyte solution with a layer on the surface of the sensor which is permeable to the 
analyte and to any products of the recognition reaction, but not to the biologically active 
materials [2]. Biosensors are divided in two main groups: biocatalytic sensors and 
bioaffinity sensors (or immunosensors). For both categories, electrochernical devices or 
optical sensing systems have been extensively studied and implemented [15]. 
2.6 Materials 
Many different materials are used within modem sensmg systems. Active sensing 
elements may comprise of inorganic or orgamc materials, electrical conductors, 
semiconductor or insulating compounds, biological substances or elements in solid, 
liquid gas or plasma form [2]. 
One of the most important sensor materials is silicon [2, 15]. The material has been used 
in sensing devices for over forty years. It has a relatively low production cost and the 
process for its fabrication and purification is well known. Devices based on silicon are 
found in the measurement of radiation, mechanical stress and strain, temperature, 
magnetic field and in analytical chemistry. Many systems based on the light-sensitive 
silicon p-n junction have been produced, such as photodiodes, CCD cameras, photo-
transistors, pin diodes and strip detectors for nuclear radiation. Silicon sensors for 
pressure, strain, stress, acceleration or surface-acoustic waves are extremely versatile 
and successful products. The temperature sensitivity of silicon can be exploited in a 
"tandem" transducer, i.e. transducer in which the conversion is based on a tandem of 
two effects. Hence, it is possible to measure infrared radiation, vacuum, flow, pressure 
and acceleration. Measurement of magnetic field is possible thanks to silicon sensors 
exploiting the Hall effect. Silicon also has some applications in the chemical signal 
domain. However, despite much effort, only a few products have appeared on the 
market. Among the most successful is the ion-sensitive field-effect transistor (ISFET), 
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the Pd-gate MOSFET, the gate-controlled diode for blood analysis, silicon gas 
chromatographs on a single wafer and silicon based humidity sensors [8]. 
Metals can be used as sensing elements and can be divided in two mam groups: 
nonferrous and ferrous. Magnetic sensors to measure motion, distance or magnetic field 
strength use ferrous metals such as steel. In contrast, non ferrous metals are permeable 
to magnetic fields and are, therefore, used whenever these fields are of no concern. 
Physical properties and mechanical processing are two key factors that guide the choice 
ofthe metal [2]. 
Ceramics are very useful in sensors. This is due to their structural strength, excellent 
thermal stability, to their being inert to many chemicals, to a favourable volume/weight 
ratio, easy bonding or coupling with other materials and excellent electrical 
conductance. Examples of ceramic materials used in sensing are alumina, Ah03, 
beryllia, BeO, boron nitride, BN, aluminium nitride, AlN (for fast heat transfer) and 
silicon carbide, SiC (its high dielectric constant makes it suitable for capacitive sensors) 
[2]. Finally, glasses have had an influence on the sensing world thanks to the use of 
optical fibres for strain and stress detection or in conjunction with chemically active 
receptor (biosensors ). 
2.6.1 Functional organics, polymers and organized molecular assemblies 
Functional organics and polymers have recently gained a widely recognized role in the 
science and technology of sensors [15-19]. Thin films based on these materials can be 
produced via several techniques such as spin coating, physical vapour deposition, 
chemical vapour deposition, electrochemical methods, the Langmuir-Blodgett (LB) film 
deposition method and self-assembly [20]. In contrast, thick film processing for 
polymeric materials is traditionally based on screen printing, tape transfer methods and 
firing/curing at elevated temperature [19]. 
As shown in Table 2.1, polymers can be used in many different sensors, thanks to their 
low cost, simple fabrication techniques and the wide choice of molecular structures. 
Moreover, they can be deposited onto different substrates. It is also possible to build in 
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situ chains of neutral or charged molecules and even place functional groups inside the 
bulk material, or onto its surface, enabling the production of films with various physical 
and chemical properties. 
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Table 2.1 Polymenc matenals as sensmg active element. Sensmg effects, most tmportant polymers, 
additives and sensor types in which they are applied. (Reproduced from [19]). 
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In recent years, polyelectrolytes, a particular class of polymers carrying electrostatic 
chargeable groups, have received consideration as active sensor elements [21-23]. These 
can be assembled via the layer-by-layer, LbL deposition technique in ultra-thin 
structures. In Chapter 4, a more complete survey of the development of this research 
field will be given. This category of organic architectures ranks along with Langmuir-
Blodgett films and self-assembled monolayers (SAM). Despite being less "elegant" than 
LB films, due to their "fuzzy" architectures, they have some advantages over LB 
multilayers in terms of a simple deposition method, a wider number of suitable 
substances to chose from and a higher stability [23]. 
Langmuir-Blodgett films are based on a specific category of substances called 
amphiphiles, i.e. molecules insoluble in water, with one end that is hydrophilic, and, 
likely to be soluble in water, and the other that is hydrophobic and insoluble. Extensive 
reviews of the LB technique, its characteristics and methodologies can be found in 
literature [ 16-18, 24]. A classic example of amphiphilic molecule is the octadecanoic 
acid, (CH2) 16CH3C02H where the long hydrocarbon tail ((CH2)16CHr) is hydrophobic, 
and the carboxylic acid group head (-C02H) is hydrophilic, Fig. 2.7(a). 
LB films have been assembled from fatty acids and related compounds, substituted 
aromatic compounds, fluorocarbon amphiphiles, ionophores and dyes, porphyrins and 
phthalocyanines, fullerenes, charge-transfer compounds, biological compounds, gold 
nanoparticle coated by thiol groups and polymers [16, 17, 25-28]. To obtain a 
monolayer film, amphiphilic molecules are dissolved in a suitable solvent such as 
chloroform or toluene and dispersed, drop-wise, on a clean surface of ultra-pure water. 
Once the solvent has evaporated, the molecules on the water surface will distribute 
themselves across the entire area available with their hydrophobic tails in air and their 
hydrophilic heads in water. Such an arrangement resembles that of a material in a gas 
phase. Because the molecules are far apart, they do not interact and do not form a 
continuous film. However, the molecular surface density can be increased by reducing 
the area available to the floating molecules. This is accomplished using special 
equipment (a Langmuir trough) with moving barriers. In Figure 2.7(b), it is possible to 
understand how the phase of the molecules changes from gaseous to expanded to 
condensed, by the reduction of the area available. 
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Figure 2.7 (a) Chemical structure for octadecanoic acid. The approximate geometrical shape and 
dimensions are shown on the right. (b) Surface pressure versus area per molecule isotherm for a long-
chain organic compound. Surface pressure and area are in arbitrary units (a.u.). (Reproduced from [16]). 
The LB deposition method is based on immersing a solid substrate, chemically treated 
to be hydrophilic, through the amphiphilic monolayer at the air/water interface, Fig. 2.8. 
The first monolayer is transferred onto the substrate as it is raised through the water. 
Then, as the substrate is immersed again, another monolayer is transferred. As shown in 
Fig. 2.8, mono layers can be transferred for each down and up-stroke (Y -type or head-to-
head and tail-to-tail patterns), for each down-stroke only (X-type) or up-stroke only (Z-
type ). Moreover, mixed depositions are possible and the deposition type can change 
during the LB transfer process. Films incorporating more then one molecular species are 
realizable if, for example, the substrate is first immersed in a substance and then, after 
the deposition of the first monolayer(s) through the condensed phase of a second 
compound (alternate-layer LB film). 
SAM monolayers are molecular assemblies that are formed sua sponte by the 
immersion of an appropriate substrate into a solution of an active surfactant in an 
organic solvent. Examples of this type of molecular organization are organosilicon on 
hydroxylated surfaces (e.g. Si02 on Si, Ah03 on AI, glass), alkanethiols on gold, silver 
and copper; dialkyl sulfides on gold, alcohols and amines on platinum, and carboxylic 
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Figure 2.8 The LB transfer process showing the deposition of an amphiphilic monolayer onto a 
hydrophilic substrate (a, b, c). The four possible structures achievable using the LB technique: (d) Y-type, 
(e) X-type, (f) Z-type and (g) the alternate-layer type. (Reproduced from[24]). 
As shown in Fig. 2.9(a), a self-assembling molecule consists of three parts. The first is 
the head group that ensures chemisorption onto the substrate. The head group attaches 
to a specific site on the substrate thanks to strong chemical interactions, such as the 
covalent Si-0 bond in the case of alkyltrichlorosilanes on hydroxylated surfaces, the 
covalent but slightly polar Au-0 bond of alkanethiols on gold or the ionic -co;Ag+ 
bond in the case of carbolxylic acids on AgO/ Ag. As a result of these strong 
interactions, the molecules tend to occupy every site on the surface. Therefore, they 
pack in the form of a compact monolayer, as illustrated in Fig. 2.9(b). The second 
important part of the molecule is the alkyl chain. Thanks to their dense self-packing, 
there are mutual attraction forces due to short-range interactions, dispersive, London-
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Figure 2.9 SAM monolayers. (a) Schematic view of the forces in a self assembled monolayer. 
(Reproduced from [ 17]). (b) Schematic representation of the formation of a self-assembled monolayer of 
an alkanethiol derivative on gold. (Reproduced from [29]). 
It is important to note that self-assembly is only possible thanks to the chemisorption of 
the head group. The interactions between the alkyl chains start only when the monolayer 
is in place on the substrate. With the exception of long-range electrostatic forces, all the 
other interactions are too weak to allow (by themselves) the self organization of the 
monolayer. The third part ofthe molecule is the terminal functional group, as in the case 
of an alkyl chain, a methyl, CH3 group [17]. A suitable terminal group can be used to 
obtain multilayer structures with monolayers adsorbed one on top of another, as in the 
case of multilayers of organosilane derivatives. Here, the formation of the monolayer is 
followed by the chemical activation of the same layer. The layer can then be used to 
provide support for another monolayer and so on [17, 29]. Other methodologies for 
multilayer growth exploit selective ionic interactions, bipolar amphiphiles and, as will 
be explained in Chapter 4, self assembly of polyelectrolytes [29]. 
LB and SAM thin films have been extensively studied and employed in sensing devices 
[16-18, 30-32]. Examples are chemioresistive devices based on the resistance changes 
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of an LB film made from gas-sensitive materials. Since the output currents of these 
sensors are very low (in the range of picoamperes ), they can be integrated into a silicon 
FET to improve the signaVnoise ratio. It is also possible to exploit the organic film as 
the semiconductive layer in a diode or a transistor. In this case, the gas should be 
allowed to interact readily with the organic film. To overcome problems related to poor 
selectivity, an array of different sensing elements is arranged within a single 
measurement system, an electronic nose [33]. The pattern of resistance changes in the 
sensor array is used to fingerprint the analyte in gas or vapour state. Otherwise, multiple 
measurements on one sample can be made, as in admittance spectroscopy using several 
frequencies [31, 34]. In this way the dynamic electric properties of the dielectric LB 
film are investigated. The capacitance and conductivity of the organic film are 
modulated by interaction with the gaseous or vapour molecules. Changes in the 
capacitance and conductance can result from a change in permittivity due to bulk 
dissolution of the analyte in the LB film, from a change in the permittivity due to 
specific interaction film-analyte or from swelling of the thin film. Optical SPR sensing 
using LB or SAM films as active elements has also been studied. This work is mainly 
based on the SPR investigation of thin films exposed to gases or vapours [27, 35-38]. 
2. 7 Conclusions 
In this chapter, an introduction to sensing systems has been presented. A general survey 
of the application of sensors has been given together with some useful definitions to 
distinguish the components that form a sensing system, e.g. sensor or active element, 
transducer, signal conditioning, signal read and control systems. Some of the most 
important features that characterize sensing devices have been introduced. The response 
output, sensitivity, selectivity, resolution and accuracy have been described in detail. 
Sensors can be classified on the basis of the means of transduction exploited or on the 
basis of the type of measured quantity. Here, the second method has been adopted. 
Following this, sensing devices can be divided in physical, chemical and biological 
sensors. 
Chemical and biological sensing systems have been described in more detail, because 
these are directly related to the investigations presented in this thesis. Several optical 
principles and methods of interrogation and transduction of the bio-chemical interaction 
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active-element/analyte have been presented. Among these, SPR was introduced in its 
basic form, while a more detailed theoretical and technological description will be given 
in Chapter 3. 
Different materials are employable as active sensors. Systems exploiting functional 
organics and polymers have been discussed. The LB and SAM deposition techniques 
for the preparation of thin films from such materials were introduced. A third deposition 
method for organic ultra-thin films, LbL will be discussed in Chapter 5. Finally, 
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3.1 Introduction 
Surface Plasmon Resonance, SPR, has been the subject of theoretical and experimental 
research for several decades [1-4]. However, only at the beginning of the 1980 was it 
demonstrated that SPR could be exploited in gas and biological species detection [5-7]. 
Since then, a growing interest in the SPR principle and technology has been shown by 
both the scientific community and commercial companies. Nowadays, SPR systems are 
widely distributed in industrial and university research laboratories. Nevertheless, there 
is still space for further developments that could expand the capabilities of this 
technology. 
In this chapter, the solid state and electromagnetism concepts that underpin the SPR 
phenomenon will be discussed. A simple model of the conductive electrons in metals 
combined with the application of Maxwell 's equations to a dielectric/metal/dielectric 
interface will demonstrate the existence of electronic waves within the thin metal layer. 
Such collective motion can be triggered by simply illuminating the metal surface. 
Several practical systems to generate plasmon waves will be introduced: (a) prism-
based solutions, (b) grating based systems, (c) waveguide-based plasmon excitation and 
(d) SPR microscopy (or imaging). 
Sophisticated sensing systems can exploit surface plasmon waves. A high sensitivity to 
(bio )-chemical species is achieved via organic active films deposited onto a metal 
surface. Specific recognition mechanisms allow selective recognition. Such active 
materials act as transducing media transforming the chemical interactions into changes 
in the optical properties of the film, which may be measured by analysis of the SPR 
curve. 
An insight into the commercial SPR market will be given together with some indication 
of future fields of application, such as in-situ investigation and SPR imaging. A more 
detailed analysis on SPR multichannel systems will be introduced at the beginning of 
Chapter 5. 
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3.2 §uriace PKasmmn R.esollllam:e 
Surface plasmons are collective oscillations of electrons that may exist at the interface 
of two media with dielectric constants of opposite signs, such as in a metal-dielectric 
system or, under specific conditions, a dielectric-semiconductor system. This 
perturbation will propagate over a distance of approximately a few microns along the 
boundary. The electric fields, E, perpendicular to the interface and penetrating the 
adjacent media will decay exponentially within a distance comparable to the wavelength 
of the incident light. Because of these E -fields, a surface plasmon is able to sense 
variations (e.g. refractive index) in its surroundings. If both media can be described by a 
continuum approximation with a dielectric tensor and a magnetic permeability tensor (in 
general both are frequency dependent and complex) then the basic properties of surface 
plasmons can be calculated as solutions to Maxwell's equations. One of the simplest 
theoretical models describing a collection of charged particles in a metal (i.e. the 
conduction electrons or conductive plasma) is that proposed by Drude [8]. According to 
this theory, the conduction electrons can be considered as a homogenous "gas" of 
mobile negative particles within a regular positive potential imposed by the immobile 
metal ions (positively charged) of the lattice (see Fig. 3.1 ). 
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Figure 3.1 Drude's model of a conduction electron in a lattice of metal ions. (Reproduced from [8]). 
Using this model together with Maxwell's equations, it is possible to obtain, to a good 
approximation, the electric and thermal conductivity of metals and to predict the 
conditions under which plasmons can be supported. Several detailed studies on this 
subject can be found in the literature [3, 4, 9]. 
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3.2.1 Theoretical basis of surface plasmon resonance: solid state physics and 
electromagnetism 
Electromagnetic radiation in isotropic media consists of oscillating orthogonal electric 
- -E and magnetic B fields transverse to the direction of propagation. On passing such a 
wave through a linear polarizer, the radiation transmitted will become plane-polarized, 
- -i.e. E and B oscillate in a well defined plane containing the appropriate 
electromagnetic field vector and the direction of propagation. 
When plane polarized electromagnetic radiation falls, at an incident angle 8; , on a 
smooth planar interface, two different situations can be considered. In the first, the 
incident radiation has its electric vector in the plane of incidence, i.e. the plane that 
contains both the incident and reflected wavector and is perpendicular to the incident 








Figure 3.2 Representation of TM (transverse magnetic) radiation incident upon a planar interface 
between two media at an angle of incidence 0;. (Reproduced from [ 1 0]). 
- -E and B can be then described 
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E=(Ex,O,EJ 
B = (O,By,O) 
(3.1) 
This case is representative of p-polarized radiation, otherwise known as TM (transverse 
magnetic) radiation because B has one only component, By, tangential to the interface. 
In the second case, E will be orthogonal to the plane of incidence, while B will have a 
component Bz normal, and Bx tangential, to the interface 
E = (O,Ey,O) 
B = (Bx,O,Bz) 
(3.2) 
This is the case of s-polarized or TE (transverse electric) radiation. All the other cases of 
linearly polarized radiation can be described as sums of these two extremes. 
It is first assumed that the two media are lossless, i.e. non-absorbing; furthermore, both 
media are non-magnetic. There is no discontinuity at the interface between the media. 
The behaviour of the incident radiation will, therefore, be governed by the discontinuity 
in the dielectric constants. Photons, with momentum hk ( h = __!!__ , h being Planck' s 
2tr 
constant; k = 21T is the wavevector or wave number) in a medium of refractive index 
1 
n1, will have a (pseudo)-momentum hkn1 • At a planar interface, assuming there is no 
change in the photon frequency, this momentum will be conserved. The reflected signal 
will have a component along x equal to that of the incident radiation (at least for a 
smooth planar surface) while the component along z will simply change sign. 
Otherwise, for the refracted signal, where there is a change in refractive index from n1 
to n2, the wavelength will change from 11 to ~ = ~. The component along x of the 
n2 
wavevector will remain unchanged while kz will vary. The conservation of the 
tangential momentum at the interface can be expressed 
k_tl = k1 sin B; = k.2 = k2 sin Br 
n1 sinB; = n2 sinBr 
(3.3) 
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This relation is known as Snell's law and it is a direct consequence of the translational 
invariance of the system parallel to the interface. A straightforward explanation of the 
surface plasmon phenomenon comes from the application of this law. 
It is assumed that n 1 = Ft and n2 = Ji"; , with &J and &2 the relative permittivities of 
the first and the second media, respectively. Moreover, the condition n2<n1 is also 
assumed. The greatest in-surface-plane component available in medium 2 is given for 
Br=Wf. It can be shown that a limiting angle of incidence Be exists, given by 
(3.4) 
Be is called the critical angle. Beyond this angle no incident radiation can propagate in 
medium 2 simply because it will have, along the surface plane, a momentum bigger 
than medium 2 could support. At Be, the incident radiation is said to undergo total 
internal reflection. Under this condition there is no net energy transfer from one medium 
to another. However an optical disturbance occurs at the 1-2 interface, Fig. 3.3 . This 
disturbance takes the form of an evanescent ("vanishing") wave orthogonal to the plane 
surface, oscillating at the same frequency as the incident radiation and exponentially 
decaying within the range of the wavelength into the two media. An important feature is 
that the two opposite penetrating fields are distributed asymmetrically, with a high 
concentration in medium 2. It is this evanescent field that, under particular conditions, 
can excite the surface plasmons. 
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figure 3.3 Total internal reflection: excitation of an evanescent field at the interface between two media. 
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To understand the nature of the plasmon wave excitation, it is useful to examine the 
boundary limitations of the vectors E and B at the 1-2 interface. While the component 
Ex will remain unchanged, Ez will undergo a discontinuity. From medium 1 to medium 
2 the value of the permittivity will change from &1 to &2 but, because no free charges 
exist within the two media, the value of the displacement f>, or better its component 
along z, has to be constant. This can be expressed 
Dz = &1&0£z1 = &2&0£z2 
&1 -:F-&2 =>Ezl -:t:-Ez2 
(3.5) 
The first requirement for the excitation of surface plasmons is therefore: only p-
polarized radiation will create a time-dependent polarization charge at the interface 
(because p-polarized radiation has a component Ez* 0 along z, while s-polarized 
radiation has Ez=O). 
The second requirement comes from the choice of the materials at the interface. A 
surface plasmon is a surface-bound mode involving a charge density that is actively 
trapped at the boundary [10]. To establish such a "trap" it is necessary to focus on the 
material properties. Binding the charge to the surface implies that Dz1 and Dz2 must have 
opposite signs. This can be achieved only if the dielectric permittivities of the two media 
are of opposite signs. Consider a metal as medium 2. A metal is a good conductor of 
current and heat, and generally, but not always, it will act as a reflector for the radiation 
incident at its surface. 
Reflection of radiation from metals occurs under certain conditions. This property is 
related to the metal's permittivity, which is itself a function of the frequency of the 
incident electromagnetic wave. The permittivity-frequency relation is described in terms 
of a dispersive behaviour. For an ideal metal with undamped free electrons the 
following relationship can be written 
&~.-=I-(:;)' (3.6) 
where &metal is the permittivity, w the frequency of the radiation and Wp the plasma 
frequency, i.e. the highest frequency at which the free electrons in the metal can 
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oscillate. Above Wp , &metal will be real and positive and the metal will be transparent to 
radiation (e.g. metals are partially transparent to gamma radiation but opaque when 
exposed to visible light or microwaves). Below Wp, the permittivity will be negative and 
the electrons will quickly respond to external applied fields. An imaginary component 
of the permittivity is introduced to take account of absorptive effects due to defects and 
vibrations. Finally, if infrared light is utilized, even semiconductors can be used in place 
ofthe metals since they can have, for these frequencies, a negative permittivity [3]. 
3.2.2 From Maxwell's equations to SPR 
Exciting a surface plasmon requires the coupling of a dielectric (dielectric permittivity 
€dielectric - real and positive) with a metal ( Emetal - complex number with the real 
component negative if the frequency of the incident wavelength is below the plasma 
frequency, Wp). As has been explained, this is not the only solution possible, but is the 
most straightforward. In order to describe this excitation in more detail and to explain 
the behaviour of the incident light at the dielectric-metal interface, it is necessary to use 
Maxwell's equations for an electromagnetic wave. To a first approximation, only the 
real and negative components of Emetai will be included in the calculations. Furthermore, 
only p-polarized electromagnetic waves will be considered because of the requirement 
of normal E fields to create surface charges. As shown in Equ. (3.3), the conservation 
of the tangential momentum at the 1-2 interface assures that the component of the wave 
number k along x remain unchanged, kx1 = kx2 = kx, while k,1 * k, 2 • Considering the 
system of axis in Fig. 3 .2, the propagation of the plasmon in the x-direction on the 
interface plane can be described by the equations 
£ = {£ 0 £ ) i(krx-(t)l) ikz1z 
I xl' ' zl e e (3.7) 
H- = {0 H 0) i(krx-(t)l) ikzlz t ' yl' e e 
for the medium 1 (dielectric), and 
(3.8) 
for medium 2 (metal). 
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Applying Maxwell's equation V· E = 0, to E1 and E2 
(3.9) 
To find the relationship between Hy and Ex, the third Maxwell equation (or Faraday's 
- dH law of electromagnetic induction) V x E = -f..l- is used. As medium 2 is non-
dt 
magnetic, J.l=f..l(h and 
(3.10) 
Finally, the boundary conditions at z=O need to be applied. As the discontinuity is 
orthogonal to the interface plane, this implies a continuity equation for the tangential 
component of H, (Hy1=Hy2) and E, (Ex1=Ex2). From the combination of all these 
relations, the following simple expression between the relative permittivity and the 
normal components of the wave vectors in both media is obtained 
(3.11) 
Also, the following expressions for the z-component of the wavevectors in the two 
media are found 
(3.12) 
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where k = m. To localize the wave at the surface, with exponential decays into both 
c 
media, it is necessary to have ikz1>0, and ikz2<0. Therefore, kz1 and kz2 are imaginary 
with opposite signs. The permittivities e1, e2 are also of opposite sign. 
From ikz1>0, it can be deduced that the surface mode wavevector kx is greater than the 
maximum wavevector in the dielectric, .JS: k . Since the pseudo-momentum of a photon 
is expressed by nkx , this implies that there is a momentum mismatch between the 
incident light and the surface plasmon mode. The momentum of the incident optical 
wave has to be enhanced to match that of the surface plasmon. This momentum change 
can be achieved using attenuated total reflection (ATR) in prism couplers and optical 
waveguides, and diffraction at the surface of diffraction gratings. The second condition, 
ikz2<0, is automatically satisfied with E2 negative. 
Combining equation (3.11) with the relationships in (3.12), gives an expression linking 
kx with the relative permittivity of the two media 
(3.13) 
Very often the surface mode wavevector kx, is indicated with the notation ksp to avoid 
confusion with the component of the wavevector of the incident or reflected light 
parallel to the interface (see further discussion). To have a propagating mode, kx has to 
be a real number. As e2 is negative, this requires ie2i >e1. 
In summary: satisfying Maxwell's equations for an electromagnetic wave at the 
interface of the two media leads to the conditions (1) ie2 i >e1 and (2) e2<0. This fulfils 
the conditions for a trapped surface wave, with real kx and appropriate kz. 
However, the relative permittivity of a metal is actually a complex number 




parts of the plasmon wavevector are 
(3.15) 
The imaginary component determines the width of the resonance and is proportional to 
( :::} In the ideal case, a metal should have !&,,J»c,. However, only few metals 
(e.g. Au, Ag, Al) can support sharp, well-defined resonance curves in the visible region 
of the spectrum. What is interesting in these equations is that they show a strong 
dependence of kxr and kxi on &1 • Any change in the refractive index of medium 1 will 
perturb the plasmon mode. Therefore, a surface plasmon resonance based device can be 
used to sense either the presence of an overlayer upon the metal or its alteration. For 
example, a Langmuir-Blodget film [ 11] or protein film [ 12] can be used to coat a metal 
surface and, as a result of its interaction with a gaseous species present in the 
atmosphere, detect its nature and concentration. 
3.3 SPR devices: working principles and applications 
The electromagnetic fields of a surface plasmon wave (SPW) are distributed in a highly 
asymmetric fashion and the vast majority of the field is concentrated in the dielectric 
(see Fig. 3.4). A SPW propagating along the surface of silver is less attenuated and 
exhibits higher localization of the electro-magnetic field in the dielectric than a SPW 
supported by gold. However, gold is more suitable for application in liquids because it 
is relatively stable (e.g. does not oxidize). As the excitation of a SPW by an optical 
wave results in resonant transfer of energy into the SPW, there will be a resonant 
absorption of the energy of the optical wave. Because of the strong concentration of the 
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electromagnetic field in the dielectric (an order of magnitude higher than that in typical 
evanescent field sensors using dielectric wave guides) the propagation constant of the 
SPW, and consequently the resonance condition, is very sensitive to variations in the 
optical properties of the dielectric adjacent to the metal layer supporting the wave. 
Therefore, changes in the optical parameters of the transducing medium can be detected 
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Figure 3.4 Relative evanescent electric field amplitude (E) versus distance to solid/solution interface 
(nm). Continuous line for SPR-evanescent wave (metal film), dashed line for non-absorbing total internal 
reflection, TIR (no metal film). (Reproduced from [13]). 
If the momentum of the optical wave has been enhanced to match the momentum of the 
SPW (see further discussions), then a plot of the intensity of the reflected beam against 
the angle will show a typical SPR plot represented in Fig. 3.5. 
As shown, any change to the metal surface (e.g. adsorption of organic molecules) or in 
the dielectric close to it will result in a variation of the SPR profile (see shift from plot 
SPROl to plot SPR02 in Fig. 3.5). What a SPR sensor does is to correlate the detected 
variations in the reflected beam with the specific phenomenon (e.g. adsorption of 
chemical species on the metal surface, change of the dielectric surrounding the metal, 
degradation of the metal itself) that cause these changes to happen. In addition, a 
mathematical regression law, supported by theoretical calculation, which matches the 
experimental data, may be found. 
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In the late 1970s, the potential applications of SPR for the optical characterization of 
thin films [14] and for the control of processes on metallic surfaces [15] were 
discovered and first employed for sensing applications. However, it was only in 1982 
that Nylander and Ljedberg made a fundamental step forward and used SPR for 




















Figure 3.5 Surface plasmon resonance curves. In this case the intensity of the reflected beam is plotted 
versus the angle of incidence of the light probe. Any change on the metal surface or in the dielectric will 
modify the plasmon profiles. Variations in reflectivity and in angular position of the reflectivity minimum 
are used to detect these phenomena. In the example shown, the plot SPR02 is associated with a thin 
organic film adsorbed to the metal surface, while SPRO I is the SPR profile for the metal only. 
The recent success in the integration of organic films (such as Langmuir-Blodgett films, 
self-assembled mono layers, hydrogels) into microelectronic and optoelectronic devices 
has led to the development of a number sensors based on SPR [16, 17]. Significant 
numbers of biomolecular analysis systems have also been produced. The technique is 
able to monitor rapidly any dynamic process (e.g. adsorption or degradation) on a wide 
range of interfaces in real time, without the need to label the adsorbate and without the 
need for complex sample preparation [18]. Using SPR analysis, it is possible to obtain 
information on the rate and extent of adsorption, enabling the determination of dielectric 
properties, the association/dissociation kinetics and the affinity constants of specific 
ligand-ligate interactions [19]. 
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Generally, an SPR optical sensor, comprises an optical system, a transducing medium 
which interrelates the optical and (bio )chemical domains, and an electronic system 
supporting the optoelectronic components of the sensor and allowing data processing. 
The transducing medium transforms changes in the quantity of interest into changes in 
the refractive index, which may be determined by optical interrogation. The optical part 
of the SPR sensor contains a source of radiation and structure in which a SPW is excited 
and interrogated. In the process of interrogation, an electronic signal is generated and 
processed. Major properties, e.g. selectivity and sensitivity, of an SPR sensor are 
determined by the characteristics of the active film. The sensor sensitivity, stability, and 
resolution depend upon properties of both the optical system and the transducing 
medium. 
Dextran matrix Lipid bilayer 
Spin coated polymer Adsorbed copolymers 
Self assembled monolayers 
Figure 3.6 The surface of the metal film can be modified to present a variety of surfaces. (Reproduced 
from [19]). 
The selectivity and the response time of the sensor are primarily determined by the 
behaviour of the transducing medium, thanks to a sensing layer added on top of the 
metal surface, as shown in Fig. 3 .6. Because the probe length of detection inside the 
dielectric is limited to the wavelength A [20], ultra-thin films are favoured. Different 
architectures are available such as Langmuir-Blodgett films, self assembled monolayers, 
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layer-by-layer self-assembled films and hydrogels. The particular application of the 
sensor drives the choice of the material suited for the metal coating. 
3.3.1 Momentum enhancement 
As discussed previously, momentum enhancement is needed to couple the incident 
8182 
radiation to the plasmon wave. The surface plasmon wavevector is k x = k 
8 1 + 8 2 
with k = OJ , OJ frequency of the incident light and c the speed of the light. In order to 
c 
reduce confusion, hereafter kx will be referred to simply as ksp. Moreover, since it as 
been established that, generally, a metal is used to sustain the plasmon, a consistent 
annotation will be used (i.e. 8 1 = 8 d, relative permittivity of a dielectric; 8 2 = 8"' , 























Figure 3. 7 (a) The layer system used for surface plasmon resonance. k wavector of the incident light 
while kx,ligbt is its component along the x axis; k.p wavevector of the plasmon wave. (b) Dispersion curves 
for (i) light in air; (ii) the surface plasmon; (iii) light in glass. Surface plasmon resonance occurs at the 
intercept of curves (ii) and (iii). By varying the angle of incidence, the resonance can be obtained for any 
frequency below row (Reproduced from [5]). 
The light incident on a surface at an angle e has a wavevector component parallel to the 
surface, kx,tight = k~ sin(}. I he propagation constant of a SPW is always higher than 
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that for an optical wave in the dielectric. Consequently, a SPW cannot be excited 
directly by incident photons at a planar metal-dielectric interface (see Fig. 3.7(a)). In 
fact, a plasmon is excited on metal surface if and only if kx,iight = ksp. In Figure 3.7(b) 
the dispersion curve of the plasmon, ksp, is plotted against OJ (curve (ii)). If the light 
passes through air before being incident on the metal surface (curve (i)), then the two 
plots do not intersect. Therefore ksp =t:- kx,tight and no surface plasmon is generated. One 
of the coupling methods is to make the light to pass through a glass prism or 
semicylinder. In this way kx,iight will shift from position (i) to (iii) in Fig. 3.7(b). This 
time, there is an intersection between the kx,tight plot and the dispersion curve of the 
plasmon ksp • In other words, the coupling between the incident light and the surface 
wave is now achieved. 
The method described above is only one of the techniques available to enhance of the 
momentum of the incident optical wave. In Figure 3 .8, three of the most common 
methods are illustrated: (a) attenuated total reflection (ATR) in prism or semi-cylinder 
couplers and (b) diffraction at the surface of a grating, or (c) optical wave guides. 
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Figure 3.8 Plasmon coupling: most used configurations ofSPR sensors. (a) Prism coupling: Kretschmann 
configuration. (b) Grating coupling. (c) Waveguide excitation. (Reproduced from [ 17]). 
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It is also possible to excite SPR by an optic fibre, thereby providing a high degree of 





Figure 3.9 SPR excitation via an optic fibre. 
Since the SPW is dependent both on the incident angle and the wavelength of the light, 
two different approaches are suitable for collecting SPR data: (a) scanning angle SPR 
(or SPR angle shift), (b) SPR wavelength shift. A third variation, SPR Microscopy was 
introduced in 1988 [21, 22], and because of its characteristic features will be discussed 
later. 
In scanning angle SPR, the wavelength of the radiation is fixed while the incident angle 
(within the range 8c<8<90°) is varied. In this way it is possible to have a qualitative 
picture of the resonance from plots of reflectivity versus angle. Otherwise, the angle can 
be fixed while the wavelength is varied (however, the limitation OJ =::; OJ P has to be 
respected, as shown in Figure 3.7(b)). Only one of the wavelengths will excite the 
evanescent field and for its value a minimum in the intensity of the reflected light will 
be found. Therefore a plot of reflectivity versus wavelength similar to that of reflectivity 
versus angle is obtained. In a recent study (23], a theoretical analysis and comparison of 
the sensitivity of SPR sensors using diffraction at gratings and attenuated total reflection 
in prism couplers was presented. According to this research, the grating-based SPR 
sensors using wavelength interrogation are much less sensitive than their prism coupler 
based counterparts. In the angular interrogation mode, the sensitivity of SPR sensors 
using diffraction gratings depends on the diffraction order and does not differ much 
from that of SPR sensors based on prism couplers. 
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It is also known that the sensitivity of SPR sensors is affected by the variation of 
temperature of the sensing environment, leading possibly to lower sensitivity at elevated 
temperatures. According to Leung and eo-workers [24] the angular interrogation 
approach, at least for prism couplers, seems to have the preferred stability against 
temperature variations. These workers also postulate that the required sensitivity for 
wavelength interrogation for prism-based SPR excitation can probably be achieved by 
operating the optical sensor at temperatures lower than ambient. 
3.3.2 Prism coupling 
At the end of the 1960s, Otto [1] and Kretschmann [2] described two experimental 
techniques for optical excitation of surface plasmons by the method of total attenuated 
reflection. This method results in the appearance of reflection minima which are clearly 
identified with the generation of surface waves. The two methods are illustrated in 
Figure 3.10. The system developed by Otto (prism-air-metal: PAM) consists of a prism 
separated by an air gap from a thick metal or semiconductor sample. When light is 
incident at angles greater than Be, the critical angle, it will be normally reflected back 
out through the prism. However, under total internal reflection conditions, there will 
always be an exponentially decaying evanescent field extending into the air gap. For 
such a system, a difficulty arises in keeping the prism-metal distance within the 
decaying distance of the electromagnetic field. However, if this is achieved, then there 
is no limitation to the thickness of the metal. In the Kretschmann system (prism-metal-
air: PMA), the prism and metal or semiconductor are placed directly in contact with 
each other. A very thin metal film, of the order of tens of nanometres, is needed. As 
described above, a value of incident angle greater than the critical angle (and, for 
practical purpose over a range 8c<8<90°) is required to excite a plasmon wave on the 
surface. Kretschmann's geometry has been found to be very suitable for sensing and has 
become the most widely used coupling method [17]. 
A third configuration is also possible with a hybrid of the two previous arrangments. 
The coupling of the light to plasmons is accomplished by the resonant mirror (RM) 
principle. A small layer of silica(~ 1 mm) is deposited on a prism base. On top of the 
silica, there is a metal layer with a very high refractive index (e.g. titania in the 
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commercial IAsys device from Mfinity Sensors [25]). This silica layer is thin enough to 
allow the evanescent field generated on the prism-silica interface to couple into the high 
refractive index metal. This allows the metal layer to function as an optical waveguide. 
Repeated total internal reflection of the guided mode within the waveguiding metal 
layer results in the production of an evanescent field at the metal-dielectric interface. 
The exact angle of the incident light at which there is a resonance between the 
waveguided mode and the resulting evanescently coupled light is directly dependent on 
the refractive index of the dielectric on the outer surface of the metal. In such a device 
there is virtually no loss of the reflected light intensity associated with the resonance 
condition. Instead, resonance is accompanied by a change in phase of the reflected light, 
which is recorded interferometically. 
A B c 
Figure 3.10 Prism coupling: Otto's (a), Kretschmann's (b) and mixed hybrid (c) geometry. (Reproduced 
from [26]). 
Some workers have used a similar approach to excite long-range surface plasma waves 
or LRSPWs [27, 28] to enhance the device sensitivity. By inserting a thin dielectric 
between the prism and metal, two different interfaces are obtained and two different, but 
coupled, surface plasmons can be excited. A reflectivity plot will now show two minima 
in the intensity of the reflected beam. One of these is rather broad and of not much use 
for sensing. Such a plasmon mode is called a short range surface plasmon, SRSP and 
represents a case in which more energy is lost in metal film. More interesting is the 
second minimum. This is due to the long-range surface plasmon LRSP and it is far 
sharper and narrower that a normal resonance minimum. Because the sensitivity of the 
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device is proportional to dR (where R is the intensity of the reflected beam), such an 
dksp 
arrangement might be useful for sensing in liquid where, using Kretschmann's 
configuration, a broadening of the reflectivity plots is registered. In extreme cases such 
broadening could severely limit the efficiency of the sensing device. 
Many other solutions and approaches are available such as the differential SPR sensor 
[29], or the multi-channel planar substrate SPR probe [30], based on a folded light pipe 
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Figure 3.11 Schematic diagram of a planar light pipe SPR sensor. (Reproduced from [31 ]). 
Because it is believed that optical sensors are particularly useful in portable and remote 
control instrumentation, there is much research activity focused on their development. 
In particular, one of the main efforts is to reduce the number of moving components. In 
1996 [32-34], Texas Instruments introduced the first version (and for the moment the 
only one commercially available) of a portable SPR sensor (Fig. 3.12). Refmed versions 
of this sensor are, at the moment, the object of study to verify their applicability for 











Figure 3.12 The miniature, integrated surface plasmon resonance transducer (Tl-SPR-1). (Reproduced 
from [32]). 
Micro-fibre technology has shown to be mature enough to expand the range of 
miniaturized SPR sensors. In the last few years, several systems have been proposed 
[36]. There are two main approaches: (a) multimode and (b) single mode [37]. In SPR 
sensors based on multimode fibres [36, 38-40], the sensing element encompasses a 
multimode optical fibre with an exposed core, coated with a thin metal layer supporting 
SPW. These sensors exhibit a rather limited resolution due mainly to the modal noise 
presented in multimode fibres. This causes the strength of the interaction between the 
fibre-guided light wave and the SPW to fluctuate. To overcome this inherent limitation, 
SPR sensors based on a single-mode optical fibre have been proposed [ 40]. These 
include sensors based on tapered [ 41] and side polished [ 40] single-mode optical fibres. 
The devices using tapered fibres rely either on spectral interrogation at rather short 
wavelengths (and therefore exhibit rather low sensitivity) or on amplitude interrogation 
(also exhibiting low sensitivity due to rather broad SPR dips caused by variations in the 
SPR condition along the sensing region). Amplitude SPR sensors based on side polished 
single-mode optical fibres offer superior sensitivity [ 40], although they suffer from 
adverse sensitivity due to fibre deformations (as any fibre deformations change the state 
of polarization of the fibre mode and consequently affect the strength of its interaction 
with an SPW). A novel approach to the development of fibre optic SPR sensing devices 
is based on spectral interrogation of SPR in the side-polished fibre optic sensing 
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element usmg depolarized radiation [ 42]. This allows the construction of highly 
sensitive all-fibre optic sensors less affected by fibre deformations. 
3.3.3 Grating coupling 
Incident light can be coupled directly to the plasmon mode by distortion of the interface 
surface, and consequent introduction of diffraction effects. If the distortion of the 
surface is periodic, it is said to act as a diffraction grating. At the beginning of the 
twentieth century, Wood observed strong angular dependent variations in the intensity 
of light that was reflected from an optical metal grating [43]. This excitation is 
characterized by a charge density oscillation in the metal, which is accompanied by an 
electromagnetic field that extends in both media. Since the energy is confined to the 
vicinity of the metal surface, and the conduction electrons of a metal can be treated as a 
plasma, this excitation leads to surface plasmon resonance. 
When an electromagnetic wave is incident on a diffraction grating, the reflected beam 
will be split into a series of diffracted beams at various angles a [3, 4, 9]. These 
reflected waves are called orders and the non-diffracted beam is said to be the Oth order. 






Figure 3.13 Schematic representation of the diffraction of light from a grating's surface. Numbers 
indicate the order ofthe diffracted beams. (Reproduced from [10]). 





After diffraction, the wavelength of the radiation is unchanged, therefore conservation 
of the total momentum of the photon is expected. However, if a* B then the value of 
k, must have changed (see Figure 3.14). Discrete steps of change are observed, 
according the relation 
ksina = ksinB+N ·G (3.17) 
where N is a parameter indicating the order of the diffraction and G is the grating 
wavector. The latter is function of the pitch Ag of the grating, i.e. the distance between 
two peaks or valleys in the surface profile, according to the expression G = 27l' • If a 
/Lg 





k,P = k sin B + N · G 
. -·-·---- . . --·-< ksine~"~G~· 
(3.18) 
Figure 3.14 Representation in reciprocal space of the diffraction of light from grating. (Reproduced from 
[ 1 0]). 
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Generation of SPR from gratings has the advantage that there are no complications in 
the metal thickness or dielectric spacers. The coupling is dictated by the groove depth of 
the grating. However, experience has shown that it is more difficult to model reflectivity 
data from such a device than for prism-based coupling [10]. 
A typical plot of reflectivity versus incident angle is shown in Fig. 3.15. The minimum 
that appears at (} =32.5° is due to a second plasmon wave travelling in the opposite 
direction of the wave for which the minimum at (} = 15° is associated. Such a wave is a 
function of the distortion from sinusoidality of the grating. The two critical angles, at 
B=12° and B=35°, correspond to diffracted orders that disappear below the horizon of 
the grating surface. The major disadvantage in using a grating is that it is not well suited 
for working in a liquid. If a grating is immersed in a solution, the latter must allow the 
light to propagate, i.e. to be optically transparent at the wavelength of the probing light, 
in order to excite the SP. This has been accomplished in some studies [44, 45], but the 
difficulty of finding a suitable liquid medium has suggested the use of metal gratings for 
gas and vapours. 
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Figure 3.15 Reflectivity data obtained from a diffraction grating. (Reproduced from [1 0]). 
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3.3.4 SPR microscopy 
Recently, a new approach for data collection and analysis has been introduced [21 , 22, 
46, 47]. This does not introduce any innovation in the coupling technique, but is a novel 
way to "read" the SPR resonance. The technique combines the sensitivity of scanning 
angle SPR measurements with the spatial capabilities of imaging [48] . One of the first 
applications was in imaging phospholipid monolayer films [46] (see Fig. 3.16). In this 
experiment, a monolayer film of dimyristoylphosphatidic acid was transferred to a gold-
coated solid support at a lateral pressure where both condensed and expanded domains 
coexist. The light areas in Fig. 3.16 correspond to condensed lipid domains; the dark 
areas correspond to expanded lipid domains. Since this seminal work, various groups 
have employed SPR microscopy to investigate the surface morphology of several 
systems, such as self-assembled monolayer films, mono- and multilayer films prepared 
by the Langmuir-Blodgett technique, and multilayer films built by alternate 
polyelectrolyte deposition. Thanks to specially designed arrays of surface-bound 
species, SPR microscopy has been used to study antibody-antigen, DNA-DNA, and 
DNA-protein interactions [47]. 
Figure 3.16 Surface plasmon resonance image of a DMPA (dimyristoylphosphatidic acid) monolayer 
transferred to a gold solid support. The film is composed of condensed and expanded domains; the 
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Figure 3.17 (a) Calculated SPR curves at 632.80 nm excitation probe. The black line refers to a three 
layer system composed of a BK7 glass prism (n=1.515), a 50 run thick Ag film (EAg= -17.784+0.587i) and 
an infinite layer of air (nair= l.OO); the red line refers to a similar system with a fourth 3 run truck organic 
film ( c= 1.5) deposited onto the A g. (b) Differential SPR reflectivity curve obtained by subtracting the two 
curves in (a). The dotted line indicates the optimum angle setting for an SPR imaging measurement. 
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In a SPR microscopy experiment, spatial differences in the intensity of the reflected 
radiation (due to differences in film thickness or index of refraction across the metal 
surface) are measured at a fixed angle. A collimated beam of light is used to illuminate 
the sample assembly at a single incident angle (near the SPR angle) and the light 
reflected from the surface is detected by a charge coupled device (CCD) camera to 
produce the SPR image. In Figure 3.17(a), two different SPR plots are shown. The first 
curve (SPR 1) is the theoretical prediction of a plasmon excited by an incident light at 
1=632.8 nm, using a prism of refractive index n=1.515 and a thin silver film 
( t: Ag = -17.784 + 0.597i) exposed to air ( nair = 1.000 ). In the second case, a thin film 
with t: = 1.396 is assumed to be deposited on the metal. A shift in the SPR angle due to 
the increased film thickness and change in the refractive index of the top layer is 
recorded. The differential reflectivity curve is obtained by subtracting the two SPR 
curves (Fig. 3.17(b)). The maximum and minimum values represent the angles of 
maximum contrast assuming that not all the silver surface has been coated by the thin 
film. Therefore, these represent the optimum angles at which to collect data in order to 
perform SPR microscopy. 
The working principle of this approach consists of using a heterogeneous surface where 
thin films of different thickness and refractive index co-exist. If two different regions 
are present on the surface, at the angle corresponding to the maximum difference, the 
areas producing a bigger SPR angle shift will appear on the screen as light spots against 
a dark background. At the angle corresponding to the minimum difference, the image 
contrast will be reversed. Both angles are suitable for imaging this two-component 
substrate. However, if additional adsorption events are to be monitored, it is 
advantageous to perform experiments at the smaller incident angle to prevent crossover 
of the image contrast, as the films become increasingly thick. 
3.4 Commercial systems and future applications 
SPR sensors have been successfully commercialized for over a decade, Table 1. With 
few exceptions these all use prism coupling for the momentum enhancement. The angle 
of the incidence of the light probe is achieved by (a) rotation of the light source or the 
sensing head and (b) using a focused light beam across a range of angles. 
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SPR manufacturer System Descriotioo 
BIAcoreAB 
(Uppsala, Sweden) BIAcore Prism coupling, microfluidic 
http:/www.biacore.com 
Affinity Sensors 
(Frankiln, MA, USA) IASys Resonant mirror, cuvette 
http:/www .affinity-sensors.com 
Nippon Laser Electronics 
(Hokkaido, Japan) SPR-670 Prism coupling, microfluidic 
http://www.nle-lab.co.jp 
Artificial Sensing Instruments 
(Zurich, Switzerland) OWLS Grating coupling, cuvette 
http:/www.microvacuum.com/ 
IBIS technologies BV 
(Ensched, The Netherlands) IBIS 1111 Prism coupling, cuvette 
http:/www.ibis-spr.nl 
Texas Instruments 
(Dallas, TX, USA) TISPR 
Optics integrated within the 
sensor module, flow cell 
http:/www .ti.com/spreeta 
GWC Technologies, Inc. 
Prism coupling, SPR Imaging, 
(Madison, WI, USA) SPRimager 
flow cell 
http://www.gwcinstruments.com 
Table 3.1 SPR commercial systems. 
In the future, in-situ sensmg and SPR imaging will probably expand the current 
capabilities of SPR systems. 
One of the main requirements for in situ detection is a compact and remote sensor (easy 
to use and transport, and suitable for hostile environments) [10]. For "real-time" studies, 
the response time should be as short as possible and the measurement should be made in 
a non destructive manner. A certain (high) grade of selectivity to a particular analyte is, 
of course, required, with the ability to work outside a controlled environment. Since 
SPR is an optical phenomenon, it is ideally suited to these requirements. Optical 
chemical sensors are promising because the light probe essentially senses the chemicals 
in a non-destructive manner. Micro-optic components such as optical fibres or wave-
guides are the key platforms for this type of chemical sensor. 
57 
SPR imaging is very promtsmg because it adds a second dimension of analysis. 
Working on 2-dimensional images of the sensing chip, it should be possible to analyze 
different areas of the sample where various active materials are deposited. In this way, 
several different interactions with the analyte(s) can be detected at the same time. 
Applications of SPR to metal ion sensing [49-52], dioxins, polychlorinated biphenylx 
and atrazine [53] or detergent studies [54] seem to be very interesting fields with plenty 
of scientifically and commercially stimulating opportunities. 
3.5 Conclusions 
Surface plasmons are collective oscillations of electrons at the interface of a metal with 
a dielectric. A theoretical introduction to surface plasmon resonance has been based on 
elements of solid state physics and electromagnetism. Exploiting the Drude's model of a 
system of conduction electrons moving in a lattice of immobile metal ions, it was shown 
that plasmon waves can be derived from Maxwell's equations given the right boundary 
conditions. Polarized (p-polarized) radiation is needed to excite an evanescent wave. 
Because of the strong concentration of the evanescent electric field E in the dielectric 
adjacent to the metal thin film, SPR systems are able to detect variations in the optical 
properties of the dielectric. An active film deposited on the metal dielectric interface can 
be used to enhance the sensitivity of the SPR sensors to specific (bio )-chemical species 
present in the dielectric. The concept of momentum enhancement has been discussed 
and several coupling methods (prism, grating or waveguide) introduced. The novel 
technique of SPR imaging was also discussed. Finally, a brief overview of the available 
commercial products and potential fields of expansion for SPR technology has been 
presented. 
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4.1 JPollyeDectn-oiytes: an nnt~oductimn 
The term polyelectrolyte (PE) refers to polymer systems consisting of a macro ion, i.e. a 
macromolecule carrying covalently bound anionic or cationic groups, and a low-
molecular weight counterion for electroneutrality [1]. Such materials possess a wide 
range of molecular and supramolecular structures and a strong dependence of their 
properties, in solution or in a dispersion, on the surrounding medium. They are closely 
connected with the process of life (e.g. nucleic acid and proteins) playing an 
indispensable role in many branches of modem technology. The increased interest in 
PEs is mainly due to their ability to form organized structures in, or from, solution. The 
macroions act as the base units of a network, linked by different intermolecular forces 
that often show a high degree of interaction with the environment. 
Polyelectrolytes, usually in water solutions, are used to promote the solubility of 
macromolecules and chemical compounds and in the stabilization of colloid systems, 
for waste water treatment, paper making (i.e. neutralization of the so-called anionic 
trash from the pulp) and as supersorbers. Furthermore, aqueous PEs are employed for 
phase separation, in surface coatings and adhesives, membranes, microcapsules and 
controlled release devices, as functional polymers for chemical catalysis or energy 
transfer and energy transformation processes, and for biomedical purposes by 
interaction with living matter in the blood stream, cell membranes and the immune 
system. 
The PE family can be divided in three main sub-groups, Figure 4.1. The first group 
includes all the strong polyelectrolytes, i.e. polyions with a well defined and constant 
charge when in solution in the pH range between 0 and 14 (e.g. poly(styrene sulfonate), 
PSS or poly(diallyldimethylarnmoium chloride), poly-DADMAC). All weak 
polyelectrolytes belong to the second class. These charged polymers are able to form a 
polyion-counterion system in solution only over a limited range of pH (being 
dissociated outside this range), e.g. poly(ethylene immine), PEI or poly(acrylic acid), 
PAA. 
Finally, polyampholytes represent a third group. Their chains carry both anionic and 
cationic groups that are activated in alkaline or acid media, respectively (e.g. proteins or 
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maleic acid-diallymine copolymer). Therefore, by varying the pH of the solution in 
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Figure .:S.U Polyelectrolyte sub-groups. Strong polyelectrolyte: (al) poly(diallyldimethylammonium 
chloride), PDADMAC; (a2) poly(styrene sulfonate) sodium salt, PSS. Weak polyelectrolytes; (bl) 
poly(ethyleneimine), PEI; (b2) poly(acrylic acid), PAA. Polyampholytes: (c) maleic acid-diallylamine 
copolymer. 
As shown in Table 4.1, both natural and synthetic PEs, and organic and inorganic PEs 
are known (e.g. water soluble inorganic polyelectrolytes, polyphosphates and water-
soluble polysilicates ). 
Despite the huge variability in the polymer backbone structure there is a rather small 
number of different ionic sites responsible for the pccuUiar behaviour of polyions in 
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One of the most interesting properties is the ability of PEs to dissolve in water (aqueous 
media are generally the most common environments) even if, as for polystyrene, they 
possess a hydrophobic backbone. 
The physical chemistry and processing characteristics of PEs are dependent on their 
behaviour in solution and/or dispersion. PEs combine properties derived from long 
chain molecules with those that result from charge interactions. However, this 
combination is more than a simple superposition. There are four important parameters 
that need to be considered. 
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The first is the acidic or basic strength of the ionic site. Strong ionic sites give strong 
PEs and vice versa, similar to the division of weak and strong acids or bases in low 
molecular weight chemistry. The average distance between adjacent charges along the 
chain (i.e. charge density) and the regularity of distribution of the ionic sites also play 
an important role in determining PE properties. Another important parameter is the 
location ofthe charged sites within the molecular geometry ofthe polymer, i.e. does the 
charge form part of the backbone (integral PE) or is it attached to it (pendant PE)? 
Finally, the solubility and structure of polyelectrolytes depends markedly on the nature 
of the counterions with which they are associated. 
A significant parameter is the viscosity, 'lspec , of strong and weak polyelectrolytes 
expressed as function of the polymer concentration, c. In strong PEs this is found to 
depend mainly on the ionic strength of the aqueous medium (due to the electrostatic 
shielding of the electric charges). In contrast, in weak PEs, the pH affects the degree of 
dissociation for a given ionic group and consequently its charge density. For 
comparison see Fig. 4.3, in particular note, in Fig. 4.3 (b), that in the pH range of the 
isoelectric point for the polymer considered, there exists a viscosity minimum. 
Particular attention in these studies is given to the formation of complexes between 
charged macromolecules and oppositely charged macroions, surfactants or colloidal 
particles. Here, Coulombic forces are predominantly, but not exclusively, involved. In 
addition, hydrogen-bonds and hydrophobic forces are important [2]. 
PEs in solution show a rather high ionic conductance with migration of macroions 
and/or charged polymer colloids if subjected to an electric field. Ionic conductance is 
observed in gels and other polyelectrolytes that swell in water (with a strong influence 
on the water content for the latter type). 
PEs represent a promising class of materials for nanotechnology applications thanks to a 
convenient method to assemble these compounds into thin film architectures of 
nanometre dimensions: the Layer-by-Layer (LbL) deposition technique. Examinations 
of the interactions within these systems have estabilished the diversity of structures, 



















Figure 4.3 Viscosity plots. (a) Strong polyelectrolyte: dependency of llspeclc for aqueous solution of Na-
carboxymethylcellulose at different ionic strength: (1) no NaCI added, (2) 2.5x 104 mol NaCI/litre, (3) 
5x10-3 mol NaCI/litre, and (4) 5x10-2 mol NaCI/litre. (b) Weak polylectrolyte: plot of llspe/c vs pH of an 
aqueous solution of an alternating copolymer of maleic acid and n-methyldiallylamine. (Reproduced from 
[1 ]). 
4.2 Layer-by-Layer self assembly 
The Layer-by-Layer deposition technique is one of the most useful developments in the 
last few years in the field of monolayer assembly. This method gives opportunities for 
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creative design and application of function-specific films. Multilayers bridge the gap 
between monolayers and spun-on or dip-coated films, and they provide many of the 
aspects of control found in classical Langmuir-Blodgett (LB) films, yet multilayers are 
more versatile, in many respects, and easier to create. 1 
LbL assembly is based on the principle of alternate deposition of oppositely charged 
polyions (Fig.4.4). 
I. + 2. + 3. 
+ + 










Figure 4.4 Scheme of layer-by-layer self-assembly. ln this example, a negatively charged substrate is 
immersed in a solution of a positively charged polyelectrolyte. The electrostatic attraction between the 
two results in the adsorption of the polymer on the substrate surface, therefore the solid/ solution interface 
is now positively charged. Repeating the immersion in a polyanion solution will result in the formation of 
a second adsorbed layer. Such an operation can be repeated several times to obtain the desired thickness 
ofthe multilayered film. 
The pioneer of this area was Iler [3], who studied charged colloid particles and proteins. 
Others authors (e.g. Fromherz, Mallouk et al.) have also worked on this topic. However, 
only with the work, in 1991, of Decher and Hong [4, 5], did the scientific community 
start to focus on this technique. In a very successful paper that has become a milestone 
in the field, Decher describes the LbL assembly as afuzzy nanoassembly [6]. One of the 
main themes of research in the last 13 years has been to define the order in these 
structures and to enhance and manipulate their molecular organization. 
1 Jean-Marie Lehn, foreword of Multilayer Thin Films-Sequenial Assembly ofNanocomposite Materials. 
2003, Decher, G., Schlenoff J.B., ed., Wll...EY -VCH. 
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A certain degree of interpenetration and overlapping of the polymer layers has been 
confirmed [6-8]. However, such architectures still manage to possess a defined layer 
order [ 6, 8]. Each layer has a fixed spatial location but within it there is some deviation. 
The considerable amount of work invested in LbL films has resulted in an increased 
ability to tune and control this deviation. A high degree of control and understanding is 
necessary for the full exploitation of the assembled nanocomposites. This is 
accomplished only if the location and/or orientation of every molecule is known with 
respect to each other and in respect to the macroscopic device [6]. 
LbL assembly is template-assisted and its starting point is normally a solid substrate 
with a negatively charged surface (see Figure 4.4) [9]. The adsorption of a cationic 
polyelectrolyte is carried out at a relatively high concentration and the solution pH or 
salt content must be controlled to provide a high degree of ionization. Following the 
polycation adsorption, a number of ionic groups remain exposed at the interface with 
the solution, resulting in a reversal of the surface charge. The substrate is then rinsed in 
pure water or, preferably, in a buffer solution to keep the polyions ionized. Rinsing may 
remove weakly attached material. The substrate is now ready for exposure to a solution 
containing the anionic polyelectrolyte. Again, a layer is adsorbed and the surface charge 
restored. By alternating these two steps, multilayer structures are obtained with a 
precisely repeatable layer thickness. It is possible to vary the thickness of the ultra-thin 
ordered film from 10 to 1000 nm. A precision of better than 1 nm in the layer thickness 
is achieved as well as a definite knowledge of the molecular composition. These thin 
organic layers can thus be tailored for particular applications [10-15]. In addition, it 
should be noted that alternate adsorption is not restricted to electrostatic forces. Using 
metal coordination or specific interactions (e.g. for biomolecules) it is possible to obtain 
similar multilayer architectures. 
The advantages of LbL deposition over the "classical" Langmuir-Blodgett assembly (a 
technique of great elegance and fascination but, possibly, one that is less practical) 
include: (a) a high versatility (being applicable to almost every solvent accessible 
surface); (b) a vast range of substances may be deposited (not just polymers, but 
colloids, proteins, DNA, inorganic compounds etc.); and (c) tailoring of surface 
interactions and therefore of the interaction between the assembled object and its 
environment (e.g. surfaces specially designed for bio-compatibility, corrosion 
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protection, anti-static coatings, sensmg, surfaces with specific adhesion or wetting 
properties, improved surface conductivity or ion transport). 
Many processing parameters such as solution concentration, ionic strength, adsorption 
time, solvent composition, temperature, humidity, pH allow a degree of control of the 
assembly process and therefore of the nanocomposite functionality and characteristics. 
However, a change in any of these parameters could bring an unexpected variation in 
the multilayer properties (e.g. its thickness). Therefore, particular attention to the 
deposition conditions is essential. 
The deposition method has the advantage of simplicity, versatility and speed. 
Furthermore, there is a wide range of different materials available to build complex 
supramolecular structures. A number of different applications for LbL layers has been 
suggested [2, 8, 9, 16-19]. Polyelectrolyte architectures have been exploited for surface 
compatibilization and surface protection, (bio )sensors, enzyme immobilization, gene 
transfection, separation membranes and chromatography columns, light emitting 
devices or photonic structures, high charge density batteries, orientation layers, optical 
data storage and magnetic films, controlled particle and catalyst preparation and 
encapsulation and drug delivery [2, 8, 16, 20]. Already a number of patents exist [21 
1993 1993,22 1996 1996,23 2002 2002, 24 2002 2002,25 2002 2002]. A commercial 
ophthalmic lens will be the first commercial product, that use an LbL polyelectrolytes 
coating, to be launched on the market [8]. 
4.2.1 Film growth 
The alternate LbL assembly process may exhibit a non-linear film growth in the early 
stages. During the formation of the first two to three layers, only small amounts of 
polyion are adsorbed. In contrast, in subsequent adsorptions, film mass and thickness 
increase linearly with the number of adsorption cycles. Tsukruk et al. [ 11] have 
suggested an island-type adsorption model for the first polyion layer on a weakly 
charged solid support. On increasing the number of steps, the islands spread on the 
support until they achieve a full coverage. From this point, linear growth commences. 
By changing the ionic strength (i.e. varying the salt concentration) of a strong 
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polyelectrolyte solution, the thickness of the single layer, and consequently the overall 
film thickness can be precisely adjusted. When the solid substrate is in contact with a 
low ionic strength solution (e.g. water) there is a strongly charged polyion adsorption 
process, which results in a highly packed and well-attached layer. In a high ionic 
strength solution, the polyion chains are partially neutralized, which provides an 
adsorption process with major loops and a much greater film growth step. In general, 
high ionization of polyions results in a smaller step of film growth and lower ionization 
gives a larger growth step. In Chapter 6, a more detailed description of growth regimes 
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Figure 4.6 Schematic diagram of forces influencing properties of layer-by-layer films, and the 
applications achieved by controlling or manipulating these interactions with processing. (Reproduced 
from [2]). 
The kinetic of the film growth for LbL self-assembly should, very likely, have some 
similarity with that of other classes of thin films. Defining a-, as the number of atoms 
adsorbed per square cm (or molecules per square cm, or, as in the case of most of the 
LbL self-assembly, macromolecules per square cm) and v, as the rate of evaporation, it 
is possible, then, to introduce a time constant r=a-lv. The use of the term evaporation 
should not come as surprise since the original application of such theories was in gas-
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solid interaction studies. What it is important to notice is that the adsorbed atom or 
molecule has a probability to leave the surface or to remain on it, in function of various 
parameters such as temperature or applied energy field. The time constant 't represents 
the average life of an adsorbed atom or molecule on the surface while its reciprocal 1 I r 
is the average probability per second for the adsorbed entity to leave the surface itself 
[26]. In the vast majority of the cases, the observation of such adsorption process in 
function of the time t (via, for example, the analysis of the intensity of the reflected 
beam in a SPR set-up [27] or Auger electron spectroscopy [28]) leads to the following 
kinetic model for the quantity under observation y 
y = a(l-e ') (4.1) 
with a, the constant of saturation level (i.e. the asymptotic value to which the equation 
tends). More importantly, these kinds of analysis bring an estimation of the amount of 
material adsorbed and, ultimately, to the surface coverage achieved, i.e. the ratio of the 
number of sites occupied by the adsorbed species and the total number of sites available 
on the solid surface. For example, SPR studies can correlate the angular or wavelength 
shift in the plasmonic surface wave (induced by the adsorption of bodies on the surface 
of a thin metal film) to a variation in refractive index and thickness of the adsorbed 
layer. Although the evaluation of these parameters is not independent, alternative 
approaches such as the use of the Feijter's equation can then lead to the final 
determination ofthe amount of material adsorbed [29]. 
Several mechanisms of adsorption have been proposed together with various adsorption 
isotherms either in the form "Amount adsorbed vs. Equilibrium concentration" [30], or 
"Surface coverage vs. Pressure" [28]. The most common model is the Langmuir 
isotherm describing ideal chemisorption systems. It does assume that the adsorption 
cannot proceed beyond monolayer coverage, that all the sites are equivalent and that the 
surface is uniform and, finally, that the ability of a molecule to adsorb at a given site is 
independent of the occupation of neighbouring sites. To overcome the limitation of this 
model other, alternative, approaches have been proposed such as the Freundlich 
isotherm that takes in consideration the influence of the heat of adsorption on the 
surface coverage and can be applicable to both chemisorption and physisorption 
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systems. To take in account that not all sites are energetically equivalent, the Temkin 
isotherm can be exploited. Finally, since the overlayer may act as a substrate for further 
adsorption (multilayer growth), the isotherm does not level to a saturated value at high 
pressures like in the Langmuir model, but it is expected to rise indefinitely because 
there is no limit to the amount of material that may adsorb to form the multilayer 
structure. The most widely used isotherm for such an event was derived by Brunauer, 
Emmet, and Teller and is called the BET isotherm. More detailed information of this 
subject can be found in the specialized literature [28, 30-32]. 
Understanding the nature of the forces that drive the LbL assembly is one of the main 
concerns of the scientific community. As noted previously, electrostatic attraction 
between positively and negatively charged species is considered to be fundamental for 
the assembly of the final structure of the polyion layered thin film [2]. However, forces 
(see Figure 4.6) such as hydrophobic interactions, charge transfer interactions, n-n 
stacking forces or hydrogen-bonding strongly contribute to the success of LbL 
deposition for a given system [33, 34]. In particular cases, alternative interactions may 
be strong enough to allow for a layer-by-layer self-assembly without ion-ion 
interactions [35]. Therefore, the type and the amount of charged groups fixed to a 
polymer cannot be the only criteria to predict the success of LbL assembly. Secondary 
interactions can also play a role in the selective deposition of polymers on surfaces, the 
formation of acentric polar structures, and the nature of permeation and ion transport 
within the film. According to Kotov [33] and his "free energy analysis model" the 
contribution of hydrophobic interactions in LbL adsorption has to be considered 
carefully. In Kotov's model, the free energy of adsorption of a positively charged 
polyelectrolyte to a negatively charged polyelectrolyte surface includes several 
independent contributions. These include the energy associated with the release of small 
counterions and the partial removal of the hydration shell around both positively and 
negatively charged polyelectrolytes. Moreover, the energy associated with the formation 
of the polyelectrolyte complex, a free energy associated with the liberation of structured 
water molecules around hydrophobic portions of the polyelectrolytes, and the increased 
short-range van der Waals interactions between these hydrophobic regions also have to 
be considered. 
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The analysis suggests that without the added effects of hydrophobic interactions at the 
surface, typical polyion systems would not adsorb at all (e.g. protein complexes do not 
form stable layers on hydrophilic aluminosilicates, but form very stable layers on 
hydrophobic negatively charged polyelectrolyte surfaces). LbL assembly is favoured 
primarily by a gain in entropy, not in enthalpy [19]. When low molar mass counterions 
are liberated after the adsorption of a polyion on a charged surface there is first an 
increase of the system entropy. An additional entropy gain derives from the liberation of 
solvent molecules from the solvation shell of the polymer-bound ionic groups. The 
number of electrostatic bonds in the overall system is not altered on polyion adsorption, 
thus the change in enthalpy, at least to a first approximation, can be neglected. 
However, the number of ions per molecule/nano-object adsorbed may play a role in the 
binding, as well as the equivalence of this number for the polycation and polyanion 
used. 
Polyelectrolyte adsorption under normally chosen conditions is nearly irreversible, so 
that the built-up films do not represent equilibrium structures. Therefore in LbL 
assembly particular attention has to be devoted to the kinetic control of the process [19]. 
In order to control film growth, careful adjustments of the various process parameters 
are needed. A great contribution in the understanding of such phenomena has come 
from the studies conducted by Rubner and eo-workers on weakly charged 
polyelectrolytes [15, 36, 37]. By varying the pH of weak PEs solutions, this work has 
showed it is possible to affect the relative amount of charge along the backbone. The 
layer thickness and stability can thereby be controlled. For strong polyelectrolyte 
chains, this can be accomplished by altering the ionic strength by the addition of salts to 
the polymer solution. The ions dissociated from the salt shield the electric charge of the 
strong PEs, resulting in a more flexible chain. 
For weak PEs, systematic control of the layer thickness, the level of layer 
interpenetration, and the surface "wettability" of sequentially adsorbed layers of 
poly(acrylic acid) (PAA) and poly(allyamine hydrochloride) (PAH) was achieved by 
variations in the linear charge density of both polymers [37]. The thickness contributed 
by an individual polyion layer was found to depend primarily on the pH of the 
polymer's dipping solution and, within the pH range examined, was not influenced by 
the thickness or level of interpenetration of the previously adsorbed layer. 
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It is evident that controlling the characteristics of film assembly on such a nanoscale 
level, via pH variations or adding salt to the polyion solution, can result in a significant 
improvement in the film architecture, which can be tailored for particular applications. 
Other researchers have examined the adsorption process for hydrophobically-modified 
polyelectrolytes [38], fmding that these polymers uncoil on adsorption on a highly 
charged surface, and can form quite stable multilayer films. When the films are exposed 
to air-drying or storage in other solvents, rearrangement takes place rapidly on the 
surface. These short-range interactions can be exploited to create thicker films based on 
hydrophobic and electrostatic interactions on surfaces. 
Hydrogen bonding can also be a useful force in sequential adsorption-based self-
assembly. Since the first demonstration of hydrogen bonding as the basis for alternating 
polyion assembly [39], others have explored the possibilities of H-bonding as an 
assembly tool in layer-by-layer films. In particular, Pontes et al. [40] have pursued this 
approach to build up thick multilayer films using a single adsorption step taking 
advantage of the lack of self-limiting adsorption behaviour. 
4.2.2 Substrates and templates 
The range of substrates that can be used as templates for the multilayer self-assembly is 
wide with little restriction on their type or shape. The only feature required by the 
surface of the substrate is for it to possess an electric charge. This can be achieved in 
different ways. For example, it is possible to use freshly cleaved mica or a glass/quartz 
slide, or a silicon wafer, covered by a layer of cationic polyethylenimine (PEI). Good 
quality surfaces are obtainable by amino silanization procedures, by plasma treatment, 
as well as by sonification in an appropriate solution or by the deposition of a charged 
amphiphile monolayer using the LB method. Freshly prepared metal substrates, usually 
slightly negatively charged can also be used. After a few polyelectrolyte adsorption 
cycles, the top surface will develop a strong electric charge. The choice is not limited to 
planar surfaces, rnicrocapsules, colloids, tubules or biological cells are now common 







Figure 4.7 LbL self-assembly on various templates. (a) 75-nm diameter silica gel enclosing a 300-nm 
colloidal templates. (b) Nanoparticle helices inside lipid tubules. (c) PE fluorescent shell around a 
microcrystal. (Reproduced from [ 41 ]). 
4.3 Materials suited for the process 
Together with polyelectrolytes, other materials can be used as LbL building blocks; for 
example small organic molecules or inorganic compounds, macromolecules, 
biomacromolecules such as proteins or DNA, colloids (metallic or oxidic colloids or 
latex particles) [8, 18, 19]. 
As the LbL method exploits electrostatic attraction, the compound must bear a 
minimum number of charged groups, below which the deposition procedure does not 
work. As stated previously, additional strong interactions may reduce the minimum 
charge required (e.g. n-n stacking for instance seems to contribute to the multilayering 
when using certain organic dyes as one component [42, 43]). The association of 
molecules with only a small number of charged groups may lead to "secondary-valence 
polyelectrolytes" which, in the aggregate form, deposit well. 
Some workers propose that, for successful deposition, the appropriate matching of the 
charge density of the PE pair is more important than a minimum charge density [19] . 
Therefore, if one of the partners is a standard strong polyelectrolyte, the second polyion 
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should also have a high charge density. However, the charge-matching criterion does 
not seem to be applicable to those polyelectrolytes with an intermediate charge density 
such as poly(styrene sulfonate) [17] or polymeric dyes [44-46]. 
A poor match between the two oppositely charged polyelectrolytes does not necessarily 
mean that no film will be formed. Instead of reproducible linear growth, asymptotically 
limited growth, or pseudo-exponential growth of multilayers may be observed for a 
small number of deposition cycles. If very thin films are desired, the molecular 
limitations for LbL assembly are reduced. 
A wide category of materials (or nano-objects) which can be considered as hard, rigid 
polyelectrolytes, have been successfully employed to prepare LbL coatings. Among 
these are stable colloidal dispersions of charged silica [47], metal oxides [3, 48], 
polyoxometalates [49], semiconductor nanoparticles [50], fullerenes [51], metal 
colloids [52], metal-suprarnolecular complexes [53-55], charged latex spheres [3] and 
microcrystallines [56]. Charged platelets, deriving from exfoliated layered crystals, are 
particularly interesting for their small molecular dimensions, and for being something of 
an intermediate character between polyelectrolytes and nano-objects. These include 
delarninated clay platelets such as positively charged hydrotalcite [56], negatively 
charged hectorite [3], and montmorillonite [57, 58]. 
4.3.1 Internal architectures 
The internal architecture ofLbL multilayers has been the focus of much work [6, 7, 16]. 
What is now clear is that, at least for the most of the systems investigated, multilayer 
growth proceeds linearly after the deposition of the first layers. In Figure 4.8, this is 
confirmed by the change in absorbance versus adsorption cycles for a multilayer 
composed of coloured polymers of opposite charge. 
It is now widely accepted that LbL architectures are stratified, but do not consist of 
well-separated, distinguishable alternating layers (see Fig. 4.9). Instead, adjacent layers 
interpenetrate and possess an interdigitated structure along the film normal [6, 19]. 
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Neutron and X-ray reflectivity [8], electrochemical studies [59] and non-radiative 
energy transfer experiments [60] support such model. 
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Figure 4.8 LbL multilayer from a "double dye-labelJed" polycation with an azobenzene chromophore 
in its chain, and an inorganic polyanion hectorite incorporating a viologene chromophore. (a) the 
visible absorbance of the azo dye at about 480 nm ( o ), and by the UV -absorbance maximum of the 
violegene group at about 270 nm (x) is plotted against the number of adsorption cycles. (b) the shift of 
the absorbance maximum with ongoing film growth for the azobenzene chromophore ( o) and for the 
viologene chromophore (x) is shown. (Reproduced from [19]). 
Bottom and top layers, i.e. the layers that are in contact with the external environment 
(substrate, air, liquid) show different characteristics to the inner ones. The roughness of 
the first deposited layer can range from molecularly flat to several nanometers and 
seems to depend mainly on the roughness ofthe substrate. 
The LbL assembly can possess a certain tolerance against defects in the underlying 
layers or on the surface of the support, much more than that shown by other self-
organization methods, such as the LB technique and chemical self-assembly. 
Researchers attribute this to the flexible nature of the polyions, which do not need to 
bind to a precise site on the substrate, and thus allow defect sites to be covered [9, 19]. 
The molecules of the top layer have trains anchoring them to the coating, while loops or 
tails from their long chains dangle in the solution (see Chapter 6, Fig. 6.8). The resulting 
surface charge reversal determines the amount of adsorbed polyion in the next step. 
Thus the nature of the underlying layer will affect the amount of the newly adsorbed 




Figure 4.9 (a) Comparison between a true multilayer structure and a fuzzy polyion assembly. 
(Reproduced from [ 19]). (b) Schematic picture of polycation I polyanion multi layer. Neighbouring layers 
interpenetrate by about 30%, so that only first and third layers are well separated. (Reproduced from [9]). 
Interestingly, some workers [19] have found that the thickness of complex multilayers 
Cl-A-C2-A-Cl-A-C2 (where A denotes a polyanion, and Cl and C2 denote different 
polycations) differs significantly from the case ofmultilayers C2-A-C1-A-C2-A-C1, i.e. 
from a film with an inverted polycation sequence, although both films contain the same 
number of layers of A, C 1 and C2. The thickness and structure of the LbL multilayer 
are therefore characteristic of the chosen pair of charged species, and strongly depend 
on the adsorption conditions [8, 9, 36, 37]. 
From the above, a rearrangement of the uppermost layer is expected when a new layer is 
adsorbed. This provides the LbL-multilayer with a "soft" structure: polyion self-
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assembled films should be regarded as dense hydrogels rather than as rigid, compact 
well defined lattices. Normally, the technique is not expected to provide a high control 
over the arrangement of molecules within the layers. However, with time and effort 
spent in research, control of the self-assembly process is improving [63-67]. LbL 
assembly ts a kinetically controlled deposition technique and it takes place at an 
interface, I.e. under inherently non-centrosymmetric conditions. Therefore non-
centrosymmetric structures with well-defined surfaces are obtainable when the 
molecules are oriented during the adsorption step, and if subsequently their 
reorientation is prevented [2]. 
41.3.2 Characterization 
Several techniques have been used to characterize LbL films [8]. These fall into two 
main groups: (i) methods for ex-situ characterization (i.e. the polyelectrolyte film is 
examined after the process of self-assembly has been completed); and (ii) methods for 
in-situ characterization (i.e. methods that allow a real time study of the film growth). In 
the first group we have UVNIS spectroscopy [68], ellipsometry [69], X-ray 
reflectometry [6], Atomic Force Microscopy [70] and Nuclear Magnetic Resonance 
[71 ]. The other group includes zeta potential measurements [72], the quartz crystal 
microbalance technique (QCM) [73], surface plasmon resonance [29, 74, 75], in-situ 
Atomic Force Microscopy [76] and optical waveguide lightmode spectroscopy [70]. 
Using reflectivity techniques, especially neutron and X-ray reflectometry, Decher and 
eo-workers have elucidated the internal structures ofLbL films [5, 6, 16, 77, 78]. These 
techniques are well suited to the characterization of multilayer films as they allow the 
determination of concentration gradients along the layer perpendicular direction. Early 
studies with X-ray reflectometry on multilayer films composed of flexible, strong 
polyelectrolytes of approximately equal charge-to-charge distances (polyanions and 
polycations with one charged group per monomer unit) could only identify Kiessig 
fringes arising from the interference of X-ray reflected at the substrate/film and film/air 
interfaces (see Fig. 4.10(a), traces XR-1 to XR-3 ). In these X-ray scans, different 
numbers of fringes were evident from the different film thickness, obtained either by 
changing the total number of layers or by deposition from polyelectrolyte solutions of 
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different ionic strength. Even neutron reflectograms of films in which all the polyanion 
layers were labelled with deuterium [(A!Bd)n film architecture, where A is a polycation, 
B is a polyanion, Bd is a perdeuterated polyanion, and n is the number of deposition 
cycles] showed Kiessig fringes as the only characteristic feature (see Fig. 4.1 O(b ), traces 
NR-1 and NR-2). Only when specific layer positions in a multilayer film were 
deuterated, was it possible to observe Bragg peaks, which clearly demonstrated an 
internal layer structure, by neutron reflectometry (i.e. the architecture of the film being 
described by the expression ((AIB)mA!Bd)n with m = 1, 2, ... ). Such peaks are evident in 
Figure 4.1 O(b ), traces NR-3 to NR-6. A single Bragg peak was also observed by X-ray 
reflectivity of films in which every fourth layer was a polyanion containing side groups 
of azo dyes. It is thus possible to conclude that the absence of Bragg peaks in (AIB)n-
type films does not arise from small density differences between different layers, but 
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Figure 4.10 (a) X-ray reflectivity scans of multilayer films composed of poly(styrene sulfonate) and 
poly(allylamine hydrochloride). XR-4 is a reflectivity scan of a multilayer with the architecture 
((AIB)3NG)4, where G consists of negatively charged gold colloids of 13.5 nm diameter. The high 
intensity of the (001) Bragg peak arises from the large electron density difference between the polymers 
and the gold. (b) Neutron reflectivity scans of multilayer film; all except NR-5 were obtained from films 
composed of sodium poly(styrene sulfonate) and poly(allylamine). NR-5 is obtained from a film 
composed of poly(styrene sulfonate) and PPV precursor. NR-1 and NR-2 are from films uniformly 
deuterated, while NR-3 to NR-6 are from films periodically deuterated. (Reproduced from [8]). 
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4.3.3 lFiim properties and cbemican modificatioHll 
LbL films are generally stable and are able to withstand moderate mechanical, or 
thermal or chemical stress. When AFM tips are placed in the contact mode on the 
multilayer surface, a reasonable stability to mechanical stress is evident [79]. Generally 
mechanical scratching is observed with levers of high stiffness (16 N m- 1), and some 
defects are induced for certain systems with levers of low stiffness (0.2 N m-1). The 
substrate also plays a key role in the film's mechanical resistance. It is easier to produce 
cracks in the coating by applying a high pressure if the underlying substrate is porous 
[19]. Although polyelectrolyte multilayers are not in a state of thermodynamic 
equilibrium, they usually show good ageing behaviour [6, 19], probably because of the 
high number of ion pairs present, which reduce the mobility of the polyelectrolyte 
chains and effectively "freeze" the structure of the adsorption layers. Drying the film 
leads to some reduction of the film thickness. However the recovery of water in the 
dried films is almost complete under ambient conditions [80, 81 ]. Annealing has been 
shown to increase the density of the films and, in certain cases, to improve the internal 
order [8], [20]. Heating enhances the local mobility, providing the polymeric chains 
with a certain degree of freedom to rearrange. Cross-linking may also enhance the 
thermal stability of LbL-films [ 19]. 
LbL films can undergo certain chemical reactions without any disruption to their 
multilayer structure. Because of the strong ionic bonding, strong polyelectrolytes show 
a high degree of solvent resistance [35, 82] even at high ionic strength [19, 83] and 
under strongly acidic or basic conditions [53, 84, 85]. In general, in can be assumed that 
most of the polyelectrolyte films are inert towards dissolution by the more common 
organic solvents. However, some polyelectrolyte multilayers dissolve in ternary solvent 
mixtures [86] or upon prolonged exposure to dimethylformamide (DMF) or 
water/alcohol mixtures [87, 88]. Moreover, LbL architectures deposited from weak 
polyelectrolytes dissolve at pH values that substantially reduce their charge. This 
feature, together with a sensitivity to high salt concentration [89], allows some 
multilayer architectures to be exploited as hollow capsules (see Fig. 4.11) for drug 
delivery [90, 91]. 
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Thanks to this remarkable stability of polyelectrolyte coatings, workers have been 
trying to perform chemical reactions with the films, to fine-tune the structure. This 
approach provides specific coatings that would otherwise be difficult, if not impossible, 
to obtain from direct LbL assembly. Chemical modification can be achieved via two 
routes: (a) reactions induced by physical parameters and (b) by the addition of chemical 
reagents. 
Figure 4.11 TEM image of an air-dried hollow polymer capsule comprising eight [(PSS/PAH)4] 
polyelectrolyte layers, obtained after decomposition of an encapsulated enzyme. The polymer capsule 
spreads out on the carbon surface on which it is dried, and folds and creases can be seen. Some un-
decornposed enzyme can still be seen in the interior of the capsule. (Reproduced from [92]). 
The first category is widely exploited. Photochemical reactions are quite common 
because of their ability to proceed homogeneously throughout thin films when the 
absorbance of the film at the wavelength of irradiation is not too high. The use of 
irradiation to create orientation within the layers can be applied, for example, to liquid 
crystals and can be useful for optical storage [93, 94]. Photo-bleaching or photo-
ablation can be successfully used to create patterns in the films [8, 44]. However, 
photoreactions using LbL films are mainly focused on photo-polymerizations or on 
cross-linking reactions in order to improve stability [86, 87]. 
Not surprisingly, given the nature of the self-assembly, electrochemistry is a widely 
exploited tool to obtain fundamental information about LbL multilayers [49, 50, 59, 95-
98]. Potential applications of electrochemistry on polyelectrolyte thin films are in 
electrocatalysis, chemical sensing or electrochromism. Moreover, electrochemical 
methods can be employed to control the ionic content of the films [8, 59]. 
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Thermal elimination can also be used. For example, elimination of sulfides from 
charged precursor polymers ofpoly(phenyl vinylene) is now a quite common procedure 
[17, 59, 99]. Recently, thermal amidation of poly(carboxylate) with poly(amine) has 
been reported, in order to stabilize the ESA coatings by cross-linking [100, 101]. Some 
workers have explored calcinations [8] to obtain ultrathin inorganic films or hollow 
spheres [102, 103]. 
The hydrogel nature of LbL assembled thin films becomes extremely important in the 
second category of reactions, which use chemical reagents to modify the chemical 
structure or the polymeric architecture. A key point is whether the chemical reaction 
will modify the coating homogeneously, will be confined to the surface only, or will 
result in a compositional gradients. Diffusion of protons, water and salts has been 
identified [8, 19, 59] as has the influence of the pH of contact solution on the internal 
structure of the films [104, 1 05]. Protonation/de-protonation reactions can control the 
charge density in the films. 
The following chemio-modifications should also be noted: wet chemical cross-linking 
by protein amino groups [106], reduction of graphite oxide by hydrazine and hydrogen 
[50], chemical ring closure of polyimides [49], azo coupling, the intercalation of acridin 
orange and related dyes into DNA [38], enzymatic activity in LbL self assembled 
structures [12] and molecular recognition reactions [107, 108]. There are also CoMPAS 
reactions (coatings by multiple polyelectrolyte adsorption/surface activation): following 
the adsorption of a reactive polyelectrolyte, a chemical reaction to reverse its surface 
potential subsequently takes place allowing docking of the next polymer layer [19]. 
4.4 Patterning of polyelectrolyte multilayers 
The intrinsic flexibility of the LbL technique and the increasing ability to modify 
chemically the adsorbed multilayers, has resulted in a wide interest in the patterning of 
such architectures. There are a number of different approaches. These include last layer 
dip coating [74, 109, 110], standard photolithography [111, 112], ink-jet printing in an 
additive or subtractive mode [39, 113] and micro-contact printing [114, 115]. 
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The first technique is a direct way of studying the variations in surface properties that 
result from different outer surface layers. The method consists of allowing the 
polymeric solutions access only to specific areas of the substrate surface. A more 
detailed insight of this method will be given in Chapter 8. 
Traditional rnicrolithography can be combined with electrostatic layer-by-layer 
nanoassembly to produce three types of structure. As shown in Fig. 4.12, a photoresist 
layer is first applied to a substrate and a pattern produced through a mask by UV-
irradiation. 
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Figure 4.12 (a) Scheme of patteming nanoparticle thin films with ultrasonic treatment. (b) Images of 
patterns of 25 Jlm width with a fluorescent multilayer of poly(ethyleneimine) + (poly(styrene 
sulfonate )/poly( dimethyldiallyalmmonium chloride) )x3 + (fluoresbright/poly( dimethyldiallyalmmonium 
chloride))x3 on silicon. (Reproduced from [112]). 
Following this step, LbL multilayers are assembled using the traditional dip coating 
method. Once this phase is completed, the photoresist with the polyions on top is 
washed with acetone accompanied with sonication, leaving the patterned LbL on the 
substrate. The polyion layers are sufficiently permeable to let acetone molecules 
penetrate, dissolving the photoresist and stripping off the multilayers from these 
regions. One of the main advantages of the lithographic approach is that it is compatible 
with existing silicon rnicromanufacturing technology. However, in the lithographic 
approach it is difficult to assemble biological (proteins, DNA) multilayers onto charged 
patterns because of the need to dissolve the underlying photoresist in the final stage of 
87 
the process. This method provides a technology for nano-devices such as nano-
electronic chips or nano-electromechanic systems, NEMS, which have numerous 
potential applications. It might also allow the patteming of sensors for use in biomedical 
















Figure 4.13 (a) Schematic diagram showing the transfer of a functional polymer to a surface with 
complementary functionality using polymer-on-polymer stamping. (b) Atomic force microscope image of 
a transferred poly(diallyldimethylammonium chloride) layer on a poly(diallyldimethylammomium 
chloride)/poly(styrene sulfonate) multilayer surface. (Reproduced from [115]). 
The general procedure of micro-contact printing (or polymer-on-polymer stamping, 
POPS) is shown in Figure 4.13. A functional polymer solution is used to ink a 
poly(dimethylsiloxane) (PDMS) stamp molded from a lithographically prepared master. 
After evaporation of the solvent, the PDMS stamp is briefly dried under a N2 stream and 
is brought into contact with the substrate for few minutes at room temperature. All the 
stamped surfaces are then rinsed with ethanol to remove unbound or loosely bound 
excess polymer. This technique can be used to create a surface where negative regions 
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are next to positive ones. These different areas can then selectively adsorb other 
molecules or promote electroless plating to make circuit patterns. The application to 
electronic and photonic devices, platforms for cell culture, and biosensors could all 
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Figure 4.14 Patteming of a poly(acrylic acid), PAA/poly(acrylamide) PAAm hydrogen-bonded 
multilayers by the subtractive ink-jet printing process. (Reproduced from [113]). 
Ink-jet printing can be exploited using either additive or subtractive approaches. In the 
additive method, a commercial ink-jet printer can be used to print an aqueous polymer 
solution onto substrates as thick as typical glass slide [119]. The subtractive method 
exploits a chemical or thermal treatment to remove polyelectrolyte multilayers from 
specific areas of the substrate. In this case, hydrogen-bond interactions are used to 
assemble multilayer films [39, 113, 120]. Using weak polyacids as components of the 
mulilayers it is possible to dissolve the organic film by simply increasing the degree of 
ionization (by increasing the pH) [121]. In the example shown in Fig. 4.14, poly(acrylic 
acid), PAA, and poly(acrylamide), PAAm, were assembled onto an ITO substrate. For 
both polymer solutions, the pll was 3. Notably, at a pH higher than 4.5 the multilayer 
dissolves. However, if the multilayer is thermally treated at 90 °C for 8 h (or for a 
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shorter time at higher temperature) it becomes insoluble in these higher pH solutions. 
This seems to be due to crosslinking reactions that produce both anhydride and imide 
linkages. To create a pattern on the substrate surface, a phosphate buffer solution at pH 
7 is printed on the multilayer; the carboxylic groups are thereby ionized and the film is 
dissolved. Then, the substrate is dried and thermally treated. As result of the thermal 
treatment, the intact film is cross-linked. The non crosslinked polymer is removed from 
the substrate by washing with water. The patterned area can subsequently be filled with, 
for example, electroluminescent material to create a light emitting device [122]. 
4.5 Conclusions 
LbL self-assembly has proved itself to be a powerful method for self-organization. The 
seminal work of Iler in 1966 [3] reported on the sequential adsorption of oppositely 
charged colloids. However, only in the last ten years has a new impetus been provided 
by Decher and eo-workers [4, 5, 68]. The number of research groups engaging in this 
area has now increased considerably and with it the number of papers published in 
scientific journals. 
In this chapter, an introduction to the characteristics of the materials used for the LbL 
deposition has been given. A classification based on their charge density, functional 
groups and behaviour in solution was proposed. The different procedures involved in 
the LbL self-assembly have been explained in detail. A description of the different 
substrates and templates employed and of the thin film growth regimes has been 
illustrated. Insight into the most suitable materials for the self-assembly process and the 
internal architecture of the multilayers have also been given. The main methods of 
characterization for the organic films (in-situ and ex-situ) were described. Thanks to 
these, an extensive knowledge of the LbL architectures properties has been achieved. 
This is allowing an increasing degree of control of the thin film functionalities via 
chemical modification and/or modulation of the polymer solution characteristics, such 
as pH and ionic strength. Finally, some of the most successful patterning techniques for 
LbL multilayers have been described. These included polymer-on-polymer stamping, 
photolithography and ink-jet printing in subtractive or additive modes. 
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The following chapter is focused on the design and realization of a custom-built single 
chip, multi-channel surface plasmon resonance system. This is based on angular 
interrogation using a monochromatic light source. The entire SPR device was developed 
especially for the research presented in this thesis. The original schematic design drawn 
in collaboration with Dr. J. Nagel from the Institute of Polymer Research in Dresden is 
the results of several modifications. While some of the general ideas behind this design 
have been around for some time [ 1-6], there are still some issues that need to be 
addressed [7]. One of the main points is that of multisensing, i.e. with more than one 
sensing film interacting with the medium under investigation. Multi-analyte detection 
capability is a highly desirable feature in a SPR sensor [7]. 
The approach used in this work shifts the concept of multi-channels from that of a 
multi-cell flow system, used in some commercial devices [ 4, 8], to that of a specially 
designed sensing chip with several active materials on its surface [9, 10]. A group at 
Washington University has recently been involved with similar studies [6, 7, 11, 12]. In 
this research, a white light source was used and the sensing channels defined via 
spectral discrimination by means of altered angles of incidence [ 11] or by means of a 
high refractive index overlayer [5] (see Fig. 5.1 ). With the latter, up to four channels 








Channel A Channel 8 
(b) 
Figure 5.1 SPR dual-channel sensors based on spectral discrimination of sensing channels. (a) by means 
of altered angles of incidence. (b) by means of a high refractive index overlayer. (Reproduced from [13]). 
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The research presented in this thesis uses angular interrogation. A full array of parallel 
sensing films is addressed with monochromatic light. The investigation channels are 
distributed along a line 15 mm wide [9, 10, 14, 15]. 
With angular interrogation based devices, it is appropriate to note that, with a multi-cell 
flow system, as found in some commercial devices (see Figure 5.4), it is possible to 
analyze different media (solutions) using the same active film. Therefore, a relatively 
high measurement throughput is achieved. When several active architectures are 
deposited on the same chip and a single flow cell is used, the same solution can interact 
with different materials. For example, if an array of materials with different selectivities 
is arranged on the chip surface [9, 10, 15], then comparative sensing [10, 15] can be 
performed. 
The above might lead to multi-analyte SPR detection not dissimilar to that of an 
electronic nose: an electronic tongue. Sensors based on SPR imaging [ 16-18] might 
form the base of such a device, but instrumentation able to read SPR responses 
independently and simultaneously from a two dimensional array needs to be developed 
[7]. 
5.2 Sensing system design 
A compact size for the SPR system was thought to be one of the main design criteria. 
However, a certain flexibility of the optical and mechanical equipment was needed to 
allow for modifications during the research. The equipment should also be low cost and 
suitable for remote use, even in a hazardous environment. 
Traditionally, the most common experimental SPR set-up uses the Kretschmann 
configuration [ 19] in association with a 8/28 stage, performing angular scans (see Fig. 
5.2). The sensing cell (prism, glass slide coated with metal and eventual sensing layer, 
cuvette) is mounted on a revolving table and illuminated with p-polarized, 
monochromatic light. A detector positioned on the outer section of the table monitors 
the reflected beam. The detector rotates by 28, the sample by 8, thus keeping the beam 
spot on the detector. To account for any fluctuations in the intensity of the source, a 
reference beam is taken and phase-sensitive detection is employed to remove 
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interference from background sources. Some configurations use a stationary large area 
detector, covering a range of the sample's angular movement of up to 10° [20]. The 
entire system is usually fixed on a large optical table. The use of moving parts ensures 
angular movement of fractions of degrees. However, using a laser as a light source 
provides a relatively cumbersome and expensive solution. 




Detector rotates by 29 as sample } 
9/29 System rotates by e. thus keeping the beam 
spot on the detector . 
Figure 5.2 Diagram of a typica!S/28 stage. (Reproduced from [21]). 
Prism on Rotating 
Stage 
An alternative design to the 8/28 stage eliminates the rotating stage, i.e. a set-up with no 
moving parts. This provides simultaneous illumination of the sample across a fixed area 
with a range of incident angles (see Fig. 5.3). Thus, the entire SPR angular spectrum can 
be monitored in real-time and changes can be detected without performing angular 
scans. The absence of rotating components gives higher mechanical stability and makes 
the equipment ideal for in-situ measurements. Matsubara et al. [2, 3] have previously 
used Kohler illumination, employed for incoherent illumination of microscopes, to 
focus the light onto the sample [22]. 
The angular resolution (i.e. the smallest division that can be read) of a 8/28 stage is 
typically 0.001°, which for gold in water at a wavelength of 760 nm corresponds to 
approximately 10-5 refractive index units [ 19]. In the case of a fixed photodiode array, 
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the resolution is limited by the number of pixels in the detector, the analogue-to-digital 
converter and the 'dip-fmding' algorithm [19]. Assuming that the resolution of the 
system described here is limited by the number of pixels in the CCD camera and by the 
angular range investigated, we estimate an angular resolution of about 0.01° for a 
detector 752 x 582 pixels, each 8.6 Jlm in size, and an angular range of 6°. This is less 
than that of the G/28 arrangement. However, a significant advantage of the set-up with a 
CCD camera is that it is not necessary to know with absolute precision the exact 
position of the different sensing films, because they can imaged directly from the 
camera once the sensing chip has been put in place. With a photo-diode array, fme 








( Silve r,600A) 
P L1 
Figure 5.3 Schematic diagram of the SPR sensor developed by Matsubara. LD; laser diode; P: polarizer; 
L1: focusing lens;~: focusing lens (Reproduced from [2]). 
Biacore commercial devices exploit simultaneous illumination of the sample across a 
fixed area with a range of incident angles and use a photo-diode array as the detector. 
Furthermore, these are equipped with a multi flow cell system; on some of them, a four 
flow cell system is placed over the same sensor surface (see Fig. 5.4). 
105 
Sensor surface 
wilh gold film and 
surface coating .......... 
analyte!buffer Injection point 







sensor surface for immobilization 
(b) 
single flow 
cell 0.02 ~~1 
Figure 5.4 Biacore device. (a) In Biacore systems, the incident p-polarized light is focused into a wedge-
shaped beam. An increased sample concentration in the surface coating of the sensor chip causes a 
corresponding increase in refractive index which alters the angle of incidence, the SPR angle. This SPR 
angle is monitored as a change in the detector position for the reflected intensity dip (from I to II). By 
monitoring the SPR angle as a function of time, the kinetic events on the surface are displayed in a 
sensorgram. (b) Biacore S51: details of the flow-cell system. 4 flow cells are placed over one sensor 
surface. Each of them can be used in series or separately. (Reproduced from [8]). 
In the Biacore approach, the concept of "multi-channels" is interpreted as the 
independent addressing of different samples on the same active surface and not the 
addressing of different sensing films by the same analyte. Of course, it can be argued 
that with a Biacore system it should be possible to use a plain gold surface for the 
creation of unique surfaces. The flow cell system could be used, for example, to deposit 
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a layer-by-layer polyelectrolyte architecture on the gold surface. Considering the very 
high price of such a device (basic set-up, plus the cost of the sensor chips) such a 
solution is not ideal, especially for in-situ applications. It is not by accident that the 
market covered by these devices is the characterization of biopharmaceutical products. 
Recent investigations [5, 6, 9, 14] have shown the advantages of multi-channel SPR 
sensing (hereafter multi-channel refers to a multi-(sensing films) system implemented 
on the same chip). The use of one channel as a reference enables more accurate 
quantification of molecular interaction events, discriminating between target and non-
target molecular adsorption processes on the sensor surface. A CCD camera can be used 
to produce a set of data resembling that obtained from an array of sensor elements, each 
with a different selectivity [9, 23]. Using a monochrome CCD camera (COSTAR SI-
M350 Y:z'' CCD camera with C-mount) as detector (752 x 582 pixels, 8.6 f.tm size) and a 
suitable optical system to focus the reflected beam onto the camera chip, a relatively 
large area can be addressed. In particular, in the most advanced version of the Durham 
SPR system, a line of 15 mm could be interrogated at the same time [10, 15]. This 
feature distinguishes the system developed in this work from analogue multi-channel 
SPR sensors that are based on spectral discrimination and work with smaller lengths of 
interrogation [5, 6]. 
5.3 Light source 
An accurate choice of the light source is fundamental to the design of a successful SPR 
system. To reduce the size and cost of the equipment, it was decided not to use a He-Ne 
laser. Working on angular-interrogation (or, in other words, with monochromatic light), 
the remaining alternatives were: (a) a diode laser (semiconductor laser); or (b) a light 
emitting diode (LED). Previous work at Durham [24] has shown clearly that, using a 
solid-state semiconductor laser diode, diffraction-type effects can seriously degrade the 
clarity of the SPR profile, see Fig. 5.5. A CCD camera, in conjunction with software for 
image acquisition and magnification (Photofinish) captured a series of images of the 
SPR profile and the beam spot for different monochromatic light sources: a gas laser 
He-Ne with /...=632.5 nm; a laser diode with /...=670 nm; a laser diode with /...=635 nm. 
Diffraction-type effects were characteristic of the laser diodes, but absent with the He-
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Ne gas laser. The conclusion was that the diffraction effects have to be considered as a 
fundamental limitation of laser light. Such effects could be related to the oscillations 
within the laser cavity. Furthermore, it was suggested that important roles are played by 
the number of dislocations in the semiconductor material and/or from device aging. 
(a) 
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(b) 
Figure 5.5 (a) SPR two dimensional diffraction effect. The black band identifies the SPR minimum. 
However, diffraction effects make the image difficult to read. (b) Analysis of the image through the in-
house software program. Note the irregularities of the graph on the left. Despite the presence of a large 
resonance minimum between 56 and 58 degrees, the diffraction effects produce other minima that give 
the graph a very high level of noise. 
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It was decided to repeat the experimentation with the diode laser to confirm previous 
results. Once again, two different semiconductor laser diodes were investigated: (a) a 
RS 194-026: 670 nm, 3 mW; and (b) a RS 213-3584: 635 nm, 3 mW. The latter device 
produced a reduced diffraction-type effect. Therefore, it was used in some experiments 
to understand not only how much the diffraction-type effects could influence the SPR 
profile, but also to reveal the minimum response level of the CCD camera. 
The following components were arranged on a single slide rail: 
• the 635nm Radio Spares laser diode; 
• a neutral density filter (1% transmission, 0.1% transmission or a combination of 
both); and 
• a CCD camera (chip size: 8.6 x 8.3 J..tm; element array size: 752 pixels x 582 
pixels) connected to a monitor to give a real time image and then to a PC via a 
video card. 
Different distances, of the order of tens of cm, between the laser diode and the CCD 
camera were used (Fig. 5.6). 
(a) (b) 
(c) 
Figure 5.6 Diode device spots: (a) I% transmission; (b) 0.1% transmission; (c) 0.01% transmission. 
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As it shown in Fig. 5.6, very low level of luminosity can be detected from an off-the-
shelf CCD camera. 
The LED was a InGaAlP device from Toshiba (TLRH190P), with a nominal peak 
emission wavelength of 644 nm, a high luminous intensity (typ. 15000 mead@ 20 mA) 
and a limited view angle (typ. 4 deg). Spectroscopic measurements were made to verify 
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Figure 5.7 Output spectrum spectroscopy of the Toshiba TLRHI90P red LED. The relative luminous 
intensity is measured for each LED's emission wavelength. In the insert in the right top corner the relative 
luminous intensity is plotted as function of time. 
To test the optical stability of the LED, the output of the TLRH190P was monitored 
over 20 hours using an integrating sphere and a fibre optic cable connected to a RS 
spectrometer. Every 30 minutes, a new relative luminous intensity versus wavelength 
profile was automatically taken. In the first two hours of the test a reduction of 
approximately the 6% in the luminosity intensity was detected. Thereafter, no other 
significant variation occurred. The position of the peak of maximum intensity was 
found at .A=642.24 ± 0.37 nm. Within these limitations, and considering the average 
time taken by the SPR experiments (from few minutes to few hours), the LED output 
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may be assumed to be adequately stable. However, this assumption is only true if no 
variation in the input value of current occurs. Otherwise, due to its steep I-V 
characteristic, the brightness will be very sensitive to small current fluctuations (see Fig. 
5.8). 
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Figure 5.8 Methods of control of LED current, left: LED with series resistor, determination of working 
point, right: LED with constant current source for approximately 20 mA. (Reproduced from [25]). 
Using an LED, two different methods can be used to ensure a constant current [25]. The 
very simple solution of a resistor in series with the LED (Fig. 5.8 left) is applicable 
when the latter is driven by a voltage source. The current though the LED (ILED) is 
defined by the intersection of the LED characteristic with the straight line given by 
operating voltage- LED voltage 
resistance 
(5.1) 
which is 5 volts- V LED in the example shown in Fig. 5.8. If larger voltage variations are 
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expected, LEDs are driven best using a constant current source. Integrated circuits are 
usually employed for such purpose. A simple constant current source can be provided 
by two transistors and two resistors, as shown on the right hand of Fig. 5.8. This circuit 
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controls the LED current via the voltage drop along the 33 Q resistor. If the current 
increases, the transistor T1 becomes more conducting, thus diminishing the current 
flowing into the base of the transistor T 2. As a consequence, the output current is further 
decreased. The value of the second resistor is determined by the minimum voltage to be 
expected and the base current necessary to drive T 2· 
Both solutions were used in the design of the SPR device and both proved to be reliable. 
However, the constant current source device was used for the majority of the 
experiments presented in this thesis. 
5.4 Mechanical and optican config111ratio~m 
Two different optical configurations were designed to achieve the uniform illumination 
required for the excitation of the surface plasmon and to limit misleading information in 
the SPR profile. 
The principal difference between these two solutions was the number and type of lenses 
used in the beam expander (Fig. 5.9). A uniform illumination of the sensing chip and a 
control of the diameter of the incident beam enhance the overall flexibility of the 
system. For both designs, at the exit of the beam expander, the simultaneous 
illumination of the sample within a range of incident angles is achieved using a semi 
cylindrical lens (see Fig. 5.9(a) and 5.9(b) and Fig. 5.11). The lens focuses the light in 
the vertical position, i.e. normal to the schematic plan shown in Fig. 5.9(a) and Fig. 
5.9(b) and Fig. 5.11. 
Optical system A 
o The red emitting LED 
a An iris diaphragm with a min aperture $min=l mm and a $max=18 mm 
o A concave lens. Three different focal lengths were tested: f1 =-40 mm; 
f2=-50 mm; 6=-100 mm 
e A convex lens. Two different focal lengths were tested: f1=60 mm; f2= 100 mm 
o A coloured glass filter RG 630 
o A polarization filter type 4K in mount CL 
o An iris diaphragm with a min aperture $min=l mm and a $max=18 mm 
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• A convex cylindrical lens. Two different focal lengths were tested: f1=80 mm; 
f2=30 mm 
Optical system B 
• The red emitting LED 
• An iris diaphragm with a min aperture ~min=l mm and a ~max=l8 mm 
• A biconvex lens. Three different focal lengths were tested: f1=16 mm; f2=20 
mm; f3=25 mm 
• An iris diaphragm with a min aperture ~min=O.l mm and a ~max= 18 mm 
• A piano-convex lens. Two different focal lengths were tested: f1=80 mm; f2=lOO 
mm 
• A coloured glass filter RG 630 
• A polarization filter type 4K in mount CL 
o An iris diaphragm with a min aperture ~min=l mm and a ~max=l8 mm 
• A convex cylindrical lens. Two different focal lengths were tested: f1 =80 mm; 
f2=30mm 
All the optical components, together with the mechanical supports were purchased from 
LINOS Photonics. Once the beam had been expanded, the convex cylindrical lens 
focused it along the vertical direction (Fig. 5.1 0). To prove the efficiency of such a 
configuration, a CCD camera was placed in line with the two optical systems with and 
without the semicylindrical lens. Images of the unfocused and focused beam are shown 
in Fig. 5.1 0. The result is that a simultaneous illumination within a range of angles is 
achieved. This is true not only at a single point, but all along the vertical direction 
within the light beam original diameter i.e. along a line. An important factor is that this 
line has a two dimensional nature and, therefore, it has an associated area. As will be 
discussed further on, this has some important consequences for the SPR profiles 
detected by the CCD camera. It was important to place the sample as close as possible 
to the focusing point of the lens, so as not to compromise the quality of the data 
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Figure 5.9 Optical systems A and B: basic schemes. Only the main optical components are represented. 
Coloured filters and polarization filters are omitted for clarity. 
(a) (b) (c) 
Figure 5.10 (a) Cylindrical lens. Schematic illustration of the cylindrical lens optical properties. Two 
images captured by the CCD camera positioned (b) before and (c) after the lens. 
The optical configurations tested were satisfactory in achieving (i) good uniformity of 
the light beam incident the sensing chip, (ii) simultaneous illumination across a range of 
angles and (iii) simultaneous illummatlon of an entire area (i.e. along the vertical 
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direction) of the sample. The surface plasmon resonance was then extended to a larger 
area of the sample. Several configurations of the two systems were tested with lenses of 
different focal length. Although, as shown in Fig. 5.9, both accomplish the tasks they 
were designed for, the fmal choice was the set-up shown in Fig. 5.9(b). It is believed 
that this provided a higher degree of control of the beam mainly thanks to the iris placed 
between the biconvex lens and the planoconvex lens. This iris ensures the circularity of 
the beam. The SPR system was usually placed in a black box to avoid interference from 
external sources of radiation. The final design of the SPR system is shown in Fig. 5.11. 
Colour 




Figure 5.11 Schematic representation of the SPR system (plan view). 




A semicylindrical prism of SFlO glass (R=l5 mm planoconvex; 30 mm x 30 mm; 
centre thickness= 14 mm; flatness; L/2; polish= 3/1) was made to order from Hellma 
MA Ltd. Its function was to couple the light to the surface plasmons. The curved 
surface of the glass ensures that the incident light is always normal to its surface. The 
choice of a SFl 0 glass instead of the more conventional BK7 was deliberate. Thanks to 
an in-house program developed in collaboration with Dr. J. Nagel from the Institute of 
Polymer Research in Dresden [26], it was possible to calculate the theoretical SPR 
profile for a gold coating exposed to air or water and coupled to a BK7 prism or an 
SFlO prism. As shown in Fig. 5.12, the position ofthe resonance minimum is not only a 
function of the medium to which th metal surface is exposed, but also a function of the 
refractive index type of the prism. Working within a range of incident angles between 
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50° and 60° was thought to be optimum. Therefore SF1 0 was chosen as material for the 
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Figure 5.12 Theoretical SPR profiles. Note the shift in the resonance minimum when the medium is 
changed and/or the BK7 prism is substituted by an SFIO glass prism. 
A matching fluid was necessary to ensure continuity in the refractive index value, filling 
the gap between the prism and the glass slide. An appropriate solution was Cargille 
Meltmount from Cargille Labs. This came in a variety of refractive indices with good 
adhesive properties. However, the material was a solid at room temperature and needed 
to be melted on a hot plate before being applied between the prism and glass slide. A 
specially made solution was also used. This consisted of 67% (by volume) methylene 
iodide, CH2h (Mw=267.8) and 33% 1-bromonaphtalene, C10H1Br (Mw=207.08). As this 
mixture was liquid at room temperature, it was easier to apply. The disadvantage was 
that, within 24-36 hours, the fluid tended to flow away, as the prism and the glass slide 
were positioned vertically. Ideally, the metal should be coated directly on the prism; this 
would allow experiments over a long period (assuming a comparable long working life 
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for the sensing film). Already commercial examples of such approaches are available, 
like the SPReeta® system from Texas Instruments or the sensor chip used in the 
Plasmonic® device from Jandratek Ltd. The high cost of the SF10 prism, however, 
meant delaying the approach to a more advanced state of the research. 
A specially made cuvette in polymethylmetacrylate (PMMA) or as it is more commonly 
known, Perspex, was made to hold the prism and glass slide together and to create a 
suitable chamber to expose the sensing chip to the solution to be studied. An early 
design is shown in Fig. 5.13. 
Front view Side view Plan view 
52 mm Perspex block 
\ ' Cuvette 
o-ring 
Figure 5.13 Front, side and plan view of the cell. The main dimensions (in mm) are indicated. 
The cell shown in Fig. 5.13 was clamped on a specially made swivel arm. A series of 
screw holes allowed the position of the cell to be moved along the swivel arm according 
to the angular range investigated. In this way, the light beam was always focused on the 
middle of the sensing chip. However, this solution proved to be over-engineered and not 
easy to work with because of the necessity to fix the position of the cell on the swivel 
arm from the bottom. Therefore, a better arrangement was found with a new cell, this 
time suspended from above, Fig. 5.14. As shown in Fig. 5.12, changing the media in 
contact with the sensing chip from air to liquid changes the position of the resonance 
minimum. Therefore, it was essential to be able to rotate the cell to enhance the 
flexibility of the SPR system. From the first cell to the fmal one, the dimensions of the 
internal chamber were reduced from 15 mm x 15 mm for a total volume of 2.65 ml, to 








Figure 5.14 Details of the suspended cell. The incident beam is focused on the same area and cbanges in 
tbe angular range of investigation are obtained by simply rotating the cell . 
A peristaltic pump with a variable pumping speed (in a range of few ml/min) was used 
to fill the cuvette with the different solutions. The two connecting tubes (inner diameter 
of 1 mm) were made ofTeflon for easy cleaning and avoiding sample contamination. 
To complete the optical design, a second system of lenses was built to focus the 
reflected beam onto the CCD camera. A key feature that allows different sensing 
channels to be interrogated simultaneously is the focusing of the beam along the vertical 
axis. In Figure 5.15 it is possible to appreciate how, by varying the lens configuration, it 
is possible to image a smaller or larger portion of the sensor chip. In particular, a special 
gold pattern was used to provide a dimensional reference. Using a shadow mask a 
pattern of several parallel gold lines of 1 mm at a distance of 2 mm each other was 
deposited via e-beam evaporation. Then, it was seen how much of this pattern could be 
observed by varying the focusing optics. 
Without an optical system and with a distance of approx 5 cm between the metal surface 
and the CCD camera, a range of 6° could be detected. In contrast, with a focusing 





















Figure 5.15 Focusing of the reflected beam. (a) no focusing; (b) piano-convex lens; (c) cylindrical lens; 
(d) cylindrical lens plus planoconvex lens. 
As the resolution of the CCD camera decreased with an increase of the angular range 
investigated, it was decided to limit the latter to a range of 6-8°. A custom built swivel 
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arm allowed the CCD camera to be rotated according to the angular range under 
observation. The cuvette and swivel arm rotate around the same axes, thus the two are 
constantly angle coordinated. 
The final version ofthe SPR system is shown in Fig. 5.16. 
Figure 5.16 Final SPR system. The main components are indicated. On the far right the peristaltic pump 
is shown, which allows a continuous flow of solution within the cuvette. 
5.4.1 CCD camera characteristics and acquisitionlprocessing programme 
A monochrome charge-coupled device camera (COST AR SI-M350 W' CCD camera 
with C-mount) formed the detector (752x582 pixels, 8.6 IJ.m size), while a 10 bit 
analogue board (MV -Sigma SLG, Matrix Vision) provided an interface to a PC. 
A charge-coupled device consists of a two-dimensional self-scanning imaging area 
composed of photosensitive pixels that accumulate and store electric charge. When light 
falls on a CCD camera, the matrix of small potential wells collect the charge. The 
information from these photo-sites is then re-collected, organized, and transferred. The 
resolution and contrast are two of the most important characteristics of the camera. The 
first is a measure of the imaging system's ability to reproduce details. In a CCD camera, 
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a single spot is resolved from the next if the distance between the two is equal or bigger 
than the length of a line-pair. i.e. a couple of neighbouring pixels. The analogue camera 
has a resolution of 570 TV lines in the horizontal direction and 480 TV lines in the 
vertical. The contrast is the ability to differentiate between the object and its 
background. For an analogue camera, this is normally given as a signal to noise (SIN) 
ratio in decibels (dBs). The COSTAR SI-M350 W', has a SIN ratio of 56 dB minimum. 
Resolution and contrast are interconnected, since the former depends on blurring caused 
by diffraction and optical errors from the lens system, the dot spacing and finally on the 
contrast itself. 
An in-house program was developed [26] to acquire and process the information from 
the CCD camera (Fig. 5.17) . 
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Figure 5.17 Software user interface. On the left an image of the sensor chip is evident; while on the right 
two SPR curves and the intensity of the reflected beam from the reference channel are shown. 
Different options were available with this software. For example, a 'live' image could 
be viewed or single frame images recorded (single or continuous operation). The 
program allowed the position of the reference line and several scanning lines to be set 
independently. Furthermore, it was possible to fix the position of a time-drive line and 
to start a time-drive scan. This registered the variation of reflectivity at a fixed position 
for every scan line. From such a scan it was then possible to obtain information about 
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interfacial processes occurring inside the cuvette (e.g. to monitor the self-assembly of a 
thin overlayer on the gold surface or to study the interaction between a sensing layer 
and an analyte introduced into the cell). 
A simulation programme (see Fig. 5 .18) allowed a comparison to be made between the 
experimental data and theory, which could be used to determine the optical constants 
and thicknesses of metal substrate and the multi-layer structures [27]. However, there 
were limitations in the curve fitting of the experimental data. For example, the light 
emitted by an LED is not exactly monochromatic, but as shown in Fig. 5.7, it is 
distributed over a range of wavelengths. Therefore, there was an element of ambiguity 
in the results obtained. 
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Figure 5.18 Fitting of an experimental curve. 
5.4.2 Sensitivity and pixellangle ratio 
A simple two-channel chip was used to determine the absolute sensitivity and for the 
angular calibration of the SPR system. A glass slide (SFl 0) was half coated with a metal 
layer (nominally 50 nm of gold) while the other half was used as a reference channel. 
From the imaging system, it was then possible to monitor the SPR profile(s) from the 
metal layer( s) and the LED intensity from the uncoated glass surface. The latter was 
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used as a reference for all the experimental data, which were automatically corrected by 
the data processing routine. 
To obtain the absolute sensitivity of the new SPR system, a series of scans usmg 
solutions of sucrose in pure water (concentration 0-10% by weight) were recorded. For 
each resonance curve, a second-order polynomial fit was used to obtain the position 
(pixel number) of the minimum. In Figure 5.19, the position of the SPR minimum, in 
terms ofpixel position, is plotted against the refractive index of the solution [28]. 
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Figure 5.19 Sensitivity calibration curve using different concentration sucrose solutions (0-1 0% by 
weight). The slope of the linear fit corresponds to the SPR system sensitivity. 
The straight line drawn through the data points represents the calibration. The slope of 
this curve gives a value of 4.3x104 refractive index units per pixelline-pair. To monitor 
any drift in the SPR system, the sensor was placed in ultra-pure water and the resonance 
curve was monitored over time. Over a period of one hour, no change in the position of 
the SPR minimum could be detected. During this time, a variation in the ambient 
temperature of ±0.2 °C was recorded. However, if the temperature of the SPR cell was 
deliberately varied (e.g. by focusing a lamp onto the cell) then a change in the resonance 
minimum could be detected. This variation was approximately 1 pixel perK. 
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To obtain the exact ratio pixeUangle and therefore to correlate the SPR reflectivity with 
the angular position, two different approaches were examined. In the first, a thick (in the 
range of few J.Lm) polystyrene film would be deposited on the gold substrate by spin 
coating and the reflectivity profile of such an architecture examined. As shown in the 
theoretical profiles in Fig. 5.20, when exposing a thick polymeric film to different 
media (air and pure water in the examples shown) different reflectivity profiles are 
obtained near the critical angle. 
1.0 --Polystyrene 5 11m 
refr. index= 1.59 at A-=589.3 nm 














1.0 - Polystyrene 5 f'm 
refr. index= 1.59 at J.=569.3 nm \ 0 .8 Medium: water (n=1 .33) ~ 0.6 





relative n~flectivity maxima 
/!~ 
0.0 
50 60 70 
Angle (degrees) 
(b) 
Figure 5.20 Theoretical reflectivity profiles for a 5 f.Lm spin-casted polystyrene film exposed to different 
dielectrics. (a) Air, n= 1.00. (b) Water, n= 1.36. 
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The position of the relative maxima in reflectivity, on the left of the absolute reflectivity 
maximum for the critical angle (R=l), is function of the thickness of the polymeric film 
and of the media in contact at its surface. Therefore, this method could be used to 
determine the position of the reflectivity maxima (relative and absolute) in terms of 
pixels position and then to compare them with the angular values from the theoretical 
profiles. However, this requires a detailed study of the deposition of polystyrene to 
optimize it and obtain an exact film thickness. 
Alternatively, the variation in the position of the critical angle with different media in 
the cell might be used to correlate pixel with angle. As discussed in Chapter 3, the 
position of the critical angle depends only on the refractive index of the dielectric (the 
medium) ifthe materials constituting the prism and the glass are not varied. 
1.0 I 
• I 





0.8 " . 
, I • • 1 f 11 
... J , I I 
I I I 
~ 0.6 J I ,, 
>t 
' -~ ,, • 1> ,• ; 
CD I / I; g & 0.4 t! I 
0.2 ( ,' l ' - • - Water Experimental - Water Theory Ethanol Experimental 
- - - Ethanol Theory 
' 
' - • - Paraffin Experimental 
Paraffin Theory 
0.0 
44 46 48 50 52 54 56 58 60 62 
Angle (degrees) 
Figure 5.21 Experimental and theoretical reflectivity data for different refractive index fluids (ultra-pure 
water, ethanol, paraffin) in the re ion of the critical angle . 
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Experiments with different refractive index fluids (ultra-pure water, ethanol and paraffin 
[24]) were undertaken to determine the relationship between the pixel position and the 
internal angle of reflection. Comparison with theoretical data allowed determination of 
the pixeVangle ratio. The results are given in Fig. 5.21, which shows the theoretical and 
experimental reflectivity data in the region of the critical angles for the various 
glass/fluid interfaces. Finally, a typical SPR curve for a 50 nm thick gold film is shown 
in Fig. 5.22. 
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Figure 5.22 SPR profile for a gold layer of 50 run of thickness. 
5.5 Conclusions 
The different phases of design and realization of a novel SPR system have been 
described. The main challenge of this project was the need to build a system able to 
interrogate and analyze data from a multi-channel single chip, i.e. a platform with 
several active materials. Alternative optical set-ups were tested and the final choice 
126 
provided a SPR platform with no moving part exploiting a focused beam across a range 
of angles. A CCD camera was used as the detector. Investigations of different light 
sources resulted in the adoption of a commercial light emitting diode, a Toshiba 
TLRH190P. A lens system allowed the CCD camera to read simultaneously all the 
plasmon waves generated on the sensor surface. Therefore, this system is suited to 
multichannel sensing. A calibration test using sucrose solutions showed a sensitivity of 
4.3x 10-4 refractive index units per pixel line-pair. Studies on the angular position of the 
critical angle as a function of the different dielectrics in contact with the metal surface 
allowed the exact ratio pixel/angle to be obtained and therefore the SPR reflectivity to 
be correlated with the angular position. 
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6.1 Yudmduncttion 
Electrostatic interactions are the driving force behind the LbL process. Multilayer 
growth is influenced by the charge density of the polyion pair used to assemble the 
organic film. In the first stages of the film formation, the surface charge density of the 
solid substrate also plays an important role. The electrostatic interactions between 
charges on the same polymer chain and charges on the oppositely charged polymer 
influence the structure of the adsorbed layer, the degree of charge reversal of the outer 
surface after each adsorption and, finally, the structure of the multilayer film itself. 
However, a number of reports suggest that secondary non-electrostatic interactions, 
such as hydrogen-bonding or hydrophobic interactions play a significant role in the 
formation ofLbL multilayers [1-5]. 
The understanding of the structure of the LbL multilayers has been increasing over the 
years thanks to atomic force microscopy ( AFM) studies of the outer surface of such 
self-assembled organic films [ 6-11]. Investigations of the adsorption of single 
polyelectrolyte molecules is also helping to elucidate the different phases of 
organization of the polyions and the changes in conformation (coil - to - extended 
globule) in a controlled environment [12-14]. 
In this chapter, a study of the differences in topography of the outer surfaces of two 
polyelectrolyte LbL films is presented. Three different polyions, poly(ethyleneimine), 
PEI, poly( ethylene-eo-maleic acid), PMAE, and poly(styrene sulfonic acid) sodium salt, 
PSS, were used to build two thin film architectures (three bilayer films in each case). 
The organic films were prepared using either a static self-assembly in-beaker or a 
dynamic self-assembly in a sealed cell with a continuous flow of the different solutions. 
The surfaces were scanned at different points over a large area in an attempt to find a 
model for the multilayer growth. In some experiments, a tip coated with a single layer 
of PEI/PMAE was used to scan the surface of LbL multilayers. 
6.2 Atomic Force Microscopy 
Atomic Force Microscopy, also called Scanning Force Microcopy (SFM), was 
developed in 1986 as a variation of the Scanning Tunneling Microscope (STM), thanks 
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to collaboration between IBM and Stanford University. In the same year Binning and 
Rohrer received the Physics Nobel Prize for their work on the STM together with 
Gerber and Weibel at IBM in Zurich, Switzerland in 1982. 
There are three primary modes of use of an AFM: (a) Contact Mode, (b) Non-contact 
Mode and (c) Tapping Mode. Each has its advantages and disadvantages and a 
particular mode is normally chosen by consideration of the nature of the sample 
investigated. Scans can be performed either in air or, thanks to a special cell, in a liquid. 
In this study, an Explorer™ SPM (Topometrix) was used to obtain images in air of the 
outer surface of the different sensing films. The SPM was set to operate in contact mode 
using a Contact AFM MLCT-EXMT-A, triangular-shaped cantilever, with a silicon 
nitride tip coated in gold. 
Feedback Loop Malntaina 




Figure 6.1 (a) Contact mode AFM. A tip attached to the end of a cantilever is used to scan the sample 
surface while the change in cantilever defle tion is monitored with a split photodiod detector. (b) Silicon 
nitride cantilever. (c) Silicon nitride tip. (Reproduced from [15]). 
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A schematic diagram of the AFM in a contact configuration is shown in Fig. 6.1. 
Contact Mode AFM operates by scanning a tip attached to the end of a cantilever across 
the sample surface. The cantilever deflection is measured with an optical detection 
scheme that magnifies the cantilever motion using a laser beam reflected from the 
cantilever backside. In this mode, engagement of the tip with the sample surface is 
achieved as soon as the cantilever deflection reaches a set-point level. The tip is then 
rastered over the surface under feedback control that adjusts the probe-sample vertical 
distance to keep the tip force at the set-point level. The voltage applied to the scanner, 
which controls these vertical displacements, is reproduced as an AFM height image. A 
grey-scale or colour-coded contrast reflects surface corrugations. In addition to the 
height image, there are deflection and lateral force images, which reflect instantaneous 
deflection (error signal) and variations in lateral forces, respectively. Deflection (error) 
images are highly sensitive to fme surface features such as edges and steps. Lateral 
force images can correlate to local friction variations. The force F, between the 
cantilever and the sample surface, is calculated using Hooke's law, F = -lex, where k is 
the spring constant of the cantilever and x is its deflection. Normally, the spring 
constant varies from 0.01 to 1.0 N m-1, resulting in forces ranging from nN to ~-tN in an 
ambient atmosphere. 
In Figure 6.1 (b) and 6.1 (c), pictures of a cantilever and a tip are shown. The cantilever 
MLCT-EXMT-A, had a length of 180 ~-tm, a width of 18 ~-tm, a thickness of 0.6 ~-tm, a 
force constant of 0.05 N m-1 and a resonant frequency of 22 kHz. A gold coating was 
applied to the cantilever for high reflectivity. The tip was unsharpened with a typical 
radius of curvature < 50 nm. The fact that the stiffness of the cantilever is comparable 
with that of the polymer materials under study allows discrimination of sample locations 
with different mechanical properties. In this way, various components of heterogeneous 
polymer materials can be identified in the images. 
6.3 LbL deposition methods 
Poly(ethyleneimine) (Mw = 25,000), poly(ethylene-co-maleic anhydride) (Mw 
144,000) and poly(styrenesulfonate) (sodium form, Mw= 40,000), were used as building 
blocks for two different LbL architectures. Solutions of concentration 2x10-2 M for PEI 
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and 1 o-2 M for PSS and PMAE were prepared in ultra-pure water. The measured pH of 
the solution was equal to 8.1 for the PEI, 3.2 for the PMAE and 8.4 for the PSS. In 
some experiments, tris(hydroxymethyl)aminomethane, C4H 11N03 (tris), buffer solutions 
were also prepared. The pH of the buffer solution was set at 6.6 by the addition of HCl. 
A test of complex formation by mixing PEI, PMAE and PSS in solution under the 
conditions described above was undertaken. While the cationic (PEI) and anionic 
(PMAE and PSS) solutions are colourless, the mixture is rather cloudy due to the 
formation of polymer complexes. This, in general, can be seen as a sufficient, but not 
always good, indication that the interaction between the polyion couple will result in the 
formation of a LbL multilayer. Multilayer formation may be possible even if the mixing 
test is not apparently successful [16]. 
Approximately 50 nm of gold was deposited using physical vapour deposition (PVD) 
on SFlO glass substrates (Hellma MA Ltd). Before the self-assembly procedure the 
substrates were kept under vacuum. The polymer coating was prepared as reported in 
the literature [17, 18] by alternately dipping the gold coated glass slides, ftrst in PEI and 
then in PMAE, or PSS, for several minutes each. Two different organic film deposition 
methods were used: (a) manual dipping in beakers containing the polymer solutions in 
ultra-pure water or buffer solution and (b) direct self-assembly in the sealed cell 







Figure 6.2 (a) A picture of the sealed cell system. (b) Section of the sealed cell. A glass slide coated with 
a gold thin film is clamped and pressed against a cuvette (inner volume equal to 2.6 ml). Two Teflon 
tubes are connected to a peristalttc pump (not shown) and ensur a continuous flow of solution inside the 
cuvette. 
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Using the sealed cell system, the polyion solutions were let to flow uninterrupted. A 
flow of ultra-pure water or buffer solution was used after each adsorption to remove 
weakly attached material. The flow rate of the polymer solution was set at quite a high 
value (2.5-5 ml min-1) because it was intended to study the effect of the flow speed on 
the formation of the thin film architectures. For the in-beaker method, after each 
adsorption the thin films were rinsed in ultra-pure water or buffer solution. Films 
assembled in-beaker were dried in a nitrogen stream every two layers, while in the case 
of in-cell assembly, the films were dried only at the end of the process. Before being 
examined by AFM, the organic films were kept in sealed container under vacuum on in 
a clean room environment. 
6.4 Zone and island models 
The first type of multilayer investigated was composed of three bilayers PEI/PMAE. 
Poly(ethyleneimine), a weak polybase, is widely used as adhesion promoter and was the 
first layer adsorbed on the gold surface to achieve a positively charged substrate. The 
second category of organic film investigated was obtained by combining PEI and PSS 
to form the architecture (PEI/PSS)x3. PMAE has two carboxylic acid groups along the 
chain which form part of a pendant group and may be considered a weak polyacid. In 
aqueous solution, its charge density is limited and, consequently is very likely to have a 
globule conformation. In contrast, PSS is well known as a strong polyelectrolyte. 
Interestingly it has hydrophobic benzene groups in its backbone. It dissociates in 
solution because the gain in entropy, due to the release of counterions, compensates for 
its hydrophobic nature. This behaviour is known in other hydrophobic polyelectrolytes 
[13]. As a strong polyelectrolyte, it is expected that, in solution, electrostatic long-range 
Coulomb repulsions among the charged sites on the PSS backbone will tend to elongate 
its chain. However short-range intramolecular attractions among the hydrophobic 
groups might compete with this tendency, giving a more curved and twisted coil 
formation [19]. 
All the scans were undertaken in air in the contact mode. An initial examination of the 
g()ld surface before theLbL self-assembly was unde~el_l. In Figure 6.3, the surface of 
the uncoated glass is on the right, while the gold layer is visible on the left. The gold 
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coating imaged has a roughness (RMS) of approximately 4 run with a maximum height 
of about 40 run. Its structure, with peaks and valleys, is a consequence of the PVD 
deposition technique. 
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Figure 6.3 AFM scan (15 !!ID x 15 j.lm) in contact mode of the metal coated glass slide. The gold coated 
surface is on the left while on the right the surface of the uncoated glass is shown. 
According to a view now commonly accepted and known as the zone model [20, 21], 
the basic structure of a multilayer has three distinct parts, Fig. 6.4. 
Zone Ill 
ubstrate 
Figure 6.4 Zone model for polylectrolyte multi layers [20, 21]. Because Zone I is adjacent to the substrate 
its characteristics are influenced by those of the substrate itself. Zone ll forms the bulk of the LbL film , 
while Zone m is at the interface with the external environment and constitutes a separate part of the 
ov mll chitectur . Th divisi n tw n th difti t i fl ibl d dHfo n t h s 
indicated in the diagmm. 
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In zone I, the properties of the polymer layers are influenced by the substrate. Its 
thickness is generally a few layers, depending on the nature of the polyions used [9, 22]. 
The bulk film, zone 11, has constant properties. For example, all bilayers seem to have 
equal thickness. The polyanion/polycation stochiometry is observed to be equal, or 
close to 1 : 1. Zone Ill is the region close to the outer surface of the film. It comprises of 
very few layers and its properties are influenced by the external environment. 
Transitions between one zone and another are gradual. According to the model, as more 
layers are added, the thickness of zone I and Ill will remain constant while zone 11 will 
grow [22]. In this work, the thin film architectures examined are only three bilayers in 
thickness. The reported AFM images therefore refer to the organization of the 
molecules in zone I. 
In the literature, a two step process is usually reported for the adsorption of polymers 
onto solid surfaces. During the first step, molecules adsorb in a number increasing with 
the square root of time, according a diffusion-limited model. Then, there is a slow re-
arrangement of the adsorbed chains and the polymer film becomes flatter. However 
such changes appear over a variable period of time and chains can remain kinetically 
trapped by the substrate for long time before any reorganization occurs [13]. 
Many studies report that the alternate LbL assembly process exhibits a non-linear film 
growth in its early stages. During the formation of the first layers, a relatively small 
amount of polyion is adsorbed. In contrast, in subsequent adsorptions, film mass and 
thickness tend to increase linearly with the number of adsorption cycles. Some recent 
work reports an exponential growth regime for specific polyion systems. In this case, a 
model based on polyelectrolyte diffusion in and out of the film coupled to the formation 
ofpolyanion/polycation complexes at the surface was given as an explanation [10]. 
Some workers have investigated the early stage of the film formation of LbL 
multilayers composed of PSS and poly(allylamine), PAA, and tried to explain the non-
linear behaviour [6]. It has been suggested that the first polyion layer self-assembles on 
the charged substrate according to an island-type adsorption model. As result of AFM 
investigations, it was discovered that during the first several minutes of deposition, 
charged macromolecules tended to adsorb preferentiaHy on selected defect sites of the 
oppositely charged support (scratches, microparticles and edges) and form islands 
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composed of polymer coils. However, for longer deposition times there was an 
equilibration of polymer layers and formation of a homogeneous thin layer composed of 
highly flattened macromolecular chains. On increasing the number of steps, the islands 
tended to coalesce on the support until they achieved a full coverage. From then on, a 
new stage of the film formation began and a linear increase of the film mass was 
measured. A similar behaviour has been found for LbL multilayers formed by poly(L-
lysine ), PLL, and hyaluronic acid, HA [9], although this time the film structure did not 
evolve in the same way as the previous case [6]. However, even for PLLIHA films it 
was found that, in the early stages of the film formation, the polymers tend to form 
"breath figures", as in the case of condensation of liquid on a surface from a 
supersaturated vapour. Areas where the polyelectrolyte layers form micrometre sized 
"islands" were intercalated with areas of small aggregation ("islets") scattered on the 
surface. When a continuous film formed on the surface, i.e. the formation of zone I was 
established, the second stage of the film formation began. For the PLLIHA system 
under study, the mass of the polymer film during the second stage grew exponentially 
with the number oflayer pairs [9]. 
There are reports of changes to the film structure due to pH and ionic strength 
variations, and there are indications that drying could also modify the multilayer 
molecular organization [7, 23-25]. Ex-situ AFM analysis might give only a partial 
picture of what the LbL multilayers look like in solution. 
6.5 Surface morphology 
Films deposited on an area of approximately 75 mm2 were scanned at several points on 
the surface in an attempt to identify a typical film morphology. The first series of 
experiments was undertaken on (PEI/PMAE)x3 films, deposited in a beaker. Figure 6.5 
shows that the three bilayers do not form a uniform film on gold. Areas with a 
reasonable coverage were found adjacent to areas where the adsorption was only partial, 
Fig. 6.5(a). In the latter case, the cantilever tip was usually affected by strong repulsive 
forces due to isolated polymer complexes on the surface. For instance, a globular form 
of a cluster is visible on the right top corner of the image in Fig. 6.5(a). A maximum 
height of 465 nm is noted. The roughness (RMS) of the surface is now 33 nm. The bare 
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gold substrate in Fig. 6.3 (representative of the gold thin film used for all these series of 
experiments) had aRMS value equal to 4 run. Therefore, this seems to indicate that a 
polymer film has been deposited on the metal coating. 
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Figure 6.5 AFM scans in contact mode in air of a (PEIIPMAE)x3 film; self-assembly in beaker on a gold 
thin film. (a) 15 J.lill x 15 J..llil scan of the film surface in an area where the film is rougher and non-
uniformly distributed. Note the presence of a globule on the top-right corner oftbe image; (b) 15 fliD x 15 
fliD scan of the same film in an area with a smooth surface and uniform coverage. 
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An explanation of the presence of the isolated globule might be that the area imaged 
corresponds to a single/double bilayer PEI/PMAE, with an isolated polymer cluster on 
top. These globules have adsorbed without being able to complete the self-assembly of a 
whole layer/bilayer. The images in Fig. 6.5(a) and 6.5(b) might therefore provide an 
insight of how the process of self-assembly proceeds. The self assembly starts with the 
adsorption of single polymer chains. These chains adsorb on the surface to form clusters 
or islands. Then the islands increase in size with time and coalesce. Finally, there is a 
re-arrangement of the adsorbed chains into flatter films. In Fig. 6.5(b ), one of these 
flatter regions is shown. A vermiculate pattern, found in other polyelectrolyte systems 
[7, 8], is evident. The LbL film appears to be uniformly distributed to form a relatively 
smooth film. A roughness (RMS) of 29 nm confirms the visual impression of a more 
even surface compared to that in Fig. 6.5(a). The area imaged in Fig. 6.5(b) has an 
average height of 95 nm and a maximum height range of 206 nm. A close analysis of 
the vermiculate pattern on several images gave the conclusion that the end-to-end 
distance of the curved polymer coils varies between 100 nm and 1000 nm. However, it 
should be noted that the overlapping of the chains makes difficult to distinguish clearly 
the coils. Studies on very diluted solutions of polyelectrolytes (far below the critical 
overlap concentration) or with an imposed poor interaction between the polymers and 
the surface (e.g. by addition of NaCl to screen the electrostatic forces) are more suited 
to study the conformation of the adsorbed chains (i.e. contour length or end-to-end 
length) [12, 13]. Such procedures are useful to understand the relation that exists 
between the characteristic length of the chains in solution and the shape assumed by 
them following the adsorption on the solid-liquid interface. Moreover, the tuning of the 
transition stretched chain - globule has been proved to be directly dependent by the 
solution pH or its ionic strength. 
In a second phase of the investigation of the (PEI/PMAE)x3 architecture, it was decided 
to perform the self-assembly of the multilayer using a sealed cell with a continuous flow 
of the polymer solution. The volume of the cell was 2.65 ml. The range of speeds varied 
between 2.5 and 5 ml min-1• One of the images obtained is shown in Fig. 6.6. In this 
case, a much rougher film surface was observed. The RMS value of the image is 52 nm, 
the average height is 114 nm and the maximum height is 394 nm. The high speed of the 
flow seems to have prevented the formation of -distinct flatter areas. Globules of 
polymer clusters are widely distributed and do not form separate regions. Some of these 
141 
have been measured to have a height of a few ~m. It is believed that the reason for this 
behaviour is influenced by the flow speed. Probably, differences in pressure and 
velocity along the liquid/solid interface, disturb the adsorption process. It is likely that 
molecules already adsorbed tend to compete with those in solution. This results in a far 
more complex architecture for the multilayer. Several scans of the film surface of 
different samples prepared under identical conditions were taken and the results were all 
consistent with the image in Fig. 6.6. 
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Figure 6.6 AFM scans in contact mode in air of a (PEIIPMAE)x3 film; self-assembly in cell on a gold 
thin film. 15 f.1D1 x 15 f.1D1 scan of film surface. Note the rougher and irregular topography in comparison 
with the images in Fig. 4. 
The second architecture investigated was (PEIIPSS)x3. Aqueous solutions were 
prepared for both polyions and LbL self-assembly was performed in a beaker. Some of 
the AFM images are presented in Fig. 6. 7. Even for this multilayer film two different 
regions with different adsorption degrees are visible. However, in contrast to 
(PEIIPMAE)x3 a much smoother surface is evident for those areas were the adsorption 
is fully complete (Fig. 6.7(a)). TheRMS value for the surface in Fig. 6.7(a) is 3.5 nm, 
lower than the value found for the (PEIIPMAE)x3 surface in Fig. 6.5(b) (29 nm). The 
average height of the film is 20 nm while the maximum height value is 68 nm. The 
reason of a smother surface for the islands of (PEI/PSS)x.J compared to those of the 
(PEIIPMAE)x3 film has probably to be found in the different electrostatic nature of the 
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two polyanions. PSS is a strong polyelectrolyte with a constant charge density which is 
virtually independent of the pH and ionic strength of the solution, while PMAE is 
relatively weak polyacid with a charge density that will change with the pH and the 
ionic strength of the solution. However, this is only a simplified model because of the 
screening of the charged sites of strong polyelectrolytes by counterions in solution [8], 
and the role that secondary interactions have on the formation of LbL architectures [1, 
2, 4]. In this simplified model, PSS chains in solution behave as rigid chains. In 
contrast, PMAE is affected by lower repulsion forces along its chain and, therefore, it is 
more flexible and tends to possess a globular conformation in solution at acidic pH. At 
the moment of the adsorption on the surface, and at least until the final re-arrangement 
of the film occurs, polymers tend to preserve the shape they have in solution, and their 
two-dimensional size correlates with the dimensions of the chains in solvent [13]. 
In one of the AFM scans of the regions with only a partial adsorption of the 
polyelectrolytes, it was possible to image the polymer coils, Fig. 6.7(b). Examination of 
the surrounding surface around suggests that the coils were adsorbed on a relatively free 
part of the film. It is difficult to say if the coils are PEI or PSS or a mixture of both. 
Because of the stretched conformation of the chain, it is possible that they correspond to 
PSS coils on a PEI substrate. As well as the clearly imaged polymer chains, some 
charged sites along the chains are also evident (i.e. corresponding to bright regions in 
the image). 
Many factors influence the adsorption of polyelectrolytes at solid interfaces. Surface 
charge density, polymer charge, ionic strength, pH and chemical affinity with the 
underlying substrate are all factors that play an important role in the process [26]. Weak 
and strong polyelectrolytes respond differently to variations in the deposition 
conditions. One of the main features of weak polyelectrolytes is that their charge density 
is a function of the solution pH. Recent studies have shown that this characteristic can 
be exploited to tune the thickness, composition and surface properties of the LbL 
multilayers by variation of the experimental conditions, e.g. pH [27]. Some authors 
indicate that local pH, in the proximity of the surface, is different from that in bulk 
solution, and this is the real factor that affects the electric charge density in weak 
polyelectrolytes. For oppositely charged surfaces, the polymer chain charge density 
increases in the proximity of the surface, while it decreases for neutral surfaces [26]. 
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Figure 6.7 AFM scans on a (PEIIPSS)x3 film assembled on a gold thin film following the traditional in-
beaker LbL deposition technique. (a) 15 J.lm x 15 J.1ID scan on a portion of the surface where the self 
assembly of the three bilayer seems to be completed; (b) 15 J.liD x 15 J.lm scan of an area of the film where 
the self-assembly has been only partial. A group of polymer coils are visible on the upper half of the scan. 
Note the strong deflection of the tip in regions of what are believed to be charged sites along the polymer 
chains. 
Figure 6.8 shows a schematic diagram of a strong (Fig. 6.8(a)) and weak (Fig. 6.8(b)) 
polyelectrolyte adsorbed on a solid substrate. The concentration of salt in solution is 
assumed to be negligible, i.e. no screening of the charges on the polymer chains by salt 
ions is considered. The surface charge density is assumed to be homogenously 
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distributed. Moreover, for simplicity, only electro-sorption is considered as the driving 
force for the adsorption process. As shown, the high charge density of the polymer in 
Fig. 6.8(a) allows it to adsorb almost flat on the surface. The chains are divided into 
three types of sub-chains. The tails represent the non-adsorbed ends, free to "dangle" in 
the solution. The fraction of the chain that is in direct contact with the surface is called 
bound or train, while the segments connecting one bound region to another and that do 
not have any contact with the surface are called loops [26] . The full red spots along the 
bound regions represent charged sites that anchor the polymer to the surface. The open 
circles represent charged sites not used in the adsorption process. These sites reverse the 
original charge at the interface and promote the adsorption of the next polymeric 
species. For weak polyelectrolytes the charge density will be generally lower. Therefore 
the bound fraction will be limited to fewer adsorbed sites, while the rest of the polymer 
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Figure 6.8 Schematic representation of strong (a) and weak (b) polyelectrolytes adsorbed on a solid 
substrate. The surface charge density is assumed to be constant along the entire interface. The ionic 
stren h of the <~o lution is considered to be very low, and only el ctr . t ic inte cti inv lv din the 
adsorption process. 
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This model, although crude, agrees with the experimental results presented here. 
(PEVPSS)x3 multilayers deposited in beaker are smoother while (PEVPMAE)x3 films 
are rougher (compare RMS in Fig. 6.5(b) and 6.7(a)). Comparisons of the average 
height and maximum range height for the two films, suggest a flatter film when PSS is 
used as the polyanion component in the LbL multilayer formation. Friction or 
indentation experiments by mean of the AFM tip used in contact mode could be used to 
enlighten the different features between the two architectures (e.g. elastic module or 
surface hardness). 
In a further experiment, tris buffer solutions at pH 6.6 were prepared for the self 
assembly of (PEVPSS)x3 directly in cell. The AFM scan revealed a similar background 
structure to the sample prepared from aqueous solutions, Fig. 6.9. Comparison of Fig. 
6.7(a) and Fig. 6.9, confirms that a continuous flow of the solutions in the sealed 
disturbs the film topography. The RMS roughness value has increased to about 9 nm 
compared to 3.5 nm for the film prepared in-beaker. The average height is now 29 nm 
while the maximum height value is 1 08 nm, consistent with some charged sites on the 
island surface. 
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Figure 6.9 AFM scans on a (PEJJPSS)x3 film assembled on gold thin film. The polymer solutions were 
prepared in tris buffer solution at pH 6.6. 
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6.5.1 AFM studies using a LbL coated tip 
In some AFM scans on (PEIIPMAE)x3 films prepared in a beaker, a tip coated with a 
single bilayer PEIIPMAE was used. All the scans were undertaken in air in contact 
mode. Figure 6.10 shows a schematic diagram of the coated tip rastering the LbL 
multilayers surface. Considering the negative charges on the outer surface of the LbL 
film, the tip should be affected by stronger repulsive electrostatic forces. Therefore, the 
cantilever should have a wider deflection and higher peaks on the AFM scan should 
clearly identify the charged sites. This technique might be useful to avoid the scratching 
of the surface by the tip when analyzing very soft materials or to prevent the 
accumulation of dirt and debris on the tip itself. 
coated AFM tip 
LbL multilayer 
Figure 6.10 Schematic representation of an AFM tip coated with an LbL layer rastering a polyelectrolyte 
multilayer. Note that, in this example, the AFM tip and multilayer have the same electrostatic charge sign, 
therefore, repulsive Coulombic forces will affect the tip. 
Results from these series of experiments are shown in Fig. 6.11. The AFM images were 
obtained scanning the same (PEIIPMAE)x3 multilayers, first with a normal tip (Fig. 
6.ll(a)) and then with a tip coated by a single bilayer PEIIPMAE (Fig. 6.11(b)). This 
procedure was also repeated on other samples, deposited either in-cell or in-beaker. A 
close analysis of Fig. 6.11 suggests that, as expected, repulsive electrostatic forces affect 
the irnaging. As a result, there is an increase in the measured thickness of the LbL film. 
However, the two scans refer to two different areas of the film and local differences in 
morphology could be the main cause of the variation in the measured quantities, i.e. 
height and roughness. More experimental work is therefore necessary. Perhaps, a 
possible future use of coated tips is in analyzing LbL organic films possessing an 
electrostatic charge of opposite sign to that of the coated tip. In this way, it would be 
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possible to study adhesion and friction forces between complementary polymeric chains 
giving a further insight in the LbL multilayer formation. This approach is similar to the 
technique of chemical force microscopy (CFM) that has recently been introduced. 
Cantilever tips have been chemically modified through the chemiosorption of thiol or 
silane monolayers onto gold coated or onto bare silicon nitride tips. This modification 
enhances the interaction forces between the sample surface and the tip allowing, 
through the mapping of adhesion and friction forces, the identification of different 
chemical species on the film surface [28-30]. 
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Figure 6.11 AFM scans in contact mode in air of a (PEIIPMAE)x3 film; self-assembly in beaker on a 
gold thin film. (a) 15 f..llll x 15 ~m scan ofthe film surface usmg an uncoated tip; (b) 15 ~m x 15 f..llll scan 
of tbe same film using a tip coated with a single PEIIPMAE bilayer. 
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6.5 Conclusions 
In this chapter, a basic description of atomic force microscopy, and in particular of the 
operational contact mode, was introduced. Thanks to AFM investigations of the outer 
surface of LbL self-assembled organic films, the understanding of their structure and 
characteristics has been increasing over the years. 
Two adsorption models describing the interaction of polymeric chains at a solid surface 
were presented. The first (the zone model) analyzes the multilayer formation and 
divides the LbL film into three different zones according to their distance from the solid 
surface. To each are attributed specific characteristics and features. The second model 
(the island model) is concerned with the initial adsorption of the polymeric chains onto 
the solid template. Charged macromolecules tend to adsorb on selected defect sites of 
the solid support and form islands composed of polymer coils. On increasing the 
number of deposition steps, these islands tend to coalesce until they achieve a full 
coverage of the surface. Such process is analogous to that of the growth of several metal 
thin films (eg. Ag or Au) during metal vapour condensation. 
For the LbL architectures, the adsorption of the first polymer multilayers has been found 
to be only partial. Areas where the process is complete coexist with those where very 
few of the polyions have been successfully adsorbed. This behaviour of limited 
adsorption is, for the polymer architectures under study, independent of the electrostatic 
nature of the polyelectrolytes used. On the portions of the surface where the adsorption 
was limited, it was possible to image isolated polyelectrolyte complexes. These 
polyions appear to be kinetically trapped on the surface according to what is believed to 
be their conformation in solution. Three bilayer PEI/PMAE films possessed a globular 
shape, while more elongated coils were visible for PEIIPSS films. When ultra-pure 
water solutions were used for self-assembly in beaker, it was possible to image a cluster 
of such polymer chains adsorbed on the surface on the underlying PEI substrate. 
Samples assembled in-beaker and in a sealed cell at high flow rate (2.5-5 ml min-1) 
were compared. For the multilayer incorporating PMAE the effect of the continuous 
flow was dramatic while the differences were less for those films containing PSS. For 
the latter architectures, an island-type adsorption was still recognisable by AFM 
investigation while (PEI/PMAE)x3 self-assemblies were rougher and very irregular. 
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Some preliminary experiments usmg a chemically modified AFM tip were also 
presented. A single PEI/PMAE bilayer was self assembled on the tip surface. AFM 
images of a three bilayer thick (PEI/PMAE)x3 film, obtained by using either a 
chemically modified tip or a traditional one, were compared. The results obtained 
suggest that electrostatic repulsive forces between the chemically modified tip and the 
film outer surface had an affect on the sample imaging. However, more experimental 
work is necessary to clarify the role of interaction forces between functional groups 
present on the two surfaces (i.e. tip and organic film). 
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7.1 Introduction: transition metals and their impact on health and the 
environment 
Because of the devastating effects that certain toxic metals can have on human health, 
metal pollution is potentially one of the most serious forms of aquatic pollution. 
Through contaminated water, metals are transmitted to humans, either directly or via the 
food chain. Metals are introduced into the aquatic system by many processes, including 
the weathering of soils and rocks, volcanic eruption and a variety of human activities 
involving the mining, processing, or use of metals and/or substances that contain metal 
contaminants [ 1]. 
Metals are recognized to have a double-edged nature in their interaction with biological 
systems [2]. On one hand, thanks to their catalytic versatility, they are essential for 
many life processes. However, because of their high reactivity, metals can become toxic 
at low concentrations. For example, transition metals, e.g. iron, zinc, copper, are vital 
for many cellular processes thanks to their multiple oxidation states. Without them, life 
on earth as we know it would be impossible. 
WebEiements 
Log abundances in humans (ppb by weight] coded by intensity of red 
I 011111 
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Figure 7.1 Representation of the level of chemical elements in the human body: concentrations (ppb by 
weight) coded by intensity of red; logarithmic scale. (Reproduction from http://www.webelements.com). 
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A balance in the concentration of metals in the human body is essential, since diseases 
can result both from their deficiency as well for their excess. For example, it is known 
that a deficiency of iron is associated with some forms of anaemia while its excess in 
the body causes liver and kidney damage. Copper in excess causes Wilson's disease 
with accumulation of the metal in the liver, brain and kidneys. Figure 7.1 shows the 
typical levels of different chemical elements in the human body. 
The maximum permissible levels for metals in drinking water, according the United 
States federal regulations and the World Health Organisation (WHO), is shown in Table 
7.1 [3, 4]. 
Maximum Permissible Con~entration Goal 
U.S. EPA (1999) WH0(1993) 
Metal Chemical Symbol J.lM J.lgL-1 J.lgL-1 
Lead Pb 0 0 10 
Mercury Hg 0.010 2 
Cadmium Cd 0_044 5 3 
Antimony Sb 0.049 6 18 
Beryllium Be 0.444 4 
Selenium Se 0.633 50 10 
Chromium Cr 1.923 100 50 
Barium Ba 14.563 2000 700 
Copper Cu 20.458 1300 2000 
Table 7.1 Maximum permissible contaminant level goals for various metals in drinking water according 
the U.S, Fed. Gov. Environmental Protection Agency (1999) [3] and the WHO (1993) [4]. 
Metals in drinking water occur via different modes of contamination. For example, 
metals are dissolved in the water from natural reserves. Arsenic, barium, chromium, 
manganese, molybdenum, selenium and uranium fmd their way into drinking water by 
percolation of water through metal enriched geological layers. However, the main 
causes of contamination are linked to human activity through industrial processes and 
the distribution of the water via pipes and fittings. Aluminium, iron, cadmium and 
mercury usually are the result of industrial procedures, while copper, lead, nickel, tin 
and zinc originate from the second pollution source [4]. As shown in Table 7.1, the 
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regulations are particularly strict with the metallic content of drinking water. These 
limitations not only concern the water suppliers (private companies or city councils) and 
the general public, but all those industrial activities that involve metals and that could 
have them in their liquid wastes. To avoid any environmental harm (and heavy 
monetary fmes), strict control of the metal content of industrial waste is needed. 
To date, the lowest detection limits for metal in water are obtained using sophisticated 
spectrometry. Either mass spectrometry or atomic spectrometry can be used [5, 6]. The 
principle of mass spectrometry is to obtain a positively charged ion characteristic of the 
substance under investigation. This is accomplished, for example, by heating the 
sample. The molecules in the vapour state are then bombarded with high-energy 
electrons. The collision between an electron and the molecule (or atom) causes an 
electron to be ejected, leaving a positively charged ion. The ionized molecules are 
attracted by an applied electrostatic potential and are accelerated towards a negatively 
charged plate. A slit in the plate introduces the ions into a chamber where a magnetic 
field is present. This magnetic field deflects the positive ions by an amount which 
depends upon their mass and charge. Less than a nanogram of material is sufficient for a 
mass spectrum and only a few seconds are necessary for the operation to be completed. 
Atomic spectrometry is based on the emission or absorption of electromagnetic 
radiation, which accompanies energy changes within a molecular or atomic system. For 
example, as a result of absorption, the transmitted power (intensity) of the reflected 
beam will be diminished, which can be related to the chemical species under 
investigation. Absorption is not the only atomic spectrometry method: fluorescence or 
emission can also be used. 
Several mass and atomic spectrometry systems have been developed and a more 
detailed description of such devices can be found in literature [5, 6]. Quantities of 
copper as small as 0.02-0.01 ~g r' can be detected by inductively coupled plasma/mass 
spectrometry; a limit of 0.3 ~g r' is obtained by inductively coupled plasma/optical 
emission spectroscopy and 0.5 ~g r' by flame atomic absorption spectrometry. Nickel 
can be detected in quantities of 0.1 ~g r' by inductively coupled plasma/mass 
spectrometry; 1 ~g r' by electrothermal atomic absorption spectrometry or inductively 
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coupled plasma/optical emission spectrometry; 15 )lg r1 by inductively coupled plasma 
spectrometry and 20 )lg r1 by flame atomic absorption spectrometry [4]. 
Other analytical methods can also be used, although with a lower sensitivity. Their main 
advantages are in their relative simplicity of use, in the possibility of compact systems 
for in-situ application and in a lower cost. For example, a commercial solution proposed 
by Merck (Reflectoquant~ uses the principle of reflectance photometry for analysis of 
metals in water. Characteristic measuring ranges are 5-200 mg r1 for copper, 10-200 mg 
r 1 for nickel and 0.5-200 mg r 1 for iron. 1 The principle exploited is based on the 
quantification of the intensity of a coloured reaction product from an active film 
immobilized on a support and the analyte. Alternatively, ion selective electrodes can be 
used as in the ThermoOrion Ionplus ™ system. Here, a sensing electrode is used in 
combination with a reference electrode, or by itself, if equipped with a built-in 
reference. The electrode is provided with a sensing membrane selective to specific ions. 
When the electrode is in contact with the sample an electrical potential develops across 
the membrane surface. The magnitude of the potential relates to the concentration of the 
ion being measured: the higher the concentration the higher the potential. The presence 
of copper ions in a concentration range of 0.1 to 1 o-8 M (i.e. detection limit of 6.4 mg r 
1 ) 2 can be detected using such device. 
7.2 LbL polyelectrolyte films and their interactions with metal ions in solution 
Polyelectrolyte multilayers offer numerous opportunities for use as molecularly tunable 
thin film coatings. By manipulating the manner in which the polymer layers are 
assembled, it is possible to create molecular architectures with a wide range of 
chemical, physical and biological properties. 
In this work, polyelectrolytes are used to create ultrathin LbL films for use as active 
layers within a SPR sensor system. The principle of detection of metal cations in water 
originates from a number of different mechanisms. One is the electrostatic attraction 
between the positively charged ions and the negatively charged outer surface of the thin 
1 Manufacturer's claim. 
2 Manufacturer's claim. 
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film. Specific chemical interactions, such as chelation of the metal by the 
polyelectrolyte (polyanions or polycations can both be exploited for this purpose) can 
also be important. 
Chelation is dependent on the environmental conditions in which it takes place (see 
Appendix A for a more detailed description of the phenomenon). The stability constant 
ofthe chelation reduction (single or multistage chelation), :KI, is a function of the pH of 
the solution and the main driving forces of such a process are diffusion, collision and a 
substitution mechanism [2]. Among all the possible sensing mechanisms, chelation is 
the most interesting and attractive. The selectivity of many materials to metals relies on 
this process. 
The chemical structures of some metal acetates used to prepare the metal cations in 
solution are shown in Fig. 7 .2. 
0 
11 




"xH 0 2 
Calcium acetate hydrate 
• 4H 0 2 
Nickel(II) acetate tetrahydrate 
Zinc acetate 
Figure 7.2 Chemical formulae of metal acetates used for the preparation of metal cation solutions. 
At first sight, the mechanism for the release of the metal cations M n+ and the acetate 
anion C2H302, n(acl in water seems to be straightforward 
M(ac) n ~ Mn+ + n(acf 
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However, such a simplistic view is complicated by the solvent itself, water, one of the 
most abundant compounds on the surface of the earth and the ultimate, environmental-
friendly, solvent [7]. 
Ions in water are surrounded by water molecules and the system formed is generally 
indicated as an aqua-ion [M(OH2)n]m+, the simplest and most fundamental species 
present in aqueous solution for a chemical element [7, 8]. Understanding the equilibria 
and dynamic processes involved in the formation and evolution of the aqua-ions is 
complex. All ions in water are hydrated to some extent. A primary hydration shell is 
formed mainly through electrostatic forces. In addition, hydrogen bonding helps to 
create a secondary hydration shell wrapped around the first shell and therefore around 
the ion itself. A tertiary shell is occasionally found for some ions. Properties of water 
molecules associated with the shells are different from those of "bulk" water. The 
degree of hydratation depends on a number of factors such as ionic size and charge 
density. In general, cations, because of their high positive charge density and strong 
interaction with the negatively polarized oxygen atom in the water molecule, are more 
hydrated than anions. According to the particular ion in question, the ion-water 
interaction depends to a differing degree on ionic and covalent interactions. Ions and 
water molecules are highly mobile and a dynamic exchange mechanism of the water 
molecules from the shells to the "bulk" occurs at any time, although within a very wide 
range (from nanoseconds to hundred of years) of mean residence time of bound water 
i.e. the average time that one water molecule spends in one of the hydratation shells 
before being replaced by another [7]. 
For metal aqua-ions, one of the more stable coordination arrangements is that of a single 
ion surrounded by six water molecules. Such a coordination has high symmetry and an 
arrangement balancing the size of the available cavity (radius of Mnl with that of the 
adjacent water ligands. All this provides an appropriate M-OH2 distance to facilitate 
significant bonding interactions [7]. For the metal ions investigated in this research, i.e. 
iron, nickel, copper and zinc, two different arrangements are recognizable for six-fold 
coordination: octahedral for iron, nickel and zinc and tetragonally distorted for copper 
(see Fig. 7.3). 
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(a) Octahedral field (b) Tetragonally distorted octahedral field 
Figure 7.3 Geometry of six coordinated metal-aqua ions for some cl-transition metals. Case (a) is typical 
for iron, nickel and zinc while conformation (b) occurs for copper (reproduced from [7]). 
Such differences in coordination have a marked effect on the stability constant of the 
complexes that these metals form with specific ligands. Figure 7.4 shows that 
hexadentate ethylenediaminetetraacetic acid, EDTA, bidentate ethylenediamine 
NH2CH2CH2NH2, en and ammonia, NH3 have a stronger interaction with the divalent 
copper(II) with respect to other divalent metal ions. This is a consequence of the Jahn-
Teller effect, which is also responsible for the tetragonal distortion of the octahedral 
field for the copper aqua-ion. The precise nature of this distortion has been extensively 
discussed and usually results in two distinct situations. The first is the fluxional 
elongated rhombic octahedral distortion that is temperature variable. There is also a 
static elongated rhombic octahedral distortion, which is temperature independent. 
0 I 
v'· Mn2' Co2' cu'' 
d' d5 d' d" 
er'' Fe'' Ni 2' Zn2' 
d' d" d" d'" 
Figure 7.4 Stability constant for metal-ligand complex formation along the first row transition metals: the 
lrvine-Williams effect. (Reproduced from [7]). 
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The overall result is shown in Fig. 7.3 (b) - two of the six bonds are more elongated than 
the other four. Such distortion allows a strong binding of the four ligands in the plane, 
while the remaining axial positions are more weakly bound [8-10]. This weak axial 
bond is fundamental in determining the mean residence time of the water molecules in 
the hydration shell (continuous replacement with "bulk" water molecules). For copper, 
this time corresponds to fractions of a nanosecond, while for iron, zinc and nickel the 
time varies from fractions of a microsecond to a few microseconds. 
One further important aspect is the tendency of aqua-ions to hydrolyze, mainly as a 
function of the pH of the solutions in which they are dispersed. Under specific 
conditions, the "acidity" of the proton on the water molecule reaches a level when a free 
water molecule itself can effectively remove it. Thus, a hydroxyl metal species and 
H30+ are formed. For the first-row transition metals, an alkaline pH is generally 
necessary for the hydrolysis to occur. For iron, at pH 10, precipitation of hydrous 
Fe(OH)2 is observed [7]. 
7.3 Sensing experiments 
In previous work at Durham, it was shown that a PEIIPMAE bilayer could successfully 
be used for metal ion detection using SPR [11]. In particular, this organic thin film 
proved to have a strong selectivity towards Cu2+. Figure 7.5(a) shows the change in 
reflectivity versus time of exposure for a PEIIPMAE film interacting with different 
metal acetates. It was possible to verify that the PEI macromolecules were fully covered 
by the PMAE layer. Therefore, the detection of the cations was mainly attributed to a 
chelating reaction of the PMAE with the metals. In Figure 7.5(b), the proton exchange 
mechanism trigging the chelating reaction is illustrated. These sensing experiments 
were performed using a traditional 9/29 SPR device. A detection limit of 1 o·6 M was 
measured for copper ions and the sensing response was found to be non linear with the 
metal acetate concentration [11]. 
The research presented in this chapter and the next is based on this experiment. 
However, a different approach was used in the design of the SPR system (see Chapter 
4). The implementation of a multichannel sensing chip, where different sensing 
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materials are addressed simultaneously, is also investigated for the first time. Other 
issues of interest were the use of a polycation for anionic species detection, the use of an 
alternative polyanion to PMAE and studies on the influence of the LbL film structure 

























Figure 7.5 (a) Change in reflectivity versus time for a bilayer exposed to different metal acetates. 
Concentrations: copper acetate 1 o-3M (curve a); nickel acetate 1 o-3 M (curve b); and sodium acetate 2x I o-
3 M (curve c); (b) Reaction of copper ion and maleic acid to form a chelate. Reproduced from [ 11]. 
7 .3.1 Polycation PMADAMBQ for anionic and pH sensing 
One of the frrst experiments was directed at extending the capabilities of the SPR device 
to the detection of anions. A possible candidate for such purpose might have been 
thought to be PEI, the positively charged polymer used previously in combination with 
the polyanion PMAE. However, PEI is known to have a high affinity to metal cations 
via the formation of a multi-dentate chelate, and therefore it was not ideal for anion 
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detection (the main risk being that of ambiguity in the response of such a polymer). At 
the most, PEI could be used for comparative sensing of metal cations. The stability 
constant log10K of its chelate with copper has a value of approximately 20 [12], while 
the copper complex with PMAE has a log10K equal to 5.5 [13]. It is reasonable to expect 
then that the reversal of the metal/polymer interaction is, in the case of PEI, slower than 
for the PMAE. 
A new class of polycations, i.e. a cationic modified polyacrylic acid, PMADAMBQ, 
was used in this work. This particular polymer was synthesised by Dr W Jaeger of the 
Fraundhofer-Institut fiir Angewandte Polymerforschung, Tetlow, Germany [14]. The 
molecular structure ofPEI and PMADAMBQ are contrasted in Figure 7.6. 
(a) PEI 
(b) PMADAMBQ 
Figure 7.6 (a) Poly(ethyleneimine), PEI monomer structure; (b) Cationic modified polyacrylic acid, 
PMADAMBQ, monomer structure. 
The presence of a pendant benzene group gives the latter a hydrophobic feature. 
Theoretically, anions will interact with the polymer via Coulombic attraction to the 
positively charged nitrogen. 
To establish the typical noise/drift of the SPR equipment a base line was first recorded 
in real time leaving the uncoated gold substrate in tris buffer at pH 6.2 for sixty minutes, 
Fig. 7.7. Note that with time, the signal oscillations become greater. This is thought to 
be related to the warming up of the CCD camera. 
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Figure 7. 7 Reflectivity base line. An uncoated gold layer was left in tris buffer at pH 6.2 for sixty 
minutes and the reflectivity variation recorded in real time. 
In an initial experiment, it was attempted to self assemble the PMADAMBQ directly on 
a gold surface. Solutions 2x10-2 M of PMADAMBQ and 10-2 M for PMAE were 
prepared in tri(hydroxymethyl)aminomethane, CJI11N03 (tris) buffer solution. Their 
pH was fixed at a value of 6.2 by the addition of HCl. Following the procedures 
described in literature (15], the glass slides coated with gold were immersed in the 
polyelectrolyte solutions for an average of 12 min. Between one immersion and the 
next, the substrates were rinsed in the buffer solution for 1 min; no drying step was 
performed until the end of the deposition process. The process of self-assembly was 
monitored in real time and changes in reflectivity during the adsorption of the 
polyelectrolytes were recorded, Fig. 7.8{a). From Figure 7.8(a) it is evident that the LbL 
self-assembly of a single bilayer PMADAMBQ/PMAE was unsuccessful, particularly if 
compared with similar data for a PEIIPMAE bilayer [11] (see Fig. 7.8(b)). 
Such behaviour might be due to poor adsorption of the PMADAMBQ on the gold 
surface. It was therefore attempted to create an appropriate negatively charged interface 
to improve the adsorption ofPMADAMBQ. Poly(ethyleneimine) is often use to charge 
various substrate surfaces and make these suitable for LbL self-assembly (15]. 
However, because PEI and PMADAMBQ are both polycations the latter cannot adsorb 
165 
directly on the former. It is necessary, then, to adsorb PMAE on top PEI in order to 
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Figure 7.8 Real time changes in the reflectivity during the adsorption of PMADAMBQ plus PMAE (a) 
and PEI plus PMAE (b). The arrows indicate when the various solutions were admitted to the 
measurement cell. A flow rate of approximately 2 mJ min-1 was used. 
A PEI/PMAE bilayer was succe~sfully as~embled in prev1ous work. iving a 
satisfactory coverage of metal surfaces [11]. Figure 7.9 shows clearly that when a gold 
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surface functionalized with a single PEI layer was used, the adsorption process of 
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Figure 7.9 Real time changes in the reflectivity during the adsorption of PMAE and PMADAMBQ on a 
gold surface functionalized with a PEI layer. The arrows indicate when the various solutions were 
admitted to the measurement cell. The solutions were circulated at a flow rate of approximately 1.1 ml 
min-1• 
The ability of this specific multilayer film, with PMADAMBQ as outer surface, to sense 
appropriate negative charged species was then tested. Solutions of 1 o-s M and 10-4 M of 
sodium dodecylbenzene, C12H2sC6!-LtS03Na, DBSA in pH 6.2 buffers were used for this 
experiment. Figure 7.10 shows a clear response of a film with PMADAMBQ as the 
outer surface to both concentrations of DBSA. No effect was observed with HCl, used 
successfully to reverse the reaction of Cu and PMAE (Figure 7.15) [11], as the acid of 
DBSA is not water-soluble. The adsorption of DBSA may be due to hydrophobic 
interactions in addition to the electrostatic interactions. Therefore, the regeneration of 
the active film for further sensing is not straightforward and further studies are needed 
to explore this particular aspect. Nevertheless, this work demonstrates that anionic 
sensing was successful. For completeness, the adsorption of DBSA onto a 
polyelectrolyte film with an outer layer of PMAE was also tested. In this case, no 
change in the reflectivity for DBSA concentrations up to 10-4 M could be seen. This 
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points to an electrostatic repulsion of DBSA and suggests that electrostatic interactions 
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Figure 7.10 Reflectivity response of a PEIIPMAE/PMADAMBQ film to DBSA. The arrows indicate 
when the solutions were admitted to the measurement cell. Flow rate 1.7 ml min·1• 
During this series of experiments it was noted that the active film responded differently 
to solutions with similar ion concentrations but different pH values. This behaviour was 
thought to be due to an internal reorganization of the film architecture driven by the pH 
variation. 
Shiratori and Rubner [16] have described a detailed study of the role that solution pH 
plays in the layer-by-layer processing of weak polyelectrolytes. Four different film 
growth regimes were identified in a plot of layer thickness versus pH (Fig. 7.11(b)). 
These were dependent on the degree of ionization ofthe polyelectrolytes. By controlling 
the pH during film deposition, it was possible to vary the thickness of an adsorbed 
poly(allylarnine hydrochloride), PAH or poly(acrylic acid), PAA layer from 0.5 run to 
8.0 nm (Fig. 7.11(a)). The role of the salt concentration in solution had already been 
investigated, but this study now proved that changes in pH could have an equally 
dramatic effect on the film properties. Such a discovery has turned out to be a powerful 
tool for the molecular tuning of LbL multilayer architectures. This technique is now 
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widely exploited, e.g. for the engineering of cytophilic or cytophobic surfaces using 
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Figure 7.11 (a) Multilayers of poly(allylamine hydrochloride), (PAH)/poly(acrylic acid), (PAA) are 
prepared by alternate dipping in anionic and cationic polyelectrolytes. The structure and properties of the 
films are controlled by pH. (Reproduced from [20]). (b) Average incremental thickness contributed by a 
PAA and PAH adsorbed layer as function of solution pH. Both the PAH and PAA dipping solutions were 
at the same pH. Solid line represents the P AA layer thickness, and the dashed line is the PAH layer 
thickness. (Reproduced from [21 ]). 
Investigations of the pH sensitivity were undertaken on polyelectrolyte films comprising 
a bilayer of PEI/PMAE coated with a single layer PMADAMBQ. Different pH 
solutions were made by the addition ofHCl to 0.01 M tris buffer. Figure 7.12 shows the 
results for one of the pH-sensing experiments. The PEIIPMAE/PMADAMBQ assembly 
was exposed to three different buffer solutions at various pH values, in the order: pH 
9.0, pH 6.2 and pH 3.5. Changes in reflectivity were morntored as a function of time. 
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The figure shows that the maximum reflectivity was observed when the organic film 
was exposed to a buffer of pH 6.2. Following exposure to pH 3.5, the reversibility was 
checked by exposing the film to increasing pH values (i.e. in the order pH 3.5, pH 6.2 
and pH 9.0). The fmal reflectivity values obtained on increasing the pH values were 
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Figure 7.12 Reflectivity versus time for PEIIPMAE/PMADAMBQ film at various pH values. In the 
insert in the bottom right corner the variation of reflectivity associated to the solution pH value is shown. 
The data shown in Figure 7.12 reveal that our SPR equipment can be used effectively to 
monitor pH-induced film thickness variations and that the polyelectrolyte films can be 
used in principle as the basis for a pH sensor. However, further work is needed to clarify 
whether it is the outer PMADAMBQ layer or the inner PEIIPMAE bilayer that is 
responsible for the thickness changes. A crucial question is if, and by how much, the 
architecture of the molecular assembly influences the sensing behaviour of the organic 
film? 
It is important to note that, in the above experiment, the thickness variation was 
achieved not by changing the pH of the polymeric solution during the self-assembly 
procedure, but by a post depostion process. Recent studies [22, 23] confirm such 
behaviour for similar weak polyelectrolyte systems. In particular, this pH-switchable 
swelling transition is thought to be useful for reversibly erasable nanoporous anti-
reflection coatings [22] and also the basis of"artificial muscles". 
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This ability of weak polylectrolytes to sense pH variations could be exploited for 
measuring the acidic content of solutions. At the same time, this pH sensitivity is a 
factor to consider in those experiments concerning the detection of chemical species in 
solution. The main problem is that a false reading may result from a pH variation 
invalidating the detection of targeted analyte. Strong polyelectrolytes have a stable high 
charge density and, in theory, they are the less influenced by pH. As will be discussed in 
Chapter 8, this is not necessarily true for films that are undergoing sensing experiments, 
because modification of the inner architecture and porosity could affect the pH 
sensitivity of old films even in presence of a strong polyelectrolyte as a component of 
an LbL pair. Multichannel detection could offer a solution to this. If on each channel a 
different combination of polymers has been deposited, they will have different sensing 
responses to the same solution. A cross-reference of all the data collected might allow 
precise screening between variations due to pH changes and variations due to different 
chemical species. 
7 .3.2 1I'wo bilayer PEI!PMAE/IPMADAMBQ/PMAE stmdl!lnres for copper (ll) ion 
sensing 
Following the previous series of studies, a single layer ofPMAE was adsorbed on top of 
a PEIIPMAE/PMADAMBQ film. As discussed in Chapter 3, SPR devices have a higher 
sensitivity if ultra-thin films are used. Therefore, it is necessary to limit the thickness so 
as not to compromise the quality of the SPR profile. Some experiments with PEIIPMAE 
multilayers, prepared from aqueous solutions, have already shown that, at the third 
bilayer, the system sensitivity is reduced [24]. 
In Figure 7.13, the change in reflectivity in real time due to the adsorption of the 
precursor bilayer PEI/PMAE and, subsequently to the PMADAMBQ/PMAE bilayer is 
shown. The initial part of the curve (adsorption of PEI+PMAE) is consistent with our 
previous results [11]. However, when the PMADAMBQ solution was admitted into the 
measurement cell, a decrease in the reflectivity value was first registered. This may be 
due to partial desorption of PMAE, driven by a strong electrostatic interaction with 
PMADAMBQ, resulting in the formation of polyelectrolyte complexes in the s()lution. 
After rinsing with pure buffer followed by exposure to PMAE, a sharp increase in 
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reflectivity was observed, indicating adsorption of the anionic polyelectrolyte. This 
suggests that, following treatment with PMADAMBQ, the surface charge must have 
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Figure 7.13 Real time changes in the reflectivity during adsorption ofpolyelectrolytes layers. The arrows 
indicate when the various solutions were admitted to the measurement cell . The solutions were circulated 
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Figure 7.14 SPR curves for uncoated gold (black line) and for gold coated with two polyelectrolyte 
btlayers (red line) PEIIPMAb/PMADAMB/PMAE. 
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SPR data (reflectivity versus incident angle) for the uncoated gold and for the gold 
coated with two bilayers (PEIIPMAE + PMADAMBQ/PMAE), in both cases exposed 
to the pH 6.2 buffer solution, are shown in Fig. 7.14. The non-zero SPR minima were 
attributed to a lateral distribution of the light on the sample and to the finite bandwidth 
of the light source, resulting in the superposition of a number of SPR curves [25]. This 
is in agreement with work on similar devices [26]. The SPR minimum for the 
polyelectrolye film is shifted to higher angles by approximately 1 degree. 
Using this new molecular architecture, with PMAE as the uppermost layer, a series of 
sensing experiments with copper acetate solution (from 1 o-5 M to 1 o·3 M) were 
performed. These results were consistent with those reported previously using a 
6/2~ SPR system with a He-Ne laser source [11]. Figure 7.15 shows the response to 10·5 
M of copper acetate. The sensing effect can be completely reversed by exposing the 
film to HCl [11]. The reflectivity drop below 0.5 (i.e. below the value at the beginning 
of the experiment) following addition of the HCl is a result of the pH change. Addition 
of the tris buffer restores the reflectivity value approximately to that observed before the 
addition of the copper. The 1 o-s M concentration of copper acetate corresponds to a 
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Figure 7.15 Response of the two bilayer structure assembled in figure 2 (PEUPMAE + 
PMADAMBQ/PMAE) to 10·5 M copper acetate solution at pH 6.2 and subsequent recovery on exposure 
to HCI. The arrows indicate when the solutions were admitted to the measurement cell. Flow rate 1.2 ml 
• - 1 
mm . 
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To prove that the reflectivity change is due to a reaction between the PMAE and the 
copper ions and not simply to a change in the refractive index of the solution in the 
measurement cell, the shift in the position of the critical angle with the solution was 
investigated. The critical angle in the SPR curve is a function only of the refractive 
index of the glass slide and of the dielectric present in the cell, in contrast to the angle of 
the SPR minimum, which is affected by other parameters. Figure 7.16 shows reflectivity 
data, measured in the region of the critical angle, for the buffer solution and copper 
acetate (coloured lines) and for ethanol (black line). No substantial change in the 
position of the critical angle is evident when the buffer solution is substituted with 
copper acetate solution of increasing concentration (from 10-6 M to 1 o-3 M). This 
indicates that the tris buffer and copper acetate solutions possess approximately the 
same refractive index n=1.33 as ultra pure water at A.=633 nm [27]. However, when 
ethanol (n=1.36 at A.=633 nm [27]) was used, a shift in the critical angle is noted. The 
change in the reflectivity in Figure 7.15 can therefore be attributed mainly to the 
adsorption of copper onto the outer PMAE layer [ 11]. 
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Figure 7.16 Reflectivity in region of the critical angle for different solutions in the measurement cell. 
Coloured lines correspond to the buffer solution and to copper acetate concentrations ranging from tO M 
to 1 o-3 M. The black Line is obtained using ethanol in the measurement cell. 
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To study the relationship between film architecture and sensing, tests were made using 
the multilayer structures PEIIPMAE/PMADAMBQ and 
PEI!PMAE/PMADAMBQ/PMAE shown m Fig. 7.17. If electrostatic forces are 
considered as one of the dominant factors in the sensing process, then, the detection of 
positive species such as copper ions is only possible with a polyanion (e.g. PMAE) as 
the outer layer. In contrast, a negatively charged species can be detected if a polycation 
is the outermost layer of the film architecture. However, interpenetration of the layers 
[28] might lead to conflicting results. 
CO) CO) CO) PMADAMBQ 
(())(())(()) PMAE 
§) §) [§] [§) PEI 
Gold substrate Gold substrate 
(A) (B) 
Figure 7.17 Molecular architectures of two sensing films. (A) Polycation PMADAMBQ as uppermost 
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Figure 7.18 Comparison of reflectivity change for the two molecular architectures shown in Figure 7.77 
on exposure to 10·5 M copper acetate at pH 6.2. Flow rate 1.2 ml min-1. 
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In Figure 7 .18, the different sensing performances of the two film structures to a 
solution of 1 o-5 M copper (11) acetate are presented. In the case of the PMADAMBQ 
outer layer (sample (A)), a small variation in reflectivity is registered upon exposure to 
the copper acetate solution. However, a much greater increase in reflectivity is noted 
when structure (B) is exposed to the same solution. This suggests that the outer surface 
is almost entirely covered with one of the polyelectrolyte layers (PMAE or 
PMADAMBQ), i.e. the film structure is as-deposited with little or no interpenetration of 
the different films. 
7.4 Weak an ell strong polyanions 
In order to prepare a multichannel platform, where different materials have different 
affinity or selectivity to specific analytes, it was useful to study a combination of strong 
and weak polyelectrolytes. In Chapter 5, it was shown how weak and strong polycations 
can generate different surface morphologies and structures. Such behaviour was 
attributed to their different charge density in solution. For example, polymeric chains 
can assume the form of a coil (strong polyelectrolytes) or a globule (weak 
polyelectrolytes at low charge density). Consequently, during the process of adsorption, 
the former would produce a more uniform surface while the latter would generate a 
rougher and more porous surface. The globular morphology might prove beneficial to 
chemical sensing, because of an increased opportunity of film-analyte interactions. 
PMAE, as shown in Figure 7.19(a), has two carboxylic acid groups along the chain that 
form part of a pendant group and, therefore, may be considered a weak polyelectrolyte. 
The monomer structure of PSS is given in Figure 7.19(b). The use of both 
polyelectrolytes in a multichannel chip could elucidate the different mechanisms used 
by the sensing layers to detect the metal cations. In particular, this might give an 
indication of the relative importance that the different sensing processes (e.g. physio or 
chemio-sorption) have on the overall system performance. A full discussion on this 
issue will be presented in Chapter 8. 
The plot of the reflectivity change as function of the time for the adsorption of a 
PEIIPSS bilayer is shown in Figure 7.20. Both solutions were prepared in ultra-pure 
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water. After recording the reflectivity variation with the gold surface of the sensing chip 
exposed to water only, the PEI solution was introduced inside the cell. An increase in 
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Figure 7.20 Real time changes in reflectivity during adsorption of PEI and PSS. The arrows indicate 
when the various solutions were admitted to the measuring cuvette. The solutions were circulated at a 
flow rate of approximately 2 ml min-1• 
The cell was washed again in pure water. As consequence, a small reduction in intensity 
was registered, due to the removal of weakly bounded polymeric chains from th 
177 
interface. After a few minutes, ultra-pure water was replaced by the PSS solution. The 
PEI chains on the gold surface provide a positively charged interface, suitable for the 
electrostatic driven adsorption of PSS. Again, after a quite rapid increase in reflectivity 
a saturation level is reached. Such saturation is indicative of complete bilayer formation. 
All the charged sites have been occupied and, as result, a reverse of the interface charge 
has been achieved. 
A further experiment was undertaken, using PMAE instead of PSS as polyanion, see 
Fig. 7 .21. A similar deposition procedure to the PEIIPSS case was followed. While the 
changes in reflectivity due to adsorption of PEI can be considered similar for both 
experiments, for the PMAE adsorption, the variation in the signal recorded is higher 
than for the PSS case. Even the saturation time appears to be different for the two 
polyanions. These differences are thought to be related to differences in electric charge 
density between the two polymeric chains. PSS, being strongly charged, has a very fast 
electrostatic interaction with the PEI substrate, while PMAE tends to have a slower 
reaction. Moreover, the smaller reflectivity change in Fig. 7.20 suggests a thinner 
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Figure 7.21 Real time changes in reflectivity during adsorption of PEI and PMAE. The arrows indicate 
when the various solutions were admitted inside the measuring cuvette. The solutions were circulated at a 
flow rate of approximately 2 ml min-1• 
178 
The above explanation, of course, assumes that the polymer solutions have similar 
refractive index values. AFM images of the outer surface of these two architectures 
have demonstrated a more compact and uniform structure for films having PSS as a 
constituent, while PMAE gave more irregular and rougher surfaces (Chapter 6). Figs. 
7.20 and 7.21 suggest than not only are the PEIIPSS films more even, as discussed in 
Chapter 6, but that they are also thinner compared to PEIIPMAE films. This feature 
might originate from the higher charge density of the strong polyanion. It should also be 
noted that PSS, with a benzene ring along its chain, its hydrophobic. As will be 
discussed in Chapter 8, it does dissolve in water because of a favourable entropy gain. 
However, once adsorbed at the solid-solution interface, its hydrophobic nature, together 
with a strong electrostatic interaction with the underlying polymeric film, might help to 
"squeeze" tightly the LbL architecture against the solid substrate. PMAE, in contrast, is 
hydrophilic and, in solution, in a globular conformation. As a consequence, the resulting 
adsorbed layer is thicker and porous. Specific pH conditions or variations in the ionic 
strength of the polymer solution might be exploited of use in tuning the properties (e.g. 
thickness) of these films. 
7.5 Conclusions 
Metals exhibit a double-edged nature in living organisms. Many (for example, the first-
row transition metals) are essential for life, but they can also be extremely toxic and 
lethal. Drinking water is one of the main channels of ingestion of such metals. 
Therefore, measurement and control of its content are essential. In this chapter, a study 
of the use of LbL polyelectrolyte multilayers as sensors for metals cations in solution 
has been described. Such architectures were integrated in a novel, compact surface 
plasmon resonance system (see Chapter 5). 
The polyelectrolyte-metal interaction and the behaviour of the metals in solution have 
been discussed. Metals in water tend to form aqua ions, with the central metal cation 
surrounded by one of more shells of water molecules. The nature and geometry of the 
conformation of such complexes is believed to have an influence on the sensitivity of 
the polymeric films. A detection limit down one part per million (copper acetate 
concentration of 1 o-s M) for Cu2+ ions was found using a two bilayer LbL film with 
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PMAE as outer surface. These data are quite pronnsmg if compared with the 
concentration levels shown in Table 7.1 (maximum concentration level of copper in 
water of 20.5 x 10-6 M according the U .S. federal regulations or 31.5 x 10-6 M according 
the World Health Organization). Furthermore, the system performance for copper 
detection is comparable with that of some commercial devices exploiting ion selective 
electrodes or reflectance photometry. 
Generally, in this series of experiments, it was found that the outer surface of the thin 
organic film is mainly responsible for the ion detection, while the underlying layers 
provide the support. However, a systematic study using different thickness of the same 
architecture might provide further details on the influence of the overall organic film 
architecture of the system sensing performance. The detection of anionic species and pH 
was also demonstrated. Exact knowledge of the acidity level in liquids and the real-time 
monitoring of the dynamics of changes in pH can be recorded using a suitable 
combination of several LbL multilayers. 
The adsorption characteristics of two alternative polyanions, PMAE and PSS, were 
compared together with those of the polycation PEI. Reflectivity changes in real-time 
were used to follow the adsorption steps during the deposition of the multilayer film. 
For the two negatively charged polymers, PMAE and PSS, it was found that differences 
in electric charge density might have a direct influence not only on the outer surface 
morphology, as discussed in Chapter 6, but also on the film thickness and on the time 
needed by the polymer to complete the adsorption. 
It the next Chapter, the information obtained from these studies will be used in an 
attempt to exploit the multi-channel capacity of the SPR equipment by investigating the 
simultaneous use of several polyelectrolyte architectures assembled on the same 
substrate. 
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8.1 Introduction 
In this chapter, the development of a multichannel SPR sensor [1, 2] is presented. Three 
polyelectrolytes, poly(ethyleneimine) (PEI), poly(ethylene-alt-maleic acid) (PMAE) and 
poly(styrene sulfonate) (PSS), were used to build up two different thin film 
architectures. The films were assembled on the same sensing chip and tested for their 
ability to detect different metal ions in solution (Na, Fe, Ni, Cu, Zn). 
As discussed in Chapter 5, several research groups and commercial compames are 
currently involved in developing approaches to multi-channel SPR sensing. This is 
mainly to enhance the throughput of SPR sensors, i.e. to increase the amount of samples 
examined per time, and to provide these with multi-analyte detection capability [3, 4]. 
In Fig. 8.1, a diagram of the SPR cell and the working principle of the sensing system 
described in Chapter 5 is shown. A convergent beam is directed onto the gold-coated 
sensing chip. The reflected beam will possess a characteristic intensity minimum due to 
the excitation of surface plasmon at the interface metal/dielectric. The variation in 
angular position of this minimum is recorded by a CCD camera connected to a 
computer for real time analysis. 




··.:. LbL architecture 
Figure 8.1 Kretschmann configuration with a convergent light beam. At a specific angle of incidence, the 
p-polarized, monochromatic light excites surface plasmons. As consequence, the reflected beam 
possesses a characteristic intensity minimum. The position of the resonance angle is function of the 
refractive mdex of the sensing medium. 
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The SPR system exploits the characteristics of the focused beam which is distributed 
along a line (see Fig. 5.10 (a), (b) and (c)). In Fig. 8.2, a proposed design for the multi-
channel chip is shown. The different organic thin films are assembled in the Z direction 
on the gold coating. All the active materials can then be interrogated simultaneously 
using the same beam, like a scanner on a bar-code. Such an arrangement poses several 
challenges, such as the deposition of the separate active materials on the same gold 
coating, the development of the instrumentation to address this complex structure and a 







Figure 8.2 A possible multi-channel sensor chip design with different LbL multilayers deposited one next 
to each other. 
The arrangement shown in Fig. 8.2 has a major drawback. It does not offer points of 
reference on the position of the various films. One possible solution is to have several 
gold patterns on the same chip. In this way, the individual sensing elements will be 
easily recognizable and independently accessible to the polymeric solutions. For 
example, by dipping the bottom half of the gold-coated glass slide in a specific series of 
polyelectrolytes, and then the other half in a different polymeric solution sequence, it is 
possible to have two different films on the same chip. 
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8.2 Sensor chip: Design 1 
In a first attempt, structures similar to those used to characterize the lens system were 
used as a multi-channel platform (see Chapter 5). An arrangement of gold stripes, 
formed by thermal evaporation through a shadow mask onto SFlO glass, was prepared. 








Figure 8.3 Reflected image for the multi-channel sensor chip in which Au strips are alternated with SFIO 
glass. From top to bottom the area investigated extends over an area approximately 4.2 mm wide. Gold 
stripes have an average width of 0.5 mm, and are approximately 0.8 mm apart. According to the theory a 
sharp variation in reflectivity is registered in the proximity of the critical angle for the uncoated region of 
the SFIO glass slide, while these variations are shallower and more gradual for the areas coated by the 
thin gold layer. 
Figure 8.3 shows the reflected image for this structure captured by the CCD camera. In 
this case, no lens system was placed in front of the CCD camera. Therefore, the area 
imaged extends for only 4.2 mm. By illuminating the cell over a range of incident 
angles, 48° to 52.6°, it was possible to evaluate the position of the critical angle for the 
uncoated surface and for the Au overlayer. This is a function of the refractive index of 
the glass and of the dielectric present in the cell only, which is confirmed by the 












-- SF10 Theory 
• SF10 Experimental 
• Au first scan line 
• Au second scan line 
48 50 52 54 
Angle (degrees) 
Figure 8.4 Reflectivity curves in the critical angle region for one SFIO channel and two Au-coated channels on the 
sensing chip imaged in Fig. 8.3. 
Figure 8.5 shows the response of two channels, one with PSS as the outer layer and the 
other with PMAE on the outside surface. The sensing chip was prepared using the 
traditional LbL procedure (PEI+PMAE+PEI), except for the very last layer. In fact, as a 
frrst step, only half of the channels coated with PEIIPMAE/PEI were immersed in the 
PMAE solution; the other half was dipped in a PSS solution. The SPR minimum for all 
three samples is shifted by about 0.5° from the curve for the uncoated Au. Using the 
theoretical model and taking a refractive index of 1.5 for the polymer films, gives a total 
organic film thickness of 6 nm (2 bilayers)- consistent with previous results [8]. While 
the SPR curve profile for the two "(PEIIPMAE + PEI/PMAE) channels" can be 
considered coincident, a significant difference in response is evident from the 
"(PEIIPMAE + PEI/PSS) channel". This is possibly the result of poorer deposition of 
the PSS-containing bilayer rather than a difference in the optical constants of the 
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Figure 8.5 SPR curves for two different self-assembled polyelectrolyte multilayer architectures deposited 
on a four-channel sensor chip. One of the Au-coated channels has PSS as the outer layer while the two 
left have PMAE. 
What is important to note is that two different LbL thin films were effectively deposited 
on the same chip and that it has been possible to identify their SPR profiles. This result 
is encouraging for the ability of the SPR system to read different channels 
simultaneously. Ideally, an alternative to Design 1 should be found in order to invert the 
dimensional gold/SF 10 ratio, i.e. to have wider gold coating and reduce the area of the 
uncoated glass. This will reduce the influence of the reflected light from the glass on the 
SPR profiles of the gold stripes. Moreover, the deposition technique adopted has a 
limitation on the number of architectures that can be deposited. With the simple partial 
last layer dip coating method, the differences between the organic films are limited to 
the external layer only. Alternative deposition methods are necessary in the future to 
exploit fully the potential of this method. 
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In the next series of experiments, it was decided to simplify the design of the sensing 
chip. One of the gold patterns used to form the multi-channel sensor is shown in Fig. 
8.6. This 'chip' was produced by e-beam evaporation of 2 nm of chromium followed by 
50 nm of gold through a shadow mask onto SF 10 glass. 
Tll'uree separal:e 
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lFigure 8.6 Large area single-chip incorporating several investigation channels. The gold pattern on an 
SFIO glass plate was deposited via e-beam evaporation using a shadow mask. The output from a 
commercial LED is first expanded and then focused with a range of incident angles along the Z direction 
indicated in figure. It is then possible to acquire data from a cross section in the X direction. 
This design provided a clear physical distinction between the gold stripes (i.e. between 
the sensing channels) and allowed the acquisition of data from a cross sectional width of 
15 mm (Z direction in Fig. 8.6). An appropriate lens system was placed in front of the 
CCD camera to detect the entire reflected beam. 
Figure 8. 7 shows an optical image captured using the SPR system with the chip surface 
exposed to air. Note the presence of the reflectivity minimum due to surface plasmon 
resonance in the areas coated with gold. For the two uncoated stripes (i.e. on the 
surfaces of the SF10 glass slide) a strong reflectivity variation near the critical angle 
(angle of total reflection) is evident. These features are as expected from theoretical 
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predictions: a thin metal surface is needed to excite the surface plasmons and the 
variation of reflectivity near the critical angle will be more marked for an uncoated glass 
surface than for one coated with metal. Given the actual optical configuration and 
angular range, the CCD camera is able to capture these images (i.e. as shown in Fig. 
8.7) only if the sensing chip is in air. The critical angle and resonance minimum are 
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Figure 8. 7 Optical image obtained from the SPR system with the sensing chip exposed to air. The 
reflectivity for the two regions of uncoated SF 1 0 glass shows a sharp variation near the critical angle. The 
change in reflectivity near the surface plasmon resonance angle is evident for the three regions of the 
sensing chip coated with 50 nm of gold. 
8.3.2 Multichannel sensing 
The SPR curves corresponding to one bilayer of (PEI/PMAE) deposited on gold are 
shown in Figure 8.8. As expected, the addition of the organic bilayer shifts the 
resonance curve to a higher angle. The variation in the angular position of the 
reflectivity minimum is about 0.5° and is consistent with the experimental data obtained 
from a 'traditional' SPR set-up [5]. A further angular shift is apparent when the sensing 
film is exposed to 1 o·5 M of copper acetate. As noted previously [2, 5], the refractive 
index of the metal solution, within the range tested, is close to that of the buffer solution 
and its effect on the SPR curve can be neglected. The measured reflectivity change is, 
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therefore, a result of the adsorption of the metal cation on the active film. Because of 
this, an increase in thickness and/or change in the refractive index of the polymeric film 
will shift the SPR curve to higher angles. To detect the reflectivity variation in real time, 
the position of a reference line together with several independent scan lines along the Z 
direction (see Fig. 8.6) was fixed. The angular position of a time-drive line, along the X 
direction in Fig. 8.6, was set to the low angle side of the SPR minimum and a time scan 
was started. In this way, real time information on the change in reflectivity for both the 
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Figure 8.8 SPR curves for an uncoated gold surface, the same surface after deposition of one bilayer of 
(PEIIPMAE), and following exposure to a solution 1 0'5 M of copper acetate. 
One area of concern is that, at the moment, the sensing chips, manufactured under 
seemingly identical conditions, exhibit variations in the depth of the resonance curve. 
This might affect the sensitivity of the system. However, the tests conducted in this 
work, using chips with different resonance mimina, showed a good consistency in 
sensitivity and selectivity for all the ions solution tested. This suggested that the devices 
possessed a good linearity when operated to the low angle side of the SPR minimum. 
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However, an enhancement in performance and improved reliability is expected through 
an optimization of the deposition condition and parameters. An alternative approach 
might also be used to detect the plasmon resonance shift and reduce the noise 
contribution in the signal received, for example analysis of the entire SPR spectra via 
data-processing algorithms [6, 7]. 
Sodium acetate N a( ac ), copper( H) acetate Cu( ac )2, iron(II) acetate Fe( ac )2, nickel(II) 
acetate tetrahydrate Ni(ac)2 and zinc acetate Zn(ac)2 metal ion solutions were prepared 
at different concentrations in tris buffer solution and their pH was fixed at specific 
values by the addition of HCI. In all the sensing experiments, the sequence for the 
change of liquid in the sensing cell was performed via a peristaltic pump running 
continuously at 2 ml min-1• The procedures and timings were strictly controlled. 
The results of exposing the PEI/PMAE and PEI/PSS channels of the multisensor chip to 
a 10-4 M copper acetate solution, pH 6.2, are shown in Fig. 8.9. The initial part of the 
two reflectivity versus time curves (0 - 10 mins.) shows that both sensing films are 
relatively unresponsive to pH changes from 6.2 (for the tris buffer) to 3.4 (for the HCl). 
However, when a solution of copper acetate at 10-4 M at pH 6.2 was substituted for the 
HCl, both channels showed a clear increase in reflectivity. The saturation level for the 
reflectivity signal was generally reached after few minutes. This corresponds to a steady 
state during which there is equilibrium between the association and dissociation of the 
analyte with the ligand. This stage, together with the kinetics of the sensing reactions, is 
a function of the specific polymeric film/ metal ion interaction. 
Figure 8.9 reveals a relatively high sensitivity of the PEI/PMAE bilayer to copper ions, 
confirming of our previous results [5]. The response to PEIIPSS is less, by a factor of 
about three. The formation of a PMAE/metal chelate via hydrogen exchange is expected 
to be an important sensing mechanism for Cu (IT) ions (see Appendix A). PMAE has a 
pincer-like structure with two hydrogen atoms at the opposite extremes of a half ring 
and copper ions can become "trapped" in such structures. Physical adsorption of the 
metal ions (e.g. driven by electrostatic attraction between the negatively charged 
solid/liquid interface and positively charged copper ions) was also considered to be a 
significant process. From the ch-emical structure -ofPSS (see Fig. 7.8), chelate formation 
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with the metal ions is not expected because the sulfonic so; groups in the polymeric 
PSS do not form a comparable metal-receptive chelate structure. Hence, only a physical 
attraction with the metal driven by Coulombic forces can be considered. A further factor 
determining the sensitivity may be the morphology of the polyelectrolyte surface. In 
Chapter 6 a much rougher surface for the PEI!PMAE bilayer surface has been revealed. 
The larger surface area may thereby contribute to the enhanced sensitivity of this 
sensing surface over PEI!PSS. 
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Figure 8.9 Response of the multichannel sensor chip to copper(ll) acetate solution, pH 6.2 . The 
continuous line indicates the reflectivity signal registered from the PEI/PMAE active surface while the 
dashed line shows the signal from the PEIIPSS film. For clarity, the change in solution inside the sensing 
cell is indicated only for the PEIIPMAE channel. 
As shown in Fig. 8.9, the process or regeneration using HCl proceeds with both types of 
bilayer with an almost complete recovery to the original signal level. Repeated exposure 
to copper and recovery using HCl produced repeatable responses. A figure of merit, F 
can be calculated considering the variation in reflectivity AR , the initial value of the 
reflectivity Rin and the response time lr (see Fig. 2.4) 
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For the first sensing test in Fig. 8.9, the response time of the PEI/PMAE bilayer is of 
1.34 minutes and F=0.05 min-1, while the second and third response have a longer 
response time and lower figure of merit. The average figure of merit for the three 
responses is of 0.026 min-1• 
In one of the experiments, several sensing routines were run one after the other using 
different metal acetate solutions. The results for solutions at 104 M are shown in Figs. 
8.10(a), (b), 8.11(a), (b) and 8.12(a), (b). All the solutions were prepared at pH 6.2 (as 
in the case of the copper in Fig. 8.9). Starting from the experiment with copper acetate, 
a nickel solution was tested, followed by a sodium solution and then, zinc. An iron 
solution at the same pH was also tested, with no response (Fig. 8.12(a)). It was decided, 
then to use a slightly basic iron acetate solution at pH 7 .6. According to the literature, 
the extremely pale bluish-green hexaaqua ion [Fe(OH2)6f+ will form more aggregated 
species as the pH of the solution increases [8]. To avoid the formation of hydrated iron 
oxide, i.e. the typical red-brown gelatinous precipitations that would give the solution a 
high degree of turbidity, only fresh acetate solutions were used when dealing with iron. 
Figure 8.10 (a) is consistent with the result shown in Fig.8.9. PEI/PMAE seems to be 
more sensitive to copper acetate than PEI/PSS. A certain delay in the PSS response is 
also noted. Figure 8.1 O(b) shows that PMAE has a lower affinity to nickel. At this 
particular concentration the reflectivity change is approximately one half of that 
recorded with the organic film interacting with copper acetate ions. Again, PEIIPSS 
shows a quite small variation in reflectivity and a delay in response. 
The result of the sensing experiment with a zinc acetate solution at concentration of 104 
M is shown in Fig. 8.11. It is evident that the change in reflectivity is also larger for the 
PEIIPMAE film than for PEIIPSS. However, this time the recovery of the PEIIPMAE 
film via exposure to an HCl solution is not complete. PEIIPSS reacted with the zinc 
cations with a lower reflectivity change, a certain delay in response as in the previous 
case, but with almost a full recovery to the original signal when exposed to HCI. A 
stronger HCl solution is perhaps necessary for a full recovery. Also, it could be possible 
that the previous sensing routine has somehow modified the film structure making it 
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more receptive to the zinc ions. Eventually, after a continuous flow of tris buffer 
solution at pH 6.2, the reflectivity signal from the PEI/PMAE bilayer reached a stability 
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Figure 8.10 Response of the multichannel sensor chip to: (a) copper(II) acetate solution, pH 6.2; and (b) 
nickel(II) acetate tetrahydrate solution, pH 6.2. Both metallic ion solution concentrations 104 M. The 
black line indicates the reflectivity signal registered from the PEIIPMAE active surface while the red line 
shows the signal from the PEI/PSS film. For clarity, the change in solution inside the sensing cell is 
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Figure 8.11 Response of the multichannel sensor chip to zinc(II) acetate solution, pH 6.2, concentration 
solution 104 M. The black line indicates the reflectivity signal registered from the PEIIPMAE active 
surface while the red line shows the signal from the PEIIPSS film. For clarity, the change in solution 
inside the sensing cell is indicated only for the PEIIPMAE channel. 
It was decided, therefore, to try another test with a different metal acetate. An iron(ID 
acetate solution in tris buffer at pH 6.2, as in the previous cases), was then tested. 
Results from this experiment are shown in Fig. 8.12(a). Neither the PEIIPMAE nor 
PEIIPSS channels seemed to be responsive to Fe. Therefore, a slightly alkaline iron 
acetate solution at pH 7.6 was tested (Fig. 8.12(b)). This time the results were improved 
and it was possible to detect a consistent variation in reflectivity, especially for the 
channel with PMAE as outer surface. Tests with sodium acetate solution at 104 M were 
inconclusive and neither of the two channels seemed to have a particular interaction 
with the metal ions. 
At the end of the series of sensing experiments, the full SPR profiles for the two 
channels were recorded and compared with those at the beginning of the session. In 
Figure 8.13, it is evident that while for the PEIIPSS channel the two profiles are almost 
coincident, for the PEI!PMAE channel instead there is a permanent shift of the SPR 
profiles. As explained previously this shift is probably due to a reaction of the organic 
film with zinc cations. 
To understand the nature of the zinc-PMAE interaction, a new sensing chip was tested 
with a zinc acetate solution at concentration of 104 M. The results of this experiment 
are shown in Fig. 8.14. As shown, this time the response to zinc was less dramatic. 
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Comparing Figs. 8.11 and 8.14, it is possible that the sequence of exposure to different 
metal cations could have modified the PEIIPMAE film in such a way to make it more 
sensitive to zinc. Furthermore, the "quality" of the sensing film could have a strong 
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Figure 8.12 Response of the multichannel sensor chip to: (a) iron(ID acetate solution, pH 6.2; and (b) 
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Figure 8.13 Polynomial fit for the SPR profiles of the two channels PEI/PMAE and PEIIPSS before and 
after the conclusion of the sensing experiments (see Fig. 8.10-12). 
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Figure 8.14 Response from a virgin multichannel sensor chip to a zinc(II) acetate solution. pH 6.2, 
concentration solution 10-4 M. The black line indicates the reflectivity signal registered from the 
PEI/PMAE active surface while the red line shows the signal from the PEIIPSS film. 
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The lower affinity of the PEI/PMAE bilayer for nickel and iron compared to the copper 
is apparent from Fig. 8.1 O(b) and Fig. 8 .12(b ). An even lower response occurs with 
PEIIPSS. The differences may be explained in terms of the different stability constants 
for the complexes. Moreover, the geometry of the complexes might play a significant 
role in this context, explaining why metals with similar characteristics, like copper, 
nickel and iron, have a different affinity with the same active surface [9]. 
In Chapter 7 it was noted that for particular active materials (e.g. EDTA) the geometry 
of the metal-aqua ions has an important impact on the stability constant for the 
interaction of the sensing material with metal cations. Once dissolved in solution, each 
metal cation is surrounded by water molecules. However, not all the metals have the 
water molecules distributed around them in the same fashion. Some have all the water 
molecules at the same distance, others have a more irregular distribution. Among the 
metals investigated (iron, nickel, copper and zinc) copper is the only one that, in 
solution forms a tetragonally distorted octahedral complex with the water molecules 
(the others form a more uniform octahedral field), Fig. 7.3. The main difference 
concerns the position of two of the six water molecules, which are more distant and 
interact weakly with the central copper ion (Jahn-Teller effect). Therefore, they tend to 
be more easily moved away and replaced from the active sites of the sensing materials. 
This peculiarity is reflected in a rapid increase of the stability constant for the complex 
with copper (Irvine-Williams effect, see Fig. 7.4). It might be thought that a similar 
mechanism occurs for PMAE, giving a stronger interaction with copper and a weaker 
one with nickel and iron. 
One interesting feature in Fig. 8.10(b) and Fig. 8.12(b) is the oscillations in the 
reflectivity signal that appear to occur following iron or nickel exposure and on 
subsequent cycling between the tris buffer and HCl. This phenomenon was not apparent 
using copper (Fig. 8.9 and Fig. 8.1 O(a)), or before the sensing layer had been exposed to 
the metals. It is believed that interactions with Fe or Ni could have altered the 
architecture of the PEI/PMAE film (and, to a limited extent, that ofthe PEI/PSS film). 
Maybe, after such metals have dissociated from the polyelectrolyte films, they leave 
behind a more porous and less uniform surface with more electrostatic active sites. 
Before a process of self~anncaling occurs, such modified architectures may be more 
sensitive to pH variations. 
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8.3.4 Sensing tests on an "aged" chip 
The suggested modification to the film morphology following exposure to different 
metal cations described above could have an influence on the sensing performance. 
After a few days of storage in a bath of tris buffer solution, the same chip used for the 
sequential sensing experiment described above (with metal cation solutions of Cu, Ni, 
Zn, Na and Fe at 10-4 M), was retested in a similar exposure sequence. This time the 
two-channel sensor was exposed to the metal ion solutions, at a concentration of 2xl o-s 
M, close to what is thought to be the detection limit for the equipment. 
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Figure 8.15 Response of the "aged" multichannel sensor chip to (a) copper(II) acetate solution, pH 6.2, 
concentration solution 2xl0·5 M, (b) sodium acetate solution, pH 6.2, concentration solution 2xl0·5 M 
The black line indicates the reflectivity signal registered from the PEI/PMAE active surface while the red 
lme shows the signal from the PEIIPSS film. For clarity, the change in solut10n inside the sensing cell is 
indicated only for the PEIIPSS channel. 
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In Figure 8.15 and Fig. 8.16, the changes in real time of reflectivity for the two channels 
are shown. No response is evident for sodium on both channels, while a positive signal 
is obtained for copper, nickel and zinc on the PEI/PMAE channel. Interestingly, both 
films seem to have a certain ability to detect pH variations (buffer and metal solutions at 
pH 6.2, HCl solutions at pH 3.5). 
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Figure 8.16 Response of the "aged" multichannel sensor chip to (a) nickei(II) acetate solution, pH 6.2, 
concentration solution 2xl0-5 M, (b) zinc(Il) acetate solution, pH 6.2, concentration solution 2xl0-5 M 
The black line indicates the reflectivity signal registered from the PEIIPMAE active surface while the red 
line shows the signal from the PEI/PSS film. For clarity, the change in solution inside the sensing cell is 
indicated only for the PEUPSS channel. 
As in the previous experiments, positive responses come from the PEI/PMAE channel 
for copper, nickel and zinc, while the channel with PSS as outer layer seems to have a 
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lower affinity. In particular, at this molar concentration of 2xl0-5 M, the reflectivity 
change is minimal. These results are similar to those with solutions at molar 
concentration of 10-4 M and indicate that the main PSS-metal cation interaction 
mechanism is charge compensation between the positive metal ions and the negative 
PSS surface. Such compensation is proportional to the molar concentration; the more 
cations in the cuvette, the more electrically charged sulfonate groups are involved in the 
interaction, giving a change in the reflectivity signal. 
In Table 8.1, a summary of the results obtained m these senes of experiment 1s 
presented. 
Metal Ion concentration: 2x1 o-5 M 
Sensing RH variation 
Channel (from RH 6.2 
Copper Nickel Zinc Sodium to 3.51 
acetate 
acetate tetrahydrate acetate acetate 
PEIIPMAE ~ ~ ~ ~ X 
PEIIPSS X X X X ~ 
Table 8.1 Results of exposing PEI/PMAE and PEI/PSS bilayers to various metal ion solutions of 
concentration 2x 1 o-5 M. A positive response is indicated by a tick and a negative by a cross. 
A comparison of the SPR profiles for the two channels at the beginning and end of these 
set of experiments is shown in Fig. 8.17. Because no strong interaction between zinc 
and PMAE was observed, the SPR profiles from this channel are almost coincident. In 
contrast, the PEIIPSS channel seems to have been slightly affected due to the changes in 
pH rather then the metal ions. Such feature opens some interesting questions about the 
role that chemical interaction and aging of the organic film have on the pH sensitivity. 
Especially for PSS this might be worth future studies, considering that pH variations are 
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Figure 8.17 Polynomial fit for the SPR profiles of the two channels PEIIPMAE and PEUPSS before and 
after the conclusion of the sensing experiments in Fig. 7.18 and Fig. 7 .19. 
In conclusion, this series of experiments have produced some reassuring data on the 
ability of "aged" LbL multilayer films to be responsive to metal cations even after a 
relatively long storage time. 
8.4 Conclusions 
Different designs of multichannel sensing chips have been fabricated. An arrangement 
of gold stripes has been prepared on a SFlO glass slide. Two LbL organic films 
(PEI!PSS and PEI!PMAE) were deposited and their SPR profiles have been identified. 
This result proved that it is possible for the SPR system to read different sensing 
channels at the same time. An improved version consisted of an arrangement of two 
large gold patterns covering a large portion of the area investigated and separated by a 
central uncoated glass stripe. Solutions containing metal ions at various molar 
oncentrations were tested. Polyelectrolyte films, deposited by the layer-by-layer self-
assembly technique, were used as the sensing layers (PEI/PSS and PEIIPMAE). The 
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two channels exhibited independent sensing responses to a range of metal ions. The 
results augur well for the development of commercial multichannel, single chip SPR 
sensors. Further work will focus on improvements to the sensitivity of the device and on 
a full understanding of the sensing dynamics. Moreover, systematic studies of the 
influence of the films thickness on the sensing behaviour, together with investigation of 
more LbL multilayer systems will be necessary. Alternative sensor data analysis 
techniques might improve the reliability and resolution of the overall sensing system. 
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9.1 Conclusions 
Organic films were assembled following the layer-by-layer (LbL) method. 
Polyelectrolytes, i.e. polymers baring electrostatic charged groups along their chains, 
were used as components of the thin films. In particular, poly( ethylene imine), PEI, 
poly(ethylene-co-maleic acid), PMAE, and poly(styrene sulfonate), PSS, constituted the 
molecular bricks of the LbL architectures. In this work, an attempt was made to use 
polyelectrolyte multilayers as sensors and to investigate the possibility of using them 
within a multichannel system [1, 2]. A novel opto-chemical sensing device exploiting 
the surface plasmon principle was developed [3]. A multichannel approach, using a 
specially designed sensing chip, was demonstrated to be a practical route for the 
detection of metal ions in solution [2, 4]. Atomic force microscopy was used to 
elucidate the morphology of the organic films. Polyelectrolytes with different charge 
densities were shown to form dissimilar structures. This is believed to have an influence 
on the sensing performance of the LbL architectures [5]. 
The phases of design and realization of the multichannel SPR system have been 
described in Chapter 5. The device is able to interrogate and analyze data from a multi-
channel single chip, i.e. a platform with several active materials. Alternative optical set-
ups were tested and the fmal choice provided a SPR platform with no moving parts, 
exploiting a focused beam across a range of angles. Different light sources were 
investigated and the fmal choice resulted in the adoption of a commercial light emitting 
diode, a Toshiba TLRH190P. A CCD camera was used as the detector. A lens system 
allows the CCD camera to read several plasmon waves generated on the sensor surface. 
An in-house acquisition/processing programme has been specifically developed for the 
SPR system [6]. Fitting of the experimental data to theoretical curves is possible, 
although elements of uncertainty exist because the SPR technique does not allow an 
independent determination of the film thickness and optical constants. A calibration test 
using sucrose solutions showed a sensitivity of 4.3xl04 refractive index units per pixel 
line-pair. The exact ratio pixellangle was established from studies of the angular 
position of the critical angle as a function of the different dielectrics in contact with the 
metal surface. Therefore, it was possible to correlate the SPR reflectivity to the angular 
position. 
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In recent years, atomic force microscopy investigations of the outer surface of LbL self-
assembled organic films have enhanced the level of understanding of their structure and 
behaviour [7, 8]. As described in Chapter 6, the zone model distinguishes, within the 
LbL film, three separated parts with specific characteristics and features according their 
distance from the solid interface. In this way, a description of the multilayer formation 
is possible. The island model is concerned with the adsorption of the first polymeric 
chains onto the solid template. Charged macromolecules tend to adsorb on selected 
defect sites of the solid support and form islands composed of polymer coils. On 
increasing the number of deposition steps, these islands coalesce until they achieve a 
full coverage of the surface. The LbL architectures investigated were composed of three 
PEIIPMAE bilayers or three PEI/PSS bilayers. Limited adsorption of the first polymer 
layers was discovered. Areas where the process is complete coexist with those where 
very few of the polyions have been successfully adsorbed. This behaviour of limited 
adsorption is, for the polymer architectures under study, independent on the electrostatic 
nature of the polyelectrolytes used. However, the charge density does have a role in 
determining the morphology of the multi layer outer surface. (PEI/PSS)x3 films showed 
a more uniform profile in comparison to (PEIIPMAE)x3 architectures. On the portions 
of the surface where the adsorption was limited, it was possible to image isolated 
polyelectrolyte complexes. These polyions appear to be kinetically trapped on the 
surface according to what is believed to be their conformation in solution. In some 
cases, it was possible to image a cluster of polymer chains. Examination of the 
surrounding surface around suggests that the coils were adsorbed on a relatively free 
part of the film. The stretched conformation of the chain suggests the possibility that 
they correspond to PSS coils on a PEI substrate. 
Samples assembled in-beaker and in a sealed cell at high flow rate (2.5/5 ml min-1) were 
compared. For the multilayers incorporating PMAE, the effect of the continuous flow 
was dramatic while the differences were less for those films containing PSS. For the 
latter architectures, an island-type adsorption was still recognisable by AFM while 
(PEIIPMAE)x3 self-assemblies were rougher and very irregular. For some experiments 
a single bilayer PEI/PMAE was self assembled on the AFM cantilever tip surface. AFM 
images of a three bilayer (PEI/PMAE)x3 film obtained by using this chemically 
modified tip were obtained. Electrostatic repulsive forces hetween the charged film 
outer surface and the LbL coated tip are believed to have had an effect, albeit small, on 
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the sample imaging. However, more experimental work is necessary to clarify the role 
of interaction forces between the functional groups present on the two surfaces. 
The use of LbL polyelectrolyte multilayers as sensors for metals cations in solution has 
been described in Chapter 7. The polyelectrolyte-metal interaction and the behaviour of 
the metals in solution have been discussed. The nature and geometry of the 
conformation of the hydrated metal ions is believed to have an influence on the 
sensitivity of the polymeric films. A detection limit down one part per million (copper 
acetate concentration of 1 o-s M) for Cu2+ ions was found using a two bilayer LbL film 
with PMAE as the outer surface. Notably, the maximum concentration level of copper 
in water is fixed at 20.5 x 10-6 M according the U .S. federal regulations and 31.5 x 10-6 
M according the World Health Organization. The system performance for copper 
detection can be compared with that of some commercial devices exploiting ion 
selective electrodes or reflectance photometry. By comparing two complementary thin 
films it has been shown that the outer surface of the LbL architectures is mainly 
responsible for the ion detection. The first was composed of (in order from the solid 
support) PEI/PMAE and a cationic modified polyacrylic acid, PMADAMBQ. The 
second has a further PMAE layer adsorbed on top the PMADAMBQ. The detection of 
anionic species and pH was also demonstrated. Exact knowledge of the acidity level in 
liquids and the real-time monitoring of the dynamics of pH changes can be then 
achieved. 
The adsorption characteristics of two alternative polyanions, PMAE and PSS, were 
compared together with those of the polycation PEI. Reflectivity changes in real-time 
were used to follow the adsorption steps during the deposition of the multilayer film. 
For the two negatively charged polymers, PMAE and PSS, it was found that a 
difference in electric charge density might have a direct influence not only on the outer 
surface morphology, as discussed in Chapter 6, but also on the film thickness and on the 
time required by the polymer to complete the adsorption. 
In Chapter 8, the feasibility of multichannel detection was illustrated. Using a shadow 
mask, different arrangements of gold stripes on a SFIO glass slide were prepared. 
Polyelectrolyte films, deposited by the layer.,by-layer self-assembly technique were 
used as the sensing layers (PEIIPSS and PEIIPMAE). Their distinctive SPR profiles 
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were clearly identified. This result proved that it is possible for the sensing system to 
read different sensing channels simultaneously. The most successful of the 
arrangements consisted of two gold patterns covering a large portion of the area 
investigated and separated by a central uncoated glass stripe. Solutions containing ions 
of copper, zinc, sodium, nickel and iron, at molar concentrations of 104 or 2x 1 o-s M 
were tested. The two channels showed independent sensing responses. The influence of 
the different possible sensing mechanisms has been discussed in detail. Relatively long 
storage times appear not to compromise the sensing performance of the materials. 
However, metal/film interactions seemed to have an effect on the modulating the pH 
sensitivity of the LbL architectures. 
9.2 §uggestnmns foil" furtBnell" woirlk 
The research presented in this thesis augurs well for the development of an even more 
refined multichannel, single-chip SPR sensor that could have commercial applications. 
Future work might focus on further improvements to the sensitivity and selectivity of 
the device and on a full understanding of the sensing dynamics. 
Two different, but complementary, paths could be followed to improve the sensing 
system. The first concerns refining the components that "support" the sensing, i.e. light 
source, optical system, light detector, acquisition and processing systems. Because a 
sensing device is such a complex assembly of parts, every improvement will result in an 
improved performance of the overall system. In particular, the noise from the CCD 
camera (and, in general, the signal-to-noise ratio) needs to be reduced, as this currently 
limits the sensitivity of the SPR device. The use of a two-dimensional photodiode array 
should be considered. In addition, it could be worth investigating the use of a light 
sensor with an improved dynamic range to provide a more accurate reference of the 
input variation from the light source. At the moment, this is achieved by recording the 
beam reflected by the uncoated portions of the SF1 0 glass slide. However, the camera 
used (COSTAR SI-M350) has proved to be rather sensitive to high luminous power 
levels and, therefore, poor at distinguishing relative reflected beam intensity variations 
between 0.9 and 1 (a.u). Improved focusing of the light probe and a reduction of the 
wavelength range of the LED (via, for e!{ample, a suitable filter(s)) could also be 
important goals because these would reduce the superposition of SPR profiles that 
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affect the output signal. Finally, the sensing data are currently collected by recording, in 
real time, the change in reflectivity of a single band on the SPR curve. Therefore, in 
comparing data from different sets of experiments, it is important to ensure that parts of 
the curves with consistent slope variation are chosen. To accomplish this is not 
straightforward, given the arbitrary nature of this choice. Alternative data analysis 
techniques might improve the reliability and resolution of the overall sensing system. 
For example, it might be useful to analyze the entire SPR curve rather than just a 
portion of it [9, 1 0]. In this way, the information gathered would be more reliable. 
On a second front, i.e. the research on the sensor materials, a systematic study of the 
influence of the films thickness on the sensing behaviour is necessary. Studies focused 
on the chemical and physical aspects of the interaction with the analytes are essential. In 
future, it will be necessary to address specifically if and how the interaction with the 
measurand introduces modifications to the internal organization of the sensing 
architectures and in the morphology of their outer surfaces. Thus, the duration of the 
working life of the sensing-chips and their long-term reliability could be examined. 
Investigation of further LbL multilayer systems is also needed. The specific 
metal/polymer interaction is essential in defining the sensitivity and selectivity of the 
sensing device. Further work should be focused on a search for novel materials with 
very specific selectivities. Multichannel detection (in the sense used in this thesis, i.e. 
without the use of neural networks) is only really useful if the active surfaces have 
distinct sensing behaviour, i.e. have a proper selectivity. Of course, neural networks 
might be used and therefore some concessions on the specific selectivity of each 
channel might be given. Ideally, it would be preferable to deposit a larger number of 
active materials on the sensing chip. The LbL and SAM methods offer a good 
operational flexibility and are the main candidates for such task. However, it is 
necessary to find alternative techniques to the last layer partial coating method for the 
patterning of the channels onto the chip surface. The use of flow channels or soft 
lithography techniques might provide useful ways forward [11, 12]. 
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Appendix 
1. Metal complexes and stability constant 
A metal complex is formed by association between a metal atom or ion and another 
species, known as ligand, which is either an anion or a polar molecule. A simple 
description of the nature of the bond between a ligand and a metal treats the ligand as an 
electron-pair donor and the metal as an electron-pair acceptor. The donation of a pair of 
electrons from ligand to metal establishes a coordinate bond. In the terminology of 
molecular orbitals, orbitals on the ligand and metal of a-symmetry overlap to give a-
bonding. In some cases, where electrons and orbitals of appropriate symmetry are 
available in the metal and ligand, n-bonding makes an additional contribution. Where 
metal d-electrons interact with vacant ligand orbitals to form a n-bond, this represents a 
transfer of electronic charge from metal to ligand that is in the reverse direction to that 
resulting from a-bonding [1]. 
In the case of ligands such as ammonium chloride, only one pair of electrons is involved 
in a-bonding with a metal. This type of ligand is called unidentate (literally one-
toothed). Many molecules or ions contain more than one donor atom and it may be 
sterically possible for them to coordinate one metal atom at two or more positions in its 
coordination shell, behaving in a multidentate fashion. For example, ethylene 
diarnmine, NH2CH2CH2NH2, en contains two donor nitrogens and acts as a bidentate 
ligand towards many metals, closing them in an heteroatomic ring. This process of ring 
formation is known as chelation. The word chelate, which describes the ring, is derived 
from the Greek chele, meaning a lobster's claw. Ligands like en are referred as 
chelating agents and the complexes they form as metal chelates. 
In aqueous media, each metal ion M"+ is hydrated and its reaction with a ligand L 
involves replacement of water molecules in its coordination shell [2]. In solution, there 
is always the possibility of competing reactions which can affect the extent of the 
association of the metal ions with the ligand. For example, since hydrated metal ions 
behave as acids they can undergo hydrolysis by releasing one or more protons from the 
coordinated water molecules 
213 
(A.l) 
It is clear from equations (A.l) and (A.2) that this effect can be reduced by the addition 
of acid in solution. Although this may have the desired effect of ensuring that the metal 
ions are predominantly present as M(H20)x n+, it may promote competing reactions, 
namely protonation, which involve the ligand, L 
(A.3) 
The amount of free ligand available for the association with the metal ion, and hence the 
extent to which the complex formation occurs, varies with the pH and the magnitude of 
the equilibrium constants. 
The reaction between metal ions and the ligand is an equilibrium process and so an 
equilibrium constant may be defined in terms of the relative activities of the various 
species present, i.e. their effective concentrations [1, 3]. Thus for the reaction between a 
hydrated metal ion and a unidentate ligand, the equilibrium constant can be expressed as 
Similarly 
K _ a(ML) · a(H20) 
1 
- a(M) · a(L) 
K
2 




For brevity, coordinated water molecules and charges are omitted. If the metal 
electrostatic charge is n+, for a complete coordination of the cation, n reactions with 
unidentate ligands are necessary (or 1 reaction with an-dentate ligand and so on). For 
each of these reactions it is possible to define a stepwise equilibrium constant K (as in 
n 
A.4 and A.5) and an overall P= TIK" binding (equilibrium) constant [3]. 
1 
For reactions in dilute aqueous solution, the activity of water is supposed to be equal to 
the unity and so, another constant K1T can be defined as 
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a(ML) [ML] · y(ML) 
= =--~~~--~-
a(M) · a(L) [M] [L] y(M) · y(L) (A.6) 
where K1T is the thermodynamic stability (or formation) constant of the complex ML, 
square brackets denote concentrations, and y(m), y(L) and y(ML) are the activity 
coefficients. K1T is a true thermodynamic constant and is independent of ionic strength. 
Another constant, K 1 c, can be defined in terms of concentrations of the species present 
K c = [ML] 
I [M][L] (A.7) 
K1 c is known as the concentration stability constant and its value varies with the ionic 
strength of the medium. With increasing dilution, the activity coefficient quotient 
y(ML)/y(M)y(L) approaches unity and so K1c ~ K1T. 
2. The chelate effect 
For chelation to occur, the ligand must contain at least two donor atoms capable of 
bonding to the same metal atom. Donor atoms may form part of a basic or acidic 
functional group. A basic group is one that contains an atom carrying a lone pair of 
electrons which may interact with a metal ion (or a proton) like: -NH2 (amino), -NH 
(imino), -N= (tertiary acyclic or heterocyclic nitrogen), =O (carbonyl), -O- (ether, 
ester), =OH (alcohol), -S- (thioether), -PR2 (substituted phosphine) and -AsR2 
(substituted arsine). An acidic group loses a proton and coordinates with a metal atom. 
These groups include: -C02H (carboxylic), -S03H (sulphonic), -PO(OH)2 
(phosphoric), -OH (enolic or phenolic), =N-OH (oxime) and -SH (thioenolic and 
thiophenolic ). 
Another condition for chelation is that the functional group should be so located in the 
ligand that the formation of a ring including the metal atom is sterically possible. Even 
when the donor atoms appear to be appropriately situated for chelation, this may be 
rendered difficult or impossible by the presence of bulky groups substituted elsewhere 
215 
in the molecule so that close approach of the ligand to the metal is hindered or 
prevented altogether. The presence of functional groups and the fulfilment of steric 
requirements are necessary but not always sufficient conditions for chelation to occur. 
For example, in aqueous solutions of low pH, competitive protonation of the ligand 
maybe so extensive that some, if not all, of the donor atoms are unable to coordinate to 
metal ions [ 1]. 
Metal chelates have an extra stability compared with analogous complexes of the same 
metal which contains no chelate rings. The name chelate effect is given to this 
phenomenon. The origin and the nature of this effect are related to the changes in 
thermodynamic quantities accompanying complex formation. 
The thermodynamic stability constant K1T can be expressed in terms of the Gibbs' free 
energy change 8G0, according equation (A.8). R is the gas constant and T the 
temperature expressed in Kelvin. Moreover, combining the First and Second Laws of 
Thermodynamics, it is possible to express 8G0 through the variation of enthalpy 8H0 
and entropy 8S0. 
8G0 =-RTlnKT 
8G0 = 8H0 - T8S0 
(A.8) 
(A.9) 
According to equation (A.8) a more stable complex is directly related to a more 
negative value of 8G0. From equation (A.9), it is evident that such a change in 8G0 can 
be associated with either a negative 8H0 value or a more positive 8S0 value, or with a 
combination of both these change. Comparing the reactions between the same Ni2+ 
hydrated ion in water and two different ligands, the unidentate ammonia, NH3 and the 
bidentete, ethylene diammine, en, it is found that the constant stability for the latter is 
almost ten orders greater than for the former (see Fig. A.l) [3]. Thermodynamical 
considerations through equations (A.8) and (A.9) can help to understand why. In the 
reaction represented in (r.l) there are the same number (7) of independent species on the 
left and the right of the reaction, while for (r.2) there is an increase of independent 
species from the right to left (from 4 to 7) since ethylene diamine, en is bidentate and 
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therefore replace six molecules of water. That means that (r.2) results in a bigger gain in 
entropy than (r.l ). Therefore, the stability constant will be larger for (r.2). 
(r.2) [Ni(H20)6]2+ + 3en ~ [Ni(en)s]2+ + 6H20 log P = 18.28 
Figure A. I Chelating ligands bind metals ion strongly. 
Enthalpy factors also play a role. The polar amino groups, which are separated in 
ammonia, are covalently brought together in ethylene diamine overcoming part of their 
mutual repulsion and making coordination energetically more favourable. Another 
factor is the increase in basicity (and consequently metal binding ability) of the ethylene 
diamine amino groups resulting from the inductive effect of the alkyl bridge. 
Interestingly, from five membered chelate rings upwards, the chelate effect decreases in 
magnitude with increasing ring size (four membered rings are unstable due to extreme 
ring strain). This can be explained by considering the configurational entropy of the 
chelate chain. The longer the chain, the higher the configurational entropy and so ring 
formation becomes increasingly improbable. 
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